TRAFFIC LOGIX

Traffic Logix’ new SafePace 500 variable
speed limit sign offers the flexibility to
display speed limits based on work or
school zone scheduling. Using highly vis-
ible LEDs, the SafePace 500 ensures that
motorists are aware when the speed limit
has changed.

With a built-in strobe and flashing dig-
its to warn violators, the SafePace 500 is
ideal for use anywhere that speed limits
fluctuate. Offering outstanding features
and superior functionality, the SafePace
500 will help keep your roads safe.

«  MUTCD compliant with static “SPEED LIMIT” message and highly visible 15" LED digits
Ideal solution for locations with changing speed limits such as school or work zones
Complete 24/7, 365 day scheduling with unlimited holiday exception days
Speed violator strobe can be programmed to flash at designated speeds
Bluetooth and WiFi compatible

Unique light enhancing, anti glare lens system provides brilliant visibility even in poor lighting

Optional data collection with robust reporting module gener-
ates standardized reports for traffic analysis while including custom
reporting options for more advanced users

Includes integrated flashing speed violator strobe to alert speed-
ing drivers

@ Ultra low power consumption including the most power-

T efficient radar technology available and optional solar
power

Superior construction and durability for long-lasting performance
High strength aluminum sign face and individual optical lenses to
protect against vandalism and theft
Stealth Mode allows the sign to collect baseline traffic data while
speed display appears blank to motorists
Optional integrated school zone beacon system
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Software Features

The SafePace Pro software application offers an easy-to-use interface to help manage your SafePace
500, analyze collected traffic statistics, and prepare and print traffic reports.

Serial #: | 00000051
Version: |0C00 |0393
Model: SP600
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System Requirements

e 2 +  Operating System: Windows XP,

ot st (%] wn Windows Vista or Windows 7

I i Dt pees ore | men « Screen Resolution: 1024 x 600

 umtobe ot et ore | o pixels or higher

S — « Communication Interface:
Bluetooth Class 1 adapter (sup-

plied) or WiFi
« Disk Space: A minimum of 15

Manage Sign Settings Megabytes of free disk space

SafePace Pro allows you to:

Read and write sign configuration and schedules to/from the sign

Set sign parameters such as display range, digits and strobe flashing speeds, detection range,
and operating modes

Download or import collected traffic statistics

Create, review and print a variety of reports and charts based on downloaded and imported

statistics

Share collected traffic statistics with others

é Compnrisog- Report "
Statistics Summ ary Report ) Average Vehicle Count 3
Traffc Logix Corp (3 Harriett Lane, Spring Valey, NY, 10977)
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