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Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

RECTANGULAR PUSH BUTTON COVER ASSY:
1 w/ Long Life Switch .................................................................... SE-2015
2 w/ Snap Action Switch ................................................................ SE-2053
3 w/ Heavy Tension Switch w/ Boot. ............................................. SE-2052
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............ SE-2101

PEDESTRIAN PUSH BUTTONS
Rectangular Covers

PAINT

ITEMS 2-4 OPTIONS

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT



Valued Customer 

Pelco Products Inc. is continuously searching for ways to improve our products or services. Many customers have 
requested  that our part numbering system offer unique part numbers. You asked for it, and we’re making it happen. 

On March 1st, 2010 Pelco Products will implement a new company-wide software system that includes the use of 
unique part numbers with selectable options. Many of our current part numbers will be updated, but many others 
will not change at all. Over the next few months, our sales team will be working closely with you, our customer, as we 
transition to this new part numbering system. During this period of transition, we wish to caution you about the use 
of our printed catalog. Information contained within may not be fully up-to-date at this time. Make sure to check with 
the Pelco Products, Inc. sales team if you have any questions or concerns about product ordering, part numbers or 
specifications. 

• Place orders as before, the Pelco Products sales team will take care of the rest. 

• Continue to use current part numbers, we will help you translate these to new part numbers. 

•  After March 1st, you will begin receiving a new order acknowledgement form, reflecting any possible part number 
changes. Please pay close attention.

•  New part numbers will be reflected first on pelcoinc.com and then our price list and printed catalogs. Our web site is 
always your best option for the fastest, most accurate and reliable information. 

• You can download an electronic version of this catalog from pelcoinc.com (PDF format).

• You will be notified when a new, completely updated catalog becomes available.

The sales team at Pelco Products is always happy to answer questions, provide additional information or walk you 
through the ordering process. Call us at (405) 340-3434 or e-mail us at sales@pelcoinc.com with any issues you might 
have. Our goal is to provide you with a dependable, user-friendly ordering process to match our quality, innovative 
products and top notch customer service.
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Notes:
1. All assemblies are supplied standard with stainless fasteners and

natural aluminum alodine coating. Stainless upgrade to include
stainless steel clamp screw where applicable.

2. See pages T1-8 thru T1-14 for clamp kit pole diameter options.
3. Please specify options when ordering.

The Astro-Brac in its various configurations is a truly universal
system for mounting signals.

The Astro-Brac is designed to facilitate the mounting of any size or
combination of signals to any size of mast arm or pole.  This
complete adjustability is not possible with other types of rigid
mountings.

ITEM DESCRIPTION PART NO.

ASTRO-BRAC ASSY, Stellar Series:
1 1-Way Band Mount ..................................................................... AS-0116
2 1-Way Cable Mount ................................................................... AS-0125
3 1-Way Tenon Mount .................................................................. AB-0137

ASTRO-BRAC CLAMP KIT:
4 Band Mount, Stellar Series ....................................................... AS-3004
5 Cable Mount, Stellar Series ...................................................... AS-3009
6 Tenon Mount .............................................................................. AB-3010
7 ARM KIT, 8½" CTC ................................................................ AB-4000
8 GUSSETED TUBE, w/ Vinyl Insert, 1½" Alum TOE.......... AB-2003

1-Way Bracket Assemblies

05/11/05

SIGNAL SECTION: 1, 2, 3, 4, or 5
BAND LENGTH:

29", 36", 42", 48", or 56"
STAINLESS UPGRADE
PAINT

OPTIONS

SIGNAL SECTION: 1, 2, 3, 4, or 5
CABLE LENGTH: 62", 84", or 96"
PAINT

OPTIONS

SIGNAL SECTION: 1, 2, 3, 4, or 5
PAINT

OPTIONS
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The Astro-Brac in its various configurations is a truly universal
system for mounting signals.

The Astro-Brac easily adapts to mount signals horizontally from a
mast arm or span wire. When adjustments for skewed angles are
necessary, the Articulating Astro-Brac is a must.

HORIZONTAL MAST ARM ASSY, Stellar Series:
1 1-Way Band Mount .................................................................... AS-0124
2 1-Way Cable Mount ................................................................... AS-0194

ASTRO-BRAC CLAMP KIT, Stellar Series:
3 Band Mount ............................................................................... AS-3004
4 Cable Mount .............................................................................. AS-3009
5 TUBE, Aluminum, 1½" x Length ............................................. SE-0484
6 ARM KIT, 8½" CTC, Tapped for 3/4" CGB ............................ AB-4001
7 CGB, 0.55"-0.65" Wire Size. ................................................... SE-4028

CGB, 0.63"-0.75" Wire Size. ................................................... SE-0490

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating. Stainless upgrade to
include stainless steel clamp screw where applicable.

2. See pages T1-8 thru T1-14 for clamp kit pole diameter options.
3. Please specify options when ordering.

CGB Option

Horizontal Bracket Assemblies

05/11/05

SIGNAL SECTION: 3, 4, or 5
BAND LENGTH:

29", 36", 42", 48", or 56"
CGB:

0.55"-0.65" wire size
0.63"-0.75" wize

STAINLESS UPGRADE
PAINT

OPTIONS

SIGNAL SECTION: 3, 4, or 5
CABLE LENGTH:

62", 84", or 96"
CGB:

0.55"-0.65" WIRE SIZE
0.63"-0.75" WIRE SIZE

PAINT

OPTIONS
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The Astro-Brac in its various configurations is a truly universal
system for mounting signals.

The Articulated Serrated series of Astro-Brac can handle even the
toughest signal alignment problems. The internal wiring capability
and 3 axes of adjustments make this system visibly the most
universal.

ARTICULATED SERRATED ASSY:
1 1-Way Band Mount .................................................................... AB-0153
2 1-Way Cable Mount ................................................................... AB-0150
3 1-Way Tenon Mount, 1-15/16" to 4½" O.D. .............................. AB-0154
4 1-Way Tenon Mount, 2-3/8" O.D. .............................................. AB-0149
5 5-Section Cluster Cable Mount ................................................. AB-0162

ARTICULATED SERRATED CLAMP KIT:
6 Band Mount, Internal Wiring Capability .................................... AB-3029
7 Cable Mount, Internal Wiring Capability ................................... AB-3026
8 Tenon Mount, 1-15/16" to 4½" O.D. Pole ................................. AB-3030
9 Tenon Mount, 2-3/8" O.D. Tenon ............................................... AB-3028

ARM KIT:
10 1-Way, 8½" CTC ........................................................................ AB-4000
11 5-Section Cluster ....................................................................... AB-5001
12 GUSSETED TUBE, 1½" Alum TOE w/ Vinyl Insert .......... AB-2003

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless fasteners and

natural aluminum alodine coating. Stainless upgrade to include
stainless steel clamp screw where applicable.

2. See pages T1-8 thru T1-14 for clamp kit pole diameter options.
3. Please specify options when ordering.

Articulated Serrated Assemblies

11/25/03

SIGNAL SECTION: 1, 2, 3, 4, or 5
BAND LENGTH:

29", 36", 42", 48", or 56"
STAINLESS UPGRADE
PAINT

OPTIONS

SIGNAL SECTION: 1, 2, 3, 4, or 5
CABLE LENGTH: 62", 84", or 96"
PAINT

OPTIONS

SIGNAL SECTION: 1, 2, 3, 4, or 5
PAINT

ITEM 3-4 OPTIONS
CABLE LENGTH: 62", 84", or 96"
PAINT

OPTIONS
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SIGNAL SECTION: 3, 4, or 5
BAND LENGTH: 29", 36", 42",

48", or 56"
STAINLESS UPGRADE
PAINT

ITEMS 1-2 OPTIONS

SIGNAL SECTION: 3, 4, or 5
CABLE LENGTH: 62", 84", or 96"
PAINT

ITEMS 3-4 OPTIONS
BAND LENGTH: 29", 36", 42", 48",  or 56"
STAINLESS UPGRADE
PAINT

OPTIONS

CABLE LENGTH: 62", 84", or 96"
PAINT

OPTIONS
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The Astro-Brac in its various configurations is a truly universal
system for mounting signals.

The Astro-Brac can be adapted to mount in-line signals as well as
two-ways, three-two combinations and 5-section clusters on any
size and shape of arm or pole.

ITEM DESCRIPTION PART NO.
ASTRO-BRAC ASSY, Stellar Series:

1 2-Way Band Mount ..................................................................... AS-0110
2 2-Way Variable Band Mount ...................................................... AS-0111
3 2-Way Cable Mount ................................................................... AS-0188
4 2-Way Variable Cable Mount .................................................... AS-0193
5 5-Sec Cluster Band Mount ........................................................ AS-0109
6 5-Sec Cluster Cable Mount ....................................................... AS-0138

ASTRO-BRAC CLAMP KIT, Stellar Series:
7 Band Mount ............................................................................... AS-3004
8 Cable Mount .............................................................................. AS-3009

ARM KIT:
9 2-Way ........................................................................................ AB-5002

10 2-Way Variable .......................................................................... AB-5003
11 5-Section Cluster ....................................................................... AB-5001
12 GUSSETED TUBE, 1½" Alum. TOE w/ Vinyl Insert ......... AB-2003

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating. Stainless upgrade to
include stainless steel clamp screw where applicable.

2. See pages T1-8 thru T1-14 for clamp kit pole diameter options.
3. Please specify options when ordering.

2-Way & Cluster Assemblies

05/11/05
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The Astro-Brac in its various configurations is a truly universal sys-
tem for mounting signals.

These brackets allow the rigid, completely adjustable, mounting of
the Pedestrian Signal.

ITEM DESCRIPTION PART NO.

ICC PEDESTRIAN HEAD ASSY, Stellar Series:
1 1-Way Band Mount .................................................................... AS-0133
2 2-Way Band Mount .................................................................... AS-0131
3 1-Way Cable Mount ................................................................... AS-0157
4 2-Way Cable Mount ................................................................... AS-0158

ASTRO-BRAC CLAMP KIT, Stellar Series:
5 Band Mount ............................................................................... AS-3004
6 Cable Mount .............................................................................. AS-3009
7 GUSSETED TUBE, w/ Vinyl Insert, 1½" Alum TOE ......... AB-2003

UPPER ARM:
8 1-Way, 14" CTC ......................................................................... AB-0217
9 2-Way ........................................................................................ AB-0296

LOWER ARM:
10 1-Way 14" CTC ......................................................................... AB-0219
11 2-Way ........................................................................................ AB-0297
12 COVER,14" CTC, ABS Plastic .......................................AB-0236-M3
13 COVER SET, 2-Way Lower Arm, ABS Plastic .............AB-0236-M2
14 HARDWARE KIT, 1-Way Arm ............................................ AB-0205
15 SPACER KIT, ICC Ped Head ............................................... AB-0299

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating. Stainless upgrade to
include stainless steel clamp screw where applicable.

2. See pages T1-8 thru T1-14 for clamp kit pole diameter options.
3. Please specify options when ordering.

Pedestrian Bracket Assemblies

05/11/05

CABLE LENGTH: 62", 84", or 96"
PAINT

ITEM 3-4 OPTIONS

BAND LENGTH:
29", 36", 42", 48", or 56"

STAINLESS UPGRADE
PAINT

ITEM 1-2 OPTIONS
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The Astro-Brac in its various configurations is a truly universal system for mounting signals.

When mounting programmable signals set your sights on the most versatile mounting
system.  You will clearly see why the adjustability of the Astro-Brac fills the bill.

ITEM DESCRIPTION PART NO.

1-WAY OPTICALLY PROGRAMMED ASSY:
1 OPS Band Mount, Stellar Series ............................................ AS-0152
2 3M Band Mount, Stellar Series .............................................. AS-0103
3 OPS Cable Mount, Stellar Series ........................................... AS-0151
4 3M Tenon ................................................................................ AB-0143
5 5-SEC CLUSTER, 3M Band Mount ................................ AS-0191
6 5-SEC CLUSTER, 3M Cable Mount ............................... AS-0199

ASTRO-BRAC CLAMP KIT:
7 Band Mount, Stellar Series .................................................... AS-3004
8 Cable Mount, Stellar Series ................................................... AS-3009
9 Tenon Mount ........................................................................... AB-3010

ARM KIT:
10 16", McCain & 3M Optically Programmed Signals ................ AB-5006
11 14", 3M Optically Programmed Signals ................................. AB-5000
12 5-Section Cluster OPS ........................................................... AB-5004
13 GUSSETED TUBE, 1½" Alum TOE w/ Vinyl Insert ........ AB-2003
Notes:
1. All assemblies are supplied standard with stainless fasteners and natural

aluminum alodine coating. Stainless upgrade to include stainless steel clamp
screw where applicable.

2. See pages T1-8 thru T1-14 for clamp kit pole diameter options.
3. Please specify options when ordering.

OPS Bracket Assemblies

6/15/07

SIGNAL SECTION: 1, 2, 3, 4, or 5
PAINT

OPTIONS

Tube Length
50"
66"
82"

1½" OPS ASSY'S
Signal Section

3
4
5

Tube Length
46"
58"
74"

TRI-BOLT OPS ASSY'S
Signal Section

3
4
5

BAND LENGTH: 29", 36", 42", 48",  or 56"
STAINLESS UPGRADE
PAINT

OPTIONS

CABLE LENGTH: 62", 84", or 96"
PAINT

OPTIONS

SIGNAL SECTION:
1, 2, 3, 4, or 5

BAND LENGTH:
29", 36", 42", 48", or 56"

STAINLESS UPGRADE
PAINT

ITEMS 1-2 OPTIONS

SIGNAL SECTION: 1, 2, 3, 4, or 5
CABLE LENGTH: 62", 84", or 96"
PAINT

OPTIONS
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The Astro-Brac in its various configurations is a truly universal
system for mounting signals.

When Astro-Brac is required to have a terminal compartment take
your pick of in-line or integral clamp kit terminal compartments
without sacrificing adjustability.

ITEM DESCRIPTION PART NO.

TERMINAL COMPARTMENT ASSY.:
1 1-Way In-Line, Stellar Series, Band Mount ................................ AS-0112
2 1-Way Mark I, Band Mount ....................................................... AB-0140
3 1-Way Mark I,  Cable Mount ..................................................... AB-0146
4 5-Sec Cluster, Cable Mount ...................................................... AB-0147

ASTRO-BRAC CLAMP KIT:
5 Band Mount, Stellar Series ....................................................... AS-3004
6 Mark I Terminal Compartment, Band Mount ............................. AB-3016
7 Mark I Terminal Compartment, Cable Mount ............................ AB-3025

ARM KIT:
8 8½" CTC .................................................................................... AB-4000
9 5-Section Cluster ....................................................................... AB-5001

10 TERMINAL COMPARTMENT, In-Line Flat Back .......... SE-3101
11 GUSSETED TUBE, 1½" Alum TOE w/ Vinyl Insert ........... AB-2003

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating. Stainless upgrade to
include stainless steel clamp screw where applicable.

2. See pages T1-8 thru T1-14 for clamp kit pole diameter options.
3. Please specify options when ordering.

Terminal Compartment Assemblies

05/11/05

CABLE LENGTH: 62", 84", OR 96"
PAINT

OPTIONSSIGNAL SECTION: 3, 4, or 5
CABLE LENGTH: 62", 84", or 96"
PAINT

OPTIONS

Tube
Length

37"
46"
58"

Signal
Section

3
4
5

IN-LINE OPS  ASSY.'S

SIGNAL SECTION: 3, 4, or 5
BAND LENGTH: 29", 36", 42", 48", or 56"
STAINLESS UPGRADE
PAINT

ITEM 1-2 OPTIONS
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These high tensile aluminum alloy clamp kits provide strength with
maximum adjustability and complete clamping versatility. The 2-piece
clamp features a stronger clamping method with quicker and easier
installation. Supplied with all necessary attaching hardware.

Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
Stainless upgrade to include stainless steel clamp
screw where applicable.

2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

STELLAR SERIES CLAMP KIT:
1 Band Mount ................................................................................. AS-3004
2 Cable Mount ................................................................................ AS-3009
3 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ........ AB-0204
4 BAND, 5/8", Stainless ............................................................... AB-0243
5 CABLE ASSEMBLY, Galv. Cable & Stainless Hdwr. ........... AB-0280
6 U-BOLT KIT, 5/16"-18, Stainless ............................................ AB-0256

Stellar Series Clamp Kits

1

4

6

3

2

5

6

7/14/08

BAND LENGTH: 29" fits 4"-8.6" dia. pole
36" fits 4"-10.8" dia. pole
42" fits 4"-12.7" dia. pole
48" fits 4"-14.6" dia. pole
56" fits 4"-17.2" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS

CABLE LENGTH: 62" fits 4"-8.6" dia. pole
84" fits 4"-11.6" dia. pole
96" fits 4"-14.6" dia. pole

PAINT

OPTIONS
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These hight tensile aluminum alloy clamp kits provide strength with
maximum adjustability and complete clamping versatility. TheTallon
series multi-directional adjustable tube saddle provides strength and
easier installation. Comes complete with all necessary attaching
hardware.

Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
Stainless upgrade to include stainless steel clamp
screw where applicable.

2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

TALLON SERIES CLAMP KIT:
1 Band Mount ................................................................................. AB-3042
2 Cable Mount ................................................................................ AB-3043
3 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ........ AB-0204
4 BAND, 5/8", Stainless ............................................................... AB-0243
5 CABLE ASSEMBLY, Galv. Cable & Stainless Hdwr. ........... AB-0280

Tallon Series Clamp Kits

7/14/08

CABLE LENGTH: 62" fits 4"-8.6" dia. pole
84" fits 4"-11.6" dia. pole
96" fits 4"-14.6" dia. pole

PAINT

OPTIONS

1

2

4

3

5

BAND LENGTH: 29" fits 4"-8.6" dia. pole
42" fits 4"-12" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS
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Series Clamp Kits

7/14/08

These high tensile aluminum alloy clamp kits provide strength with
maximum adjustability and complete clamping versatility. TheTriton
clamp kits utilize three bands or cables and are designed to be used
with a 2-3/8" diameter tube. Comes complete with all necessary
attaching hardware.

Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
Stainless upgrade to include stainless steel clamp
screw where applicable.

2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

TRITON SERIES CLAMP KIT:
1 Band Mount for 2" Pipe ............................................................... AB-3039
2 Cable Mount for 2" Pipe .............................................................. AB-3040
3 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ........ AB-0303
4 BAND, 5/8", Stainless ............................................................... AB-0243
5 CABLE ASSEMBLY, Galv. Cable & Stainless Hdwr. ........... AB-0336

1

2

4

3

5

CABLE LENGTH:
45" fits 4"-12" dia. pole

PAINT

OPTIONS

BAND LENGTH:
29" fits 4"-8.6" dia. pole
42" fits 4"-12" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS
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Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
Stainless upgrade to include stainless steel clamp
screw where applicable.

2. Please specify options when ordering.

These high tensile aluminum alloy clamp kits provide strength with
maximum adjustability and complete clamping versatility.  They
feature forged galvanized clamp screws which allow easy signal
mounting on any size signal pole. Supplied complete with all
necessary attaching hardware.

ITEM DESCRIPTION PART NO.

ASTRO-BRAC CLAMP KIT:
 1 Stellar Series Band Mount ........................................................ AS-3004
2 Band Mount ............................................................................... AB-3004
3 Free-Swinging Band Mount, 3/4" Clevis ................................... AB-0106

Free-Swinging Band Mount, 1/2" Clevis ................................... AB-3031
4 1½" Threaded Band Mount ....................................................... AB-3006
5 2" Threaded Band Mount .......................................................... AB-3007

 6 Plumbizer Band Mount .............................................................. AB-3008
7 Band Mount, For Large Dia. Poles ........................................... AB-3022
8 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ...... AB-0204
9 BAND, 5/8", Stainless ............................................................. AB-0243
10 U-BOLT KIT, 5/16"-18, Stainless .......................................... AB-0256
11 SUPPORT TUBE, 2" x 6", Alum. ....................................... SE-0494

Band Mount Clamp Kits

7/14/08

BAND LENGTH: 29" fits 4"-8.6" dia. pole
36" fits 4"-10.8" dia. pole
42" fits 4"-12.7" dia. pole
48" fits 4"-14.6" dia. pole
56" fits 4"-17.2" dia. pole

STAINLESS UPGRADE
PAINT

ITEM 1-6 OPTIONS

BAND LENGTH: 84" fits 17.3"-26" dia. pole
114" max. fits 17.3"-35" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS
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Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
2. Please specify options when ordering.

These high tensile aluminum alloy clamp kits provide strength with
maximum adjustability and complete clamping versatility.  They
feature high strength galvanized aircraft cable and stainless steel
swaged fittings. Supplied complete with all necessary attaching
hardware.

ITEM DESCRIPTION PART NO.

ASTRO-BRAC CLAMP KIT:
 1 Stellar Series Cable Mount ......................................................... AS-3009
2 Cable Mount ................................................................................ AB-3009
3 Free-Swinging Cable Mount, 3/4" Clevis .................................... AB-3014
4 1½" Threaded Cable Mount ........................................................ AB-3034
5 2" Threaded Cable Mount ........................................................... AB-3035
6 CABLE ASSEMBLY, Galv. Screw & Stainless Hdwr. ........... AB-0280
7 U-BOLT KIT, 5/16"-18, Stainless ............................................ AB-0256

Cable Mount Clamp Kits

7/14/08

CABLE LENGTH: 62" fits 4"-8.6" dia. pole
84" fits 4"-11.6" dia. pole
96" fits 4"-14.6" dia. pole

PAINT

OPTIONS
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Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
2. Please specify options when ordering.

These high tensile aluminum alloy clamp kits provide strength with
maximum adjustability and complete clamping versatility.  They
feature stainless steel studs and cast back half clamps for mounting
to plumbizer tenon or small diameter structures. Supplied complete
with all necessary attaching hardware.

ITEM DESCRIPTION PART NO.

ASTRO-BRAC CLAMP KIT:
1 Tenon Mount, Fits 1.9" to 4.5" Dia. Pole ..................................... AB-3010
2 Horizontal Articulated Tenon Mount,

Fits 1.9" to 4.5" Dia. Pole ............................................................ AB-3012
3 Free-Swinging Tenon Mount, 3/4" Clevis ..................................... AB-0118
4 U-BOLT KIT, 5/16"-18, Stainless ............................................ AB-0256

Tenon Mount Clamp Kits

7/14/08

PAINT
OPTIONS
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The aluminum articulated serrated clamp kits provide strength with
3 axis of adjustability and complete clamping versatility. They feature
unobstructed center openings for internal wiring capability and come
complete with all necessary attaching hardware.

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating. Stainless upgrade to
include stainless steel clamp screw where applicable.

2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

ASTRO-BRAC CLAMP KIT:
1 Articulated Serrrated Band Mount ............................................... AB-3029
2 Articulated Serrrated Cable Mount .............................................. AB-3026
3 Articulated Serrrated Tenon Mount,

1-15/16" to 4½" O.D. Pole ........................................................... AB-3030
4 Articulated Serrrated Tenon Mount,

2-3/8" O.D. Pole .......................................................................... AB-3028
5 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ........ AB-0204
9 BAND, 5/8", Stainless ............................................................... AB-0243
7 CABLE ASSEMBLY, Galv. Cable & Stainless Hdwr. ........... AB-0280
8 U-BOLT KIT, 5/16"-18, Stainless ............................................ AB-0256

Articulated Serrated Clamp Kits

7/14/08

CABLE LENGTH: 62" fits 4"-8.6" dia. pole
84" fits 4"-11.6" dia. pole
96" fits 4"-14.6" dia. pole

PAINT

OPTIONS

PAINT
ITEM 3-4 OPTIONS

BAND LENGTH: 29" fits 4"-8.6" dia. pole
36" fits 4"-10.8" dia. pole
42" fits 4"-12.7" dia. pole
48" fits 4"-14.6" dia. pole
56" fits 4"-17.2" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS
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The aluminum articulated clamp kits provide strength with 3 axis of
adjustability and complete clamping versatility. They feature forged
galvanized clamp screws with stainless steel bands or high strength
galvanized aircraft cable. Supplied complete with all necessary
attaching hardware.

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating. Stainless upgrade to
include stainless steel clamp screw where applicable.

2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

ASTRO-BRAC CLAMP KIT:
1 Horizontal Articulated Band Mount ............................................... AB-3011
2 Horizontal Articulated Cable Mount ............................................. AB-3013
3 Horizontal Articulated Cable Mount w/ Tube Saddle .................. AB-3015
4 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ........ AB-0204
5 BAND, 5/8", Stainless ............................................................... AB-0243
6 CABLE ASSEMBLY, Galv. Cable & Stainless Hdwr. ........... AB-0280
7 U-BOLT KIT, 5/16"-18, Stainless ............................................ AB-0256
8 TUBE SADDLE, Alum. .......................................................... AB-0305

Articulated Clamp Kits

7/14/08

CABLE LENGTH: 62" fits 4"-8.6" dia. pole
84" fits 4"-11.6" dia. pole
96" fits 4"-14.6" dia. pole

PAINT

ITEM 2-3 OPTIONS

BAND LENGTH: 29" fits 4"-8.6" dia. pole
36" fits 4"-10.8" dia. pole
42" fits 4"-12.7" dia. pole
48" fits 4"-14.6" dia. pole
56" fits 4"-17.2" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS
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These tensile aluminum alloy clamp kits provide strength with
maximum adjustability and complete clamping versatility. They
feature an intergral terminal compartment for easy signal wiring and
come complete with all necessary attaching hardware.

Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
Stainless upgrade to include stainless steel clamp
screw where applicable.

2. All Mark I Terminal Compartments are supplied with a
10-circuit terminal strip.

3. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

MARK I TERMINAL COMPARTMENT CLAMP KIT:
1 Band Mount ................................................................................. AB-3016
2 Band Mount For Large Dia. Poles .............................................. AB-3023
3 Cable Mount ................................................................................ AB-3025
4 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ........ AB-0204
5 BAND, 5/8", Stainless ............................................................... AB-0243
6 CABLE ASSEMBLY, Galv. Screw & Stainless Hdwr. ........... AB-0280
7 U-BOLT KIT, 5/16"-18, Stainless ............................................ AB-0256

Mark I Terminal Compartments

7/14/08

CABLE LENGTH: 62" fits 4"-8.6" dia. pole
84" fits 4"-11.6" dia. pole
96" fits 4"-14.6" dia. pole

PAINT

OPTIONS

BAND LENGTH: 29" fits 4"-8.6" dia. pole
36" fits 4"-10.7" dia. pole
42" fits 4"-12.8" dia. pole
48" fits 4"-14.6" dia. pole
56" fits 4"-17.2" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS

BAND LENGTH: 84" fits 17.3"-26" dia. pole
114" max. fits 17.3"-35" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS
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Typical Applications

Mast Arm Mounting
Emergency Traffic Signal Sensor

Side-of-Pole Mounting
Vehicular or Pedestrian Signals
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This unique mount is a smaller version of the Astro-Brac and gives
the same kind of universal application. Ideal for side-of-pole or mast
arm mountings.

Notes:
1. All assemblies are supplied standard with stainless

fasteners and natural aluminum alodine coating.
Stainless upgrade to include stainless steel clamp
screw where applicable.

2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

ASTRO MINI-BRAC CLAMP KIT:
1 Band Mount, 1½" ........................................................................ AB-0121
2 Band Mount ................................................................................. AB-0155
3 Cable Mount, 1½" NPS ............................................................... AB-0160
4 Cable Mount, 3/4"-14 NPT .......................................................... AB-0163
5 BAND, 5/8", Stainless ............................................................... AB-0243
6 CLAMP SCREW KIT, Galv. Screw & Stainless Hdwr. ........ AB-0303
7 CABLE ASSEMBLY,

Mini-Brac, Galv. Screw & Stainless Hdwr. .................................. AB-0336

Mini-Brac Clamp Kits

7/14/08

CABLE LENGTH: 45" fits 4"-12" dia. pole
PAINT

ITEM 3-4 OPTIONS

THREADS: 1½"-11½" NPS
1½"-11½" NPT

BAND LENGTH: 29" fits 4"-8" dia. pole
42" fits 4"-12" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS

THREADS: 3/4"-14 NPT (3M Opticom)
1"-8 NC

BAND LENGTH: 29" fits 4"-8" dia. pole
42" fits 4"-12" dia. pole

STAINLESS UPGRADE
PAINT

OPTIONS
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All Pelco arms kits are durable aluminum alloy castings. Various styles
are available to fit any manufacturers signal. They allow positive positioning
of the signal head without misalignment. Supplied complete with stainless
steel hardware and wire covers.

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating.
2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

ASTRO ARM KIT:
1 1-WAY, 8½" CTC ...................................................................................... AB-4000

1-WAY, 8½" CTC, w/ Stainless Slotted Washer ......................................AB-4005
2 1-WAY, 8½" CTC, Tapped for 3/4" CGB .................................................. AB-4001

1-WAY, 8½" CTC,Tapped for 1" CGB ...................................................... AB-4006
3 1-WAY, 14" CTC, For 3M Optically Programmed Signals ....................... AB-5000
4 1-WAY, 16" CTC, For McCain or 3M Optically Programmed Signals .....AB-5006

UPPER ARM:
5 8½" CTC ................................................................................................... AB-0214
6 8½" CTC, Tapped for 3/4" CGB ...............................................................AB-0268

8½" CTC, Tapped for 1" CGB .................................................................. AB-0343
7 14" CTC, 3M Optically Programmed Signals .......................................... AB-0217
8 16" CTC, Optically Programmed Signals ................................................. AB-0329

LOWER ARM:
9 8½" CTC ................................................................................................... AB-0215
10 14" CTC, 3M Optically Programmed Signals .......................................... AB-0219
11 16" CTC, Optically Programmed Signals ................................................. AB-0330

COVER, LOWER ARM:
12 8½" CTC, ABS Plastic ...................................................................... AB-0236-M1
13 14" CTC, ABS Plastic ....................................................................... AB-0236-M3
14 16" CTC, ABS Plastic ....................................................................... AB-0236-M5

HARDWARE KIT:
15 1-Way ....................................................................................................... AB-0205

1-Way w/ Stainless Slotted Washer ......................................................... AB-0321
16 1-Way For CGB Arm ................................................................................ AB-0269
17 1-Way For 3M Arm ................................................................................... AB-0261
18 OCTAGONAL CAP, 1½" x 2-1/8" Alum ............................................ SE-0442
19 ALLTHREAD NIPPLE, 1½" x 2-1/8" Alum ............................ SE-0309-2.13

1-Way Arm Kits

7/14/08

PAINT
OPTIONS
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All Pelco arms kits are durable aluminum alloy castings. Various styles
are available to fit any manufacturers signal. They allow positive positioning
of the signal head without misalignment. Supplied complete with stainless
steel hardware and wire covers.

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating.
2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

ASTRO ARM KIT:
1 2-Way ....................................................................................................... AB-5002

2-Way, w/ Stainless Slotted Washer ........................................................ AB-5008
2 2-Way Variable ......................................................................................... AB-5003
3 5-Sec Cluster ............................................................................................ AB-5001

5-Sec Cluster, w/ Stainless Slotted Washer ............................................ AB-5005
4 5-Sec Cluster, 3M Optically Programmed Signals .................................. AB-5004

UPPER ARM:
5 2-Way ....................................................................................................... AB-0296
6 14" CTC, 3M Optically Programmed Signals .......................................... AB-0217
7 5-Sec. Cluster ........................................................................................... AB-0298
8 LOWER ARM, 2-Way ......................................................................... AB-0297
9 COVER SET, 2-Way Lower Arm, ABS Plastic ............................ AB-0236-M2
10 COVER, Upper Cluster Arm, ABS Plastic .................................... AB-0236-M4

HARDWARE KIT:
11 1-Way ....................................................................................................... AB-0205

1-Way w/ Stainless Slotted Washer ......................................................... AB-0321
12 5-Sec. Cluster ........................................................................................... AB-0270

5-Sec. Cluster w/ Stainless Slotted Washer ............................................ AB-0322
13 5-Sec. Cluster For 3M Signals ................................................................. AB-0261

2-Way & Cluster Arm Kits

7/14/08

PAINT
OPTIONS
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Supplied in lengths shown below, Pelco's vertical support tubing is made
from high strength aluminum alloy.  A unique shape and vinyl insert insures
a complete weather proof wiring installation anywhere along the entire
length of the tube.

The standard 46" tube will accommodate all signal combinations up to 3-
Section 12".  Tubes are also available in 58" and 74" lengths for 4 and 5-
Section combinations.

1 GUSSETED TUBE w/ VINYL INSERT:
1½" x Length, Threaded One End ............................................................ AB-2003

2 1½" x Length, Threaded Both Ends .......................................................... AB-2007
GUSSETED TUBE ONLY:

3 1½" x Length, No Threads ........................................................................AB-0300
4 1½" x Length, Threaded One End ............................................................ AB-0306
5 1½" x Length, Threaded Both Ends .......................................................... AB-0307
6 ALUMINUM TUBE

1½" x Length, No Threads ........................................................................SE-0484

ITEM DESCRIPTION PART NO.

Concealed Wiring Installation

Pelco's aluminum gusseted tubes allow wire
entry at any point. vinyl insert conceals wir-
ing from mast arm to signal head. Simply
run wire throught field-drilled hole in mast
arm, through Astro-Brac, and into support
tube. Hollow lower arm provides a channel
for wire to be fed into signal head.

Notes:
1. Lengths up to 120" maximum are available

upon request.
2. Please specify options when ordering.

Aluminum Tubes

7/14/08

TUBE LENGTH: 23" for up to 1-sec 12"
37" for up to 2-sec 12" & 5-sec cluster
46" for up to 3-sec 12"
58" for up to 4-sec 12"
74" for up to 5-sec 12"

PAINT

OPTIONS
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ITEM DESCRIPTION PART NO.

HARDWARE KIT:
1 1-Way Arm, ¼"-20,

Zinc 2 Slotted Washer & Stainless Fasteners ........................ AB-0205
Stainless Slotted Washer & Stainless Fasteners ................... AB-0321

2 1-Way CGB Arm, ¼"-20,
Zinc 2 Slotted Washer & Stainless Fasteners ........................ AB-0269

3 1-Way 3M Arm, ¼"-20, Stainless Fasteners .......................... AB-0261
4 5-Sec. Cluster, ¼"-20,

Zinc 2 Slotted Washer & Stainless Fasteners ........................ AB-0270
Stainless Slotted Washer & Stainless Fasteners ................... AB-0322

5 5-Sec. Cluster 3M, ¼"-20, Stainless Fasteners ..................... AB-0304
6 U-BOLT KIT, 5/16"-18, Stainless ....................................... AB-0256
7 CLAMP SCREW KIT, Astro-Brac, 7/16"-14

Galvanized Clamp Screw & Stainless Fasteners ......... AB-0204-GLV
Stainless Clamp Screw & Stainless Fasteners ...............AB-0204-SS

8 CLAMP SCREW KIT, Mini-Brac, 7/16"-14
Galvanized Clamp Screw & Stainless Fasteners ......... AB-0303-GLV
Stainless Clamp Screw & Stainless Fasteners ...............AB-0303-SS

9 TY-BACK, Cable Restraining Clamp Assy ......................... AB-0506
10 SLOTTED GASKET, Neoprene ..................................... AB-0278
11 SLOTTED WASHER:

Zinc 2 Plated ................................................................. SE-0375-ZN2
Stainless Steel .................................................................SE-0375-SS

12 LOCK WASHER, Split, ¼", Stainless ...................... FS-4208-SS
13 BOLT, Hex. Hd., ¼"-20 x 1½", Stainless ...................... FS-2015-SS
14 SET SCREW, Sq. Hd., 5/16"-18 x 5/8", Stainless ............ FS-3202
15 ADAPTER RING, 3M ...................................................... AB-0218
16 BOLT, Hex. Hd., ¼"-20 x 1", Stainless ......................... FS-2022-SS
17 U-BOLT, 5/16"-18 x 1-3/4" x 2-5/8" x 7/8", Stainless ... FS-2500-SS
19 LOCKWASHER, Split, 5/16", Stainless .................... FS-4201-SS
19 NUT, Hex., 5/16"-18, Stainless ..................................... FS-1001-SS

Notes:
1. All hardware kits are supplied standard with stainless

fasteners (size 3/8" or less).
2. Ty-Back Restraining Clamp is supplied with all Cable

Mount Clamp Kits.

Hardware Kits

7/14/08
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Notes:
1. All assemblies are supplied standard with stainless steel fasteners

and galvanized hardware on span wire clamps. Stainless upgrade
shall include stainless steel hardware on span wire clamps.

2 Please specify options when ordering.

ITEM DESCRIPTION PART NO.

SPAN WIRE HANGER ASSY:
1 Alum. .......................................................................................... SE-3019
2 Alum w/ Iron Balance Adjuster ................................................... SE-3272
3 Alum w/ PAL Balance Adjuster ................................................... SE-3274
4 1-Way, Alum w/ Signal Closure Kit ............................................ SE-3043
5 1-Way, Alum w/ Iron Balance Adjuster. ...................................... SE-3033
6 1-Way, Alum w/ PAL Balance Adjuster ....................................... SE-3276

UPPER & LOWER ARM ASSY:
7 2-Way, 16½ CTC, Alum .............................................................. SE-3038
8 3-Way, 16½" CTC, Alum ............................................................ SE-3039
9 4-Way, 16½" CTC, Alum ............................................................ SE-3040

UPPER ARM ASSY:
10 2-Way, 16½" CTC, Alum ............................................................ SE-3020
11 3-Way, 16½" CTC, Alum ............................................................ SE-3023
12 4-Way, 16½" CTC, Alum. ........................................................... SE-3025

LOWER ARM ASSY:
13 2-Way, 16½" CTC, Steel ............................................................ SE-3022
14 3-Way, 16½" CTC, Steel ............................................................ SE-3024
15 4-Way, 16½" CTC, Steel ............................................................ SE-3026
16 UPPER ASSY KIT, Alum ..................................................... SE-3042
17 LOWER ASSY KIT, 44" ...................................................... SE-3021

FREE-SWINGING SIGNAL MTGS
Aluminum Span Wire, 1½"

PAINT

ITEM 7-9 OPTIONS

PAINT

ITEM 1-6 OPTIONS

STAINLESS UPGRADE
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SPAN WIRE ASSY:
1 5-Sec Cluster, 16½" CTC, Alum. ...................................... SE-3120
2 5-Sec Cluster, 16½" CTC, Alum. ................................................ SE-3137

HORIZONTAL SPAN WIRE ASSY:
3 w/ Slip Tee & Iron Span Wire Clamp, Alum. ............................... AB-0127
4 w/ Tube Saddle & Iron Span Wire Clamp, Alum. ........................ AB-0123
5 SPAN WIRE HANGER ASSY:

Alum w/ Hex Nipple ..................................................................... SE-3066
6 Alum w/ Allthread Nipple ............................................................. SE-3019
7 UPPER ASSEMBLY KIT, Alum. ......................................... SE-3042
8 UPPER & LOWER ARM, 2-Way, 16½" CTC, Alum .......... SE-3038
9 LOWER ARM ASSY., 2-Way, 16½" CTC, Steel ................. SE-3022

10 ARM KIT, Tapped for 3/4" CGB ............................................... AB-4001
11 LOWER ASSY KIT, ¼" ......................................................... SE-3021
12 HARDWARE KIT, CGB Arm, ¼" .......................................... AB-0269

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless steel fasteners

and galvanized hardware on span wire clamps. Stainless upgrade shall
include stainless steel hardware on span wire clamps.

2. Please specify options when ordering.

FREE-SWINGING SIGNAL MTGS
Aluminum Span Wire, 1½"

7/1/03

PAINT

ITEM 1-2 OPTIONS

STAINLESS UPGRADE
SIGNAL SECTION: 2, 3, 4, or 5
STAINLESS UPGRADE
PAINT

ITEM 3-4 OPTIONS
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SPAN WIRE HANGER ASSY:
1 Iron............................................................................................. SE-3070
2 Iron w/ Balance Adjuster ........................................................... SE-3273
3 Iron w/ PAL Balance Adjuster .................................................... SE-3275
4 1-Way, Iron w/ Closure Kit ......................................................... SE-3139
5 1-Way, Iron w/ Balance Adjuster ............................................... SE-3151
6 1-Way, Iron w/ PAL Balance Adjuster ....................................... SE-3277

UPPER & LOWER ARM ASSY:
7 2-Way, 16½" CTC, Iron ............................................................. SE-3154
8 3-Way, 16½" CTC, Iron ............................................................. SE-3156
9 4-Way, 16" CTC, Iron ................................................................ SE-3158

UPPER ARM ASSY:
10 2-Way, 16½" CTC, Iron ............................................................. SE-3153
11 3-Way, 16½" CTC, Iron ............................................................. SE-3155
12 4-Way, 16½" CTC, Iron ............................................................. SE-3157

LOWER ARM ASSY:
13 2-Way, 16½" CTC, Steel ........................................................... SE-3022
14 3-Way, 16½" CTC, Steel ........................................................... SE-3024
15 4-Way, 16½" CTC, Steel ........................................................... SE-3026
16 UPPER ASSY KIT, Iron ...................................................... SE-3150

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless steel fasteners

and galvanized hardware on span wire clamps. Stainless upgrade
shall include stainless steel hardware on span wire clamps.

2. Please specify options when ordering.

FREE-SWINGING SIGNAL MTGS
Iron Span Wire, 1½"

7/1/03

PAINT

ITEM 7-9 OPTIONS
PAINT

ITEM 1-6 OPTIONS

STAINLESS UPGRADE
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ITEM DESCRIPTION PART NO.

SPAN WIRE ASSY:
1 5-Sec Cluster, 16½" CTC, Iron ................................................. SE-3160
2 5-Sec Cluster, 16½" CTC, Iron ................................................. SE-3161

LOWER ARM ASSY:
3 2-Way, 16½" CTC, Steel ........................................................... SE-3162
4 3-Way, 16½" CTC, Steel ........................................................... SE-3163
5 4-Way, 16½" CTC, Steel ........................................................... SE-3164
6 SPAN WIRE HANGER ASSY., Iron ............................... SE-3159
7 UPPER ASSEMBLY KIT, Iron .......................................... SE-3150
8 UPPER & LOWER ARM ASSY., 2-Way, Iron ............... SE-3154
9 SPAN WIRE HANGER ASSY., Iron ............................... SE-3070

10 LOWER ARM ASSY., 2-Way, Steel .................................. SE-3022
11 LOWER ASSY KIT, ¼" ....................................................... SE-3021

Notes:
1. All assemblies are supplied standard with stainless steel fasteners

and galvanized hardware on span wire clamps. Stainless upgrade
shall include stainless steel hardware on span wire clamps.

2. Please specify options when ordering.

FREE-SWINGING SIGNAL MTGS
Iron Span Wire, 1½"

11/25/03

PAINT

ITEM 3-5 OPTIONS

PAINT

ITEM 1-2 OPTIONS

STAINLESS UPGRADE
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ITEM DESCRIPTION PART NO.

TRI-STUD WIRE HANGER ASSY:
1 Alum ............................................................................................. SE-5063
2 Alum w/ Iron Balance Adjuster ..................................................... SE-5088
3 Alum w/ PAL Balance Adjuster .................................................... SE-5163
4 1-Way Alum w/ Signal Closure Kit ............................................... SE-5089
5 1-Way Alum w/ Balance Adjuster ................................................. SE-5162
6 1-Way Alum w/ PAL Balance Adjuster ......................................... SE-5164

UPPER & LOWER TRI-STUD ARM ASSY:
7 2-Way, 17" CTC, Alum. ................................................................ SE-5061
8 3-Way, 17" CTC, Alum. ................................................................ SE-5094
9 4-Way, 17" CTC, Alum. ................................................................ SE-5097

TRI-STUD UPPER ARM:
10 2-Way, 17" CTC, Alum. ................................................................ SE-5059
11 3-Way, 17" CTC,  Alum. ............................................................... SE-5092
12 4-Way, 17" CTC,  Alum. ............................................................... SE-5095

SINGLE STUD LOWER ARM:
13 2-Way, 17" CTC, Alum. ................................................................ SE-5060
14 3-Way, 17" CTC, Alum. ................................................................ SE-5093
15 4-Way, 17" CTC, Alum. ................................................................ SE-5096

HARDWARE KIT:
16 Tri-Stud w/ Gasket, 5/16" ............................................................. SE-5048
17 Single Stud, 5/16" ......................................................................... SE-5064

Notes:
1. All assemblies are supplied standard with stainless steel fasteners

and galvanized hardware on span wire clamps. Stainless upgrade
shall include stainless steel hardware on span wire clamps.

2. Please specify options when ordering.

FREE-SWINGING SIGNAL MTGS
Tri-Stud Span Wire

7/1/03

PAINT

ITEM 1-6 OPTIONS

STAINLESS UPGRADE

PAINT

ITEM 7-9 OPTIONS
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ITEM DESCRIPTION PART NO.

SPAN WIRE HANGER ASSY:
1 5-Section Cluster, 16½" CTC, Alum. ......................................... SE-5166
2 5-Section Cluster, 17" CTC, Alum. ............................................ SE-5165
3 Alum w/ Iron Span Wire Clamp & Tri-Stud Wire Outlet Body ... SE-5072
4 Alum w/ Iron Span Wire Clamp,Tri-Stud Wire Outlet Body,

& Tether ..................................................................................... SE-5024
5 W/ Alum Span Wire Clamp, Tri-Stud Wire Outlet Body,

& Tri-Stud Tether ....................................................................... SE-5073
6 TRI-STUD WIRE HANGER ASSY, Alum. .................... SE-5063

UPPER & LOWER TRI-STUD ARM ASSY:
7 2-Way 16½" CTC, Alum. ........................................................... SE-5013
8 2-Way, 17" CTC, Alum. ............................................................. SE-5061

HARDWARE KIT:
9 Signal to Signal .......................................................................... SE-3117
10 Tri-Stud w/ Gasket, 5/16" .......................................................... SE-5048
11 Single Stud, 5/16" ...................................................................... SE-5064
12 Tri-Stud w/o Gasket, 5/16" ................................................. SE-5035-SS

Notes:
1. All assemblies are supplied standard with stainless steel fasteners

and galvanized hardware on span wire clamps. Stainless upgrade
shall include stainless steel hardware on span wire clamps.

2. Specify options when ordering.

FREE-SWINGING SIGNAL MTGS
Tri-Stud Span Wire

4/12/04

PAINT

OPTIONS

STAINLESS UPGRADE
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FREE-SWINGING SIGNAL MTGS
Disconnect Hanger Assemblies
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12 CIRCUIT DISCONNECT HANGER ASSY:
1 w/ 1½" Threaded Top & Bottom Hub, 4' Harness ....... SE-3073

w/ 1½" Threaded Top & Bottom Hub, 7' Harness ....... SE-3195
2 w/ 2" Non-Threaded Top, Tri-Stud Hub & 4' Harness .. SE-5031

18 CIRCUIT DISCONNECT HANGER ASSY:
3 w/ 1½" Threaded Top & Bottom Hub, 4' Harness ....... SE-3077

w/ 1½" Threaded Top & Bottom Hub, 7' Harness ....... SE-3196
4 w/ 2" Non-Threaded Top & Tri-Stud Hub..................... SE-5032

FEMALE HARNESS:
5 12 Cir. Term. w/ 7" Leads ..................................................................SE-0620
6 18 Cir. Term. w/ 15" Leads ................................................................SE-0621
7 DISCONNECT HUB, 1½", Alum. ..............................................SE-0378
8 DISCONNECT HUB ASSY., Tri-Stud ......................................SE-5033

MALE HARNESS:
9 12 Circuit, 48" ....................................................................................SE-0624

12 Circut, 84" .....................................................................................SE-0626
10 18 Circuit, 48" ....................................................................................SE-0625

18 Circut, 84" .....................................................................................SE-0622

Note:
1. All harnesses come with 18 AWG wire pre-tinned and

numbered on 3" centers.
2. All assemblies are supplied standard with stainless

steel fasteners.
3. Please specify options when ordering.

7/1/03

ITEM DESCRIPTION PART NO.

PAINT

OPTIONS
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2" Non-Threaded

ITEM DESCRIPTION PART NO.

FREE-SWINGING SIGNAL MTGS
Hanger Assemblies

7/1/03

4

5

3

1
2

Notes:
1. All assemblies are supplied standard with stainless steel fasteners

and galvanized hardware on span wire clamps. Stainless upgrade
shall include stainless steel hardware on span wire clamps.

2. Please specify options when ordering.

1 TRI-STUD BALANCE ASSY, 3/4" Width ....................... SE-5034
2 TRI-STUD HANGER & BODY ASSY, Alum. ............... SE-5036

ADJUSTABLE TRI-STUD HANGER ASSY:
3 Alum w/ Span Wire Clamp & Tether .......................................... SE-5118
4 Alum w/ Tether ........................................................................... SE-5055
5 CABLE CLAMP KIT, 2-Cable, Alum. ................................. SE-4201
6 HARDWARE KIT, Tri-Stud w/ Gasket, 5/16" ...................... SE-5048

W/ SS BUSHING
PAINT

OPTIONSPAINT

OPTIONS

PAINT

OPTIONS

W/O SPAN WIRE CLAMP
W/ SS BUSHING
STAINLESS UPGRADE
PAINT

OPTIONS

PAINT

OPTIONS

6

6

6 6
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ITEM DESCRIPTION PART NO.

FREE-SWINGING SIGNAL MTGS
Terminal Compartment

7/1/03

1

5

2

3

4

6
7

1 SPAN WIRE TERMINAL COMPARTMENT ASSY,
18 Circuit ................................................................................... SE-3092

2 SPAN WIRE CLAMP, Iron ................................................. SE-0338
3 SPAN WIRE ADAPTER, w/ Stainless Insert ................... SE-0371
4 ADAPTER PLATE, Alum. .................................................. SE-4039

TERMINAL BLOCK:
5 6-Circuit ..................................................................................... SE-0387
6 12-Circuit ................................................................................... SE-0388
7 CLOSURE PLATE, Alum. .................................................. SE-0413

Notes:
1. All assemblies are supplied standard with stainless steel

fasteners and galvanized hardware on span wire clamps.
Stainless upgrade shall include stainless steel hardware
on span wire clamps.

2. Please specify options when ordering.

STAINLESS UPGRADE
PAINT

OPTIONS
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FREE-SWINGING SIGNAL MTGS
Tether Assemblies

2/17/09

Tether
Assembly

Bottom
of

Signal

Tether
Cable

5

31 2

76
4

Extender
Option

ITEM DESCRIPTION PART NO.

TETHER ASSEMBLY:
1 1½" Break-Away, Alum .............................................................. SE-5121
2 Single-Stud Break-Away, Alum ................................................. SE-5058
3 Tri-Stud Break-Away, Alum........................................................ SE-5050
4 Break-Away, 1½" Pipe, Steel .................................................... SE-3055
5 Non-Break-Away, Alum ............................................................. SE-3293

HARDWARE KIT:
6 Single Stud, 5/16" ...................................................................... SE-5064
7 Tri-Stud w/o Gasket, 5/16 .......................................................... SE-5035

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.

EXTENDER:
    11", 19" or 72"
PAINT

ITEM 1-3 OPTIONS

PAINT

ITEM 4-5 OPTIONS
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Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. See section T11 for additional hub choices.
3. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

UPPER & LOWER ARM ASSY:
1 1-Way w/ 10" Nipples, Alum. ...................................................... SE-3036
2 1-Way w/ 10" Nipples & Universal Hubs, Alum. ........................ SE-3215
3 1-Way w/ 10" Nipples & Large Pole Hubs, Alum. ...................... SE-3148
4 1-Way ICC Ped Hd w/ 12" Nipples, Alum. ................................. SE-3146
5 1-Way ICC Ped Hd w/ 12" Nipples & Universal Hubs, Alum. .... SE-3214
6 2-Way Tandem w/ 10" Nipples, Alum. ........................................ SE-3100
7 2-Way 16½" CTC, Alum. ............................................................ SE-3075

UPPER ARM ASSY:
8 1-Way w/ 10" Nipple, Alum. ........................................................ SE-3000
9 1-Way w/ 12" Nipple, Alum. ........................................................ SE-3144
10 2-Way Tandem w/ 10" Nipples, Alum. ........................................ SE-3098
11 2-Way W/ 10" Nipples, Alum. ..................................................... SE-3014

LOWER ARM ASSY:
12 1-Way w/ 10" Nipple, Alum. ........................................................ SE-3001
13 1-Way w/ 12" Nipple, Alum. ........................................................ SE-3145
14 2-Way Tandem w/ 10" Nipples, Alum. ........................................ SE-3099
15 2-Way 16½" CTC, Alum. ............................................................ SE-3015

RIGID SIGNAL MTGS
Aluminum Side-of-Pole, 1½"

PAINT

OPTIONS

Russ
Inserted Text
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7
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1-WAY HUB ASSY:
1 4½" O.D. Pole, Alum. .................................................... SE-3093
2 2-7/8" to 3½" O.D. Pole, Alum. ........................................ SE-3216
3 2-WAY HUB ASSY., 4½" O.D. Pole, Alum. .................... SE-3094

1-WAY TRI-STUD MOUNTING ASSY:
4 4½" O.D. Pole For 8" or 12" Signals, Alum. ................................ SE-0567
5 4½" O.D. Pole For 8" Signals, Alum. .......................................... SE-5053
6 3½" O.D. Pole For 8" Signals, Alum. .......................................... SE-5054

HARDWARE KIT:
7 Tri-Stud w/ Gasket, 5/16" ............................................................ SE-5048
8 Tri-Bolt w/ Gasket, 1/4" ............................................................... SE-0398

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with

stainless steel fasteners.
2. Please specify options when ordering.

RIGID SIGNAL MTGS
Aluminum Side-of-Pole

7/28/03

PAINT

OPTIONS
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UPPER & LOWER ARM ASSY:
1 1-Way w/ 10" Nipples, Iron ........................................................ SE-3167
2 1-Way ICC Ped Hd w/ 12" Nipples, Iron .................................... SE-3248
3 2-Way Tandem w/ 10" Nipples, Iron ........................................... SE-3173
4 2-Way, Iron ................................................................................. SE-3170

UPPER ARM ASSY:
5 1-Way w/ 10" Nipple, Iron ........................................................... SE-3165
6 1-Way w/ 12" Nipple, Iron ........................................................... SE-3246
7 2-Way Tandem w/ 10" Nipples, Iron ........................................... SE-3171
8 2-Way, Iron ................................................................................. SE-3168

LOWER ARM ASSY:
9 1-Way w/ 10" Nipple, Iron ........................................................... SE-3166
10 1-Way w/ 12" Nipple, Iron ........................................................... SE-3247
11 2-Way Tandem w/ 10" Nipples, Iron ........................................... SE-3172
12 2-Way, Iron ................................................................................. SE-3169
13 UPPER ASSY KIT, Iron ....................................................... SE-3150

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. See section T11 for available hubs.
3. Please specify options when ordering.

RIGID SIGNAL MTGS
Iron Side-of-Pole, 1½"

7/1/03

PAINT

OPTIONS
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TRI-STUD UPPER & LOWER ARM ASSY:
1 1-Way w/ 10" Nipples, Alum. ...................................................... SE-5002
2 Adjustable w/ 10" Nipple, Alum. ................................................. SE-5109
3 2-Way, Alum. ............................................................................... SE-5011

TRI-STUD UPPER ARM ASSY:
4 1-Way w/ 10" Nipple, Alum ......................................................... SE-5000
5 2-Way, Alum. .............................................................................. SE-5009

TRI-STUD LOWER ARM ASSY:
6 1-Way w/ 10" Nipple, Alum ......................................................... SE-5001
7 1-Way Adjustable, Alum. ............................................................ SE-5108
8 2-Way, Alum. .............................................................................. SE-5010

HARDWARE KIT:
9 Tri-Stud w/ Gasket, 5/16" ........................................................... SE-5048
10 Tri-Stud w/o Gasket, 5/16" ......................................................... SE-5035

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. See section T11 for available hubs.
3. Please specify options when ordering.

RIGID SIGNAL MTGS
Aluminum Side-of-Pole, Tri-Stud

7/1/03

PAINT

OPTIONS
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ITEM DESCRIPTION PART NO.

SLIP FITTER:
1 1-Way, Alum. ............................................................. SE-3106
2 1-Way Offset, Alum. .................................................... SE-3107
3 1 & 2-Way, Alum. ........................................................ SE-3002
4 3 & 4-Way, Alum. ........................................................ SE-3029
5 SLIP FITTER ASSY, 1 & 2-Way, Alum. ....................... SE-3037

POST TOP ASSY:
6 1-Way, Alum. ............................................................................. SE-3012
7 Variable 2-Way, Alum. ................................................................ SE-3116
8 2-Way, 16½" CTC, Alum. .......................................................... SE-3053
9 2-Way, 16½" CTC, Alum. .......................................................... SE-3089
10 POST TOP ASSY, 2-Way,

For ICC Ped Heads, Alum. ........................................................ SE-3257
11 SIGNAL MOUNTING KIT, Alum. ..................................... SE-3003
12 LOWER ARM ASSY, 2-Way, Alum. ................................... SE-3005

UPPER ARM ASSY:
13 2-Way, Alum. ............................................................................. SE-3010
14 2-Way, Alum. ............................................................................. SE-3004
15 HARDWARE KIT, Tri-Stud w/ Gasket, 1/4" ........................ SE-0398

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.

RIGID SIGNAL MTGS
Aluminum Post Top

8/8/05

PAINT

ITEM 1-5 OPTIONS

PAINT

OPTIONS

SIGNAL SECTION: 3, 4, or 5
PAINT

ITEM 6-9 OPTIONS
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ITEM DESCRIPTION PART NO.

SLIP FITTER:
1 1 & 2-Way Iron .......................................................................... SE-3175
2 3 & 4-Way Iron .......................................................................... SE-3176
3 SLIP FITTER ASSY, 1 & 2-Way Iron ................................. SE-3177

POST TOP ASSY:
4 2-Way, 16½" CTC, Iron ............................................................. SE-3181
5 2-Way, 16½" CTC, Iron ............................................................. SE-3183

UPPER ARM ASSY:
6 2-Way, Iron ................................................................................ SE-3179
7 2-Way, Iron ................................................................................ SE-3182
8 LOWER ARM ASSY, 2-Way, Iron ..................................... SE-3180
9 SIGNAL MOUNTING KIT, Iron ........................................ SE-3174
10 UPPER ASSY KIT, Iron ...................................................... SE-3150

Notes:
1. All assemblies are supplied standard with stainless

fasteners.
2. Please specify options when ordering.

RIGID SIGNAL MTGS
Iron Post Top

3/9/07

PAINT

ITEM 1-4 OPTIONS
SIGNAL SECTION: 3, 4, or 5
PAINT

OPTIONS
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Notes:
1. All assemblies are supplied standard with stainless

fasteners.
2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

1 ADAPTER, 1½" to Tri-Stud, Alum ........................................ SE-5099
2 SLIP FITTER, Tri-Stud for 1-Way, Alum .............................. SE-5016

POST TOP ASSY:
3 2-Way Tri-Stud, Alum ................................................................ SE-5006
4 2-Way Tri-Stud, Alum ................................................................ SE-5008

UPPER ARM ASSY:
5 2-Way Tri-Stud, Alum ................................................................ SE-5004
6 2-Way Tri-Stud, Alum ................................................................ SE-5007
7 LOWER ARM ASSY, 2-Way Tri-Stud, Alum ...................... SE-5005

HARDWARE KIT:
8 Tri-Stud w/ Gasket, 5/16" .......................................................... SE-5048
9 Tri-Stud w/o Gasket, 5/16" ........................................................ SE-0398

RIGID SIGNAL MTGS
Aluminum Post Top, Tri-Stud

7/1/03

PAINT

OPTIONS

SIGNAL SECTION: 3, 4, or 5
PAINT

OPTIONS
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Notes:
1. All assemblies are supplied standard with stainless fasteners.
2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

PLUMBIZER ASSY:
1 Straight, Alum ............................................................................. SE-0352
2 Offset, Alum ................................................................................ SE-0353
3 Offset, Alum ................................................................................ SE-4018

Offset, Brass ............................................................................... SE-4243
MAST ARM HANGER:

4 Free-Swinging, 1½", Alum .......................................................... SE-3103
5 Rigid, 1½", Alum ......................................................................... SE-0350

Rigid, 1½", Brass .................................................................... SE-0350-B
6 Rigid, 1½" w/ Upper Assy Kit, Alum ........................................... SE-3056

MAST ARM HANGER:
7 Rigid Tri-Stud, Alum ..................................................................... SE-3119
8 Free-Swinging w/ Outlet Body, Alum .......................................... SE-3201

WIRE ENTRANCE ASSY:
9 1½" w/ 3/4" Clevis-Clevis, Alum ................................................. SE-3122
10 HARDWARE KIT, Plumbizer, 5/16" ..................................... SE-3045
11 HARDWARE KIT, Tri-Stud w/ Gasket, 5/16" ....................... SE-5048
12 UPPER ASSY KIT, Alum ..................................................... SE-3042

Insulator
Bushing
Option

RIGID SIGNAL MTGS
Plumbizers

6/15/07

PAINT

ITEM 1-2 OPTIONS

PAINT

ITEM 6-9 OPTIONS

INSULATOR BUSHING
STAINLESS STEEL BUSHING
PAINT

OPTIONS

PAINT

OPTIONS

PAINT
DOUBLE SET SCREWS

OPTIONS
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ITEM DESCRIPTION PART NO.

2-WAY SADDLE BACK TERMINAL COMPARTMENT:
1 w/ Terminal Block & Mtg. Holes, Alum ...................................... SE-3080
2 w/ Terminal Block, Cable Entrance & Mtg. Holes, Alum. .......... SE-3081
3 w/ Terminal Block, Cable Guide & Mtg. Holes, Alum. ............... SE-3078

2-WAY FLAT BACK TERMINAL COMPARTMENT:
4 w/ Terminal Block, Cable Entrance & Mtg. Holes, Alum. .......... SE-3082
5 w/ Terminal Block, Cable Guide & Mtg. Holes, Alum. ............... SE-3079
6 w/ Terminal Strip, Top & Bottom Hub Only, Alum. ..................... SE-3101
7 w/ Terminal Strip, Alum. ............................................................. SE-3083
8 w/ Terminal Strip & Rear Hub, Alum. ......................................... SE-3084

VERTICAL POST TOP TERMINAL COMPARTMENT :
9 2-Way w/ Terminal Strip, Alum. ................................................. SE-3027
10 3-Way w/ Terminal Strip, Alum. ................................................. SE-3074
11 VERTICAL POST TOP ASSY,

1-Way for ICC Ped Head, Alum. ............................................... SE-3271
VERTICAL POST TOP ASSY:

12 1-Way Alum. .............................................................................. SE-3270
13 1-Way Alum. .............................................................................. SE-3013
14 2-Way 16½" Alum. ..................................................................... SE-3048
15 UPPER ARM ASSY, 2-Way, Alum. .................................... SE-3010
16 LOWER ARM ASSY, 2-Way Term. Comp, Alum. ..............SE-3011
17 HARDWARE KIT, Tri-Stud w/ Gasket, 1/4" ........................ SE-0398

Notes:
1. All assemblies are supplied standard with stainless fasteners.
2. Please specify options when ordering.

RIGID SIGNAL MTGS
Terminal Compartments

9/16/03

PAINT

ITEM 1-11 OPTIONS

SIGNAL SECTION: 3, 4, or 5
PAINT

ITEMS 12-14 OPTIONS
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ITEM DESCRIPTION PART NO.

HORIZONTAL POST TOP
TERMINAL COMPARTMENT ASSY:

1 w/ Terminal Strip, 24" CTC, Alum. ............................................. SE-3143
2 w/ Terminal Strip & Upper Assy Kits, 24" CTC,  Alum. ............. SE-3135
3 w/ Terminal Strip & Upper Arm Assy, 24" CTC, Alum.. ............. SE-3141
4 UPPER ARM ASSY, 2-Way, 24" CTC, Alum. .................... SE-3004
5 UPPER ASSEMBLY KIT, Alum. ....................................... SE-3042

Notes:
1. All assemblies are supplied standard with

stainless fasteners.
2. Please specify options when ordering.

RIGID SIGNAL MTGS
Terminal Compartments

8/8/05

REAR HUB
TERMINAL STRIPS: 1 or 2
PAINT

ITEMS 1-2 OPTIONS

TERMINAL STRIPS: 1 or 2
PAINT

OPTIONS
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3"

CTC SIGN

5 6

13

14

12

13

14

11

14

13

7

13

148

14
9

13

10

13

14

Notes:
1. All assemblies are supplied standard with stainless fasteners and

natural aluminum alodine coating. Stainless upgrade to include
stainless steel clamp screw where applicable.

2. Suggested maximum sign face of 16 sq. ft. per bracket.
3. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

ASTRO SIGN-BRAC:
1 Band Mount, Stellar Series ........................................................ AS-0105
2 Horizontal Articulated Band Mnt ................................................. AB-0135
3 Cable Mount, Stellar Series ....................................................... AS-0142
4 Horizontal Articulated Cable Mnt ................................................ AB-0136
5 Vertical Extended Band Mount ................................................... AB-0134
6 Vertical Extended Cable Mount .................................................. AB-0189

ASTRO-BRAC CLAMP KIT:
7 Band Mount, Stellar Series ........................................................ AS-3004
8 Horizontal Articulated Band Mount .............................................. AB-3011
9 Cable Mount, Stellar Series ....................................................... AS-3009
10 Horizontal Articulated Cable Mount ............................................ AB-3013
11 1½" Threaded Band Mount ........................................................ AB-3006
12 1½" Threaded Cable Mount ....................................................... AB-3034
13 U-BOLT KIT, 5/16"-18, Stainless ........................................... AB-0256
14 SIGN MOUNTING BRAC w/ Hardware ........................... AB-0283

3

4

2

1

SIGN MOUNTINGS
Formed Tube

CTC DIMENSION (see chart)
BAND LENGTH:

29", 36", 42", 48", or 56"
STAINLESS UPGRADE
PAINT

ITEM 1-2 OPTIONS

CTC DIMENSION (see chart)
BAND LENGTH:

29", 36", 42" 48", or 56"
NIPPLE LENGTH: 5", 6", or 8"
STAINLESS UPGRADE
PAINT

OPTIONS

9" 15"
12" 18"
15" 21"
18" 24"
24" 30"
30" 36"
36" 42"
42" 48"
48" 54"
60" 66"
66" 72"
72" 78"

TUBE CTC SIGN

CTC DIMENSION (see chart)
CABLE LENGTH:

62", 84", or 96"
NIPPLE LENGTH: 5", 6", or 8"
PAINT

OPTIONS

CTC DIMENSION (see chart)
CABLE LENGTH:

62", 84", or 96"
PAINT

ITEM 3-4 OPTIONS
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1 ASTRO SIGN-BRAC, Stellar Series Band Mount
for Overhead Street Name Signs ................................................ AS-0128

2 CLAMP KIT, Stellar Series Band Mount ................................. AS-3004
3 SIGN CLAMP, 4" w/  AB-5010 Hardware Kit ......................... AB-0502

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless fasteners and

natural aluminum alodine coating. Stainless upgrade to include
stainless steel clamp screws.

2. Suggested maximum sign face of 16 sq. ft. per bracket.
3. Please specify options when ordering.

Tube Length
Sign Length

A = CTC

1 2
3

3"3" BB B

3"3" BB C B B

3"3"
Tube Length
Sign Length

A = CTC

Tube Length
Sign Length

A = CTC

SIGN MOUNTINGS

05/11/05

Band Mount

1'-6" 16" 12"
2'-0" 22" 18"
2'-6" 28" 24"
3'-0" 34" 30"

SIGN TUBE CTC
LENGTH LENGTH A

SIGNS 1'-6" to 3'-0" LONG

Maximum sign height: 48"

Maximum sign height: 24"

3'-6" 40" 36" 12"
4'-0" 46" 42" 14"
4'-6" 52" 48" 16"
5'-0" 58" 54" 18"
5'6" 64" 60" 20"
6'-0" 70" 66" 22"
6'-6" 76" 72" 24"
7'-0" 82" 78" 26"
7'6" 88" 84" 28"
8'-0" 94" 90" 30"

SIGN TUBE CTC
LENGTH LENGTH A B

SIGNS 3'-6" to 8'-0" LONG

8'-6" 100" 96" 19" 20"
9'-0" 106" 102" 20" 22"
9'-6" 112" 108" 21" 24"
10'-0" 118" 114" 22" 26"

SIGN TUBE CTC
LENGTH LENGTH A B C

SIGNS 8' to 10' LONG

Maximum sign height: 16"

CTC DIMENSIONS (see charts)
BAND LENGTH:

29", 36", 42", 48", or 56"
STAINLESS UPGRADE
PAINT

OPTIONS
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05/11/05

A = CTC
Tube Length

3"

Sign Length

3"

3" B

Tube Length

3"
A = CTC

B

Sign Length

B

3"3" BB C B B

Tube Length
Sign Length

A = CTC

1 ASTRO SIGN-BRAC, Stellar Series Cable Mount
for Overhead Street Name Signs ................................................ AS-0144

2 CLAMP KIT, Stellar Series Cable Mount ................................ AS-3009
3 SIGN CLAMP, 4" Sign Clamp w/  AB-5010 Hardware Kit ..... AB-0502

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless fasteners and

natural aluminum alodine coating.
2. Suggested maximum sign face of 16 sq. ft. per bracket.
3. Please specify options when ordering.

1 2

3

SIGN MOUNTINGS
Cable Mount

CTC DIMENSION (see charts)
CABLE LENGTH:  62", 84", or 96"
PAINT

OPTIONS

1'-6" 16" 12"
2'-0" 22" 18"
2'-6" 28" 24"
3'-0" 34" 30"

SIGN TUBE CTC
LENGTH LENGTH A

SIGNS 1'-6" to 3'-0" LONG

Maximum sign height: 48"

Maximum sign height: 24"

3'-6" 40" 36" 12"
4'-0" 46" 42" 14"
4'-6" 52" 48" 16"
5'-0" 58" 54" 18"
5'6" 64" 60" 20"
6'-0" 70" 66" 22"
6'-6" 76" 72" 24"
7'-0" 82" 78" 26"
7'6" 88" 84" 28"
8'-0" 94" 90" 30"

SIGN TUBE CTC
LENGTH LENGTH A B

SIGNS 3'-6" to 8'-0" LONG

8'-6" 100" 96" 19" 20"
9'-0" 106" 102" 20" 22"
9'-6" 112" 108" 21" 24"

10'-0" 118" 114" 22" 26"

SIGN TUBE CTC
LENGTH LENGTH A B C

SIGNS 8' to 10' LONG

Maximum sign height: 16"
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05/11/05

ASTRO SIGN-BRAC, Stellar Series:
1 Rear Mount for Internally Illuminated Sign ................................. AS-0104
2 Rear Mount for Internally Illuminated Sign and Signals ............. AS-0107
3 Top/Bottom Mount for Internally Illuminated Sign ....................... AS-0129
4 CLAMP KIT, Stellar Series, Band Mount ................................ AS-3004
5 UPPER ASSEMBLY KIT, Alum .......................................... SE-3042

Notes:
1. All assemblies are supplied standard with stainless fasteners and

natural aluminum alodine coating. Stainless upgrade to include
stainless steel clamp screw where applicable.

2. Suggested maximum sign face of 16 sq. ft. per bracket.
3. Please specify options when ordering.

1

2

3

4

4

4

5

5

SIGN MOUNTINGS
Electrical Type

ITEM DESCRIPTION PART NO.

BAND LENGTH:
29", 36", 42", 48", or 56"

TUBE LENGTH:
37", 46", 58", or 74"

STAINLESS UPGRADE
PAINT

OPTIONS
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SPAN WIRE SIGN HANGER:
1 w/ Serrrated Span Wire Clamp, Alum ........................................... SE-5115
2 w/ 90° Span Wire Clamp, Adjustable, Alum .................................. SE-5111

FREE-SWINGING SIGN HANGER:
3 w/ 90° Span Wire Clamp, 16" CTC, Alum ..................................... SE-5117
4 w/ Serrated Span Wire Clamp, Adjustable, Alum ........................ SE-5169
5 w/ 90° Span Wire Clamp, 7-Hole, Alum ....................................... SE-5167
6 w/ 90° Span Wire Clamp w/ Extender, Alum ................................ SE-5168
7 SERRATED SPAN WIRE CLAMP, Alum w/ J-Bolts ....... SE-3213
8 90° SPAN WIRE CLAMP, Alum w/ J-Bolts ......................... SE-3212
9 HARDWARE KIT, Tri-Stud w/o Gasket, 5/16" ....................... SE-5035

9

1/8/04

1

2

3

7

8

8

8

8

4

6

5

7

ITEM DESCRIPTION PART NO.

SIGN MOUNTINGS
Sign Hanger Assemblies

STAINLESS UPGRADE
PAINT

ITEM 1-5 OPTIONS

Notes:
1. All assemblies are supplied standard with stainless fasteners

and galvanized hardware on span wire clamp. Stainless upgrade
shall include stainless steel hardware on span wire clamps.

2. Please specify options when ordering.

SIGN HOLE CTC (see chart)
STAINLESS UPGRADE
PAINT

OPTIONS

15" 16"
21" 22"
33" 34"

SIGN HOLE EXTENDER
CTC LENGTH
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3

1

5

7

6

11/25/03

6

7

2

4

6

7

Notes:
1. All assemblies are supplied standard with stainless

fasteners and galvanized hardware on span wire clamp.
2. Please specify options when ordering.

SPAN WIRE SIGN HANGER:
1 Adjustable, 16" CTC, Alum w/ Tether ........................................... SE-5116
2 Adjustable, 16" CTC, Alum w/ Stabilizer Bar ............................... SE-5114
3 Adjustable Double, 16" CTC, Alum w/ Stabilizer Bar ................... SE-5112

SIGN HANGER ASSEMBLY:
4 Adjustable w/ Sign Mounting Angle, Alum .................................. SE-5043
5 Adjustable w/ Sign Mounting Angle, Alum .................................. SE-5046
6 SPAN WIRE CLAMP, Iron w/ U-Bolts ................................. SE-0338
7 HARDWARE KIT, Tri-Stud w/o Gasket, 5/16" ...................... SE-5035

Tether Option

SIGN MOUNTINGS
Sign Hanger Assemblies

ITEM DESCRIPTION PART NO.

STAINLESS BUSHING
PAINT

ITEM 1-3 OPTIONS

CENTER TO CENTER:
   13", 19", 25", 31", or 37"
PAINT

OPTIONS

SIGN HOLE CTC (see chart)
TETHER
PAINT

OPTIONS

13" 15"
19" 21"
25" 27"
31" 33"
37" 39"

SIGN HOLE ANGLE
CTC LENGTH
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5

8

1

5/2/08

9

7
3

6

8

2

4

OPTIONS

BAND LENGTH:
45" fits 4"-12" Dia. Pole
84" fits 4"-22" Dia. Pole

STAINLESS UPGRADE
PAINT

1 MAST ARM SIGN BRACKET
Free-Swinging w/ Band Mnt Mini-Brac ........................................ SE-5015

2 MAST ARM SIGN BRACKET
Free-Swinging w/ Cable Mnt Mini-Brac ....................................... SE-5146

3 SPAN WIRE SIGN HANGER ASSY.,
Free-Swinging w/ Tether and Sign Clamps ................................. SE-5098

4 EXTENDER ASSY.,
w/ 11" Extenders & Hardware ..................................................... SE-5069

5 Astro Mini-Brac, Band Mount ................................................ AB-0121
6 Astro Mini-Brac, Cable Mount ............................................... AB-0160
7 SPAN WIRE CLAMP, Iron w/ U-Bolts ................................. SE-0338
8 HARDWARE KIT, Tri-Stud w/ Gasket, 5/16"-18 .................. SE-5048
9 SIGN CLAMP, 4" w/ AB-5010 Hdwr Kit ................................. AB-0502

Notes:
1. All assemblies are supplied standard with stainless fasteners and

galvanized hardware on span wire clamp. Stainless upgrade shall
include stainless steel hardware on span wire clamps or stainless
steel clamp screw on mini-brac.

2. Please specify options when ordering.

SIGN MOUNTINGS
Sign Hanger Assemblies

ITEM DESCRIPTION PART NO.

BAND LENGTH:
29", 36", 42", 48", or 56"

STAINLESS UPGRADE
PAINT

OPTIONS

TUBE LENGTH: 46", 58", or 74"
STAINLESS UPGRADE
PAINT

OPTIONS
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1 INCANDESCENT DOWN LIGHT,
12" x 6-3/4" x 5" w/ Diffuser ......................................................... SM-1052

2 FLUORESCENT DOWN LIGHT:
Alum, 48" x 4" x 5" .......................................................................SM-1066

3 HANGER STRAP ASSEMBLY,
Fluorescent Down Light, ½" Pipe Mount ....................................SM-1022

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless fasteners.
2. Required but not provided:

For item 1 - (2) incandescent lamps, 67 watt 8000 hr
For item 2 - (1) fluorescent tube, F36T12/CW
For item 3 - (1) fluorescent tube, F48T12/CW

3. Please specify options when ordering.

Top
Mounted

Rear
Mounted

Rear
Mounted

1

6/15/07

2

3

SIGN MOUNTINGS
Down Light Assemblies

W/O DIFFUSER
PAINT

OPTIONS

LENGTH: 30" or 36"
PAINT

OPTIONS

PAINT

OPTIONS
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1

3

4

5/2/08

2
5

3

CONFIRMATION LIGHT ASSY:
1 w/ Band Mounted Astro Mini-Brac & Globe ................................ SM-0286
2 w/ Cable Mounted Astro Mini-Brac & Globe ...............................SM-0321
3 w/ Globe ......................................................................................SM-0284
4 ASTRO MINI-BRAC, Band Mount, 1½" NPS ..................... AB-0121
5 ASTRO MINI-BRAC, Cable Mount, 1½" NPS .................... AB-0160

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless fasteners

and natural aluminum alodine coating. Stainless upgrade to
include stainless steel clamp screw.

2. Please specify options when ordering.

3

Plumbizer MountSide-of-Pole Mount
Banded Narrow Hub

Mast Arm Mount
Astro-Mini-Brac

Typical Applications:

SIGN MOUNTINGS
Confirmation Lights

GLOBE COLOR:
Clear, Blue, Red or None

BAND LENGTH: 29" or 42"
STAINLESS UPGRADE
PAINT

OPTIONS

GLOBE COLOR:
Clear, Blue, Red or None

PAINT

OPTIONS

GLOBE COLOR:
Clear, Blue, Red or None

CABLE LENGTH: 45", 62", or 84"
STAINLESS UPGRADE
PAINT

OPTIONS
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3/13/09

PAINT
ITEM 13-14 OPTIONS

Notes:
1. All assemblies are supplied standard with stainless steel fasteners.

Stainless steel upgrade shall include  stainless clamp screw kit
where applicable.

2. 1-piece bracket for mounting Iteris, Odetics, or Econolite Solo
Pro type cameras. 2-piece bracket for mounting Burle type
cameras.

3. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

VIDEO DETECTION CAMERA BRACKET
Extended Tilt & Pan, Stellar Series:

1 Cable Mount, 1-Piece ................................................................. AS-0175
2 Cable Mount, 2-Piece ................................................................. AS-0169
3 Cable Mount w/ Service Wire Outlet, 1-Piece ........................... AS-0166
4 Cable Mount w/ Service Wire Outlet, 2-Piece ........................... AS-0164
5 Band Mount, 1-Piece .................................................................. AS-0170
6 Band Mount, 2-Piece .................................................................. AS-0172
7 Band Mount w/ Service Wire Outlet, 1-Piece ............................ AS-0177
8 Band Mount w/ Service Wire Outlet, 2-Piece ............................ AS-0173

ASTRO-BRAC CLAMP KIT, Stellar Series:
9 Cable Mount ............................................................................... AS-3009
10 Band Mount ................................................................................ AS-3004

CAMERA MOUNTING BRACKET:
11 1-Piece, Alum. ............................................................................ SH-0514
12 2-Piece, Alum. ............................................................................ SH-0515
13 1-Piece, Iteris Versicam, Alum. .................................................. SH-0537
14 Adjustable, 2.88" to 4.38", Alum. ............................................... SH-0538

CAMERA MOUNTINGS

TUBE LENGTH:
23", 37", 46", or 74"

CABLE LENGTH:
62", 84", or 96"

PAINT

ITEM 1-4 OPTIONS

TUBE LENGTH:
23", 37", 46", or 74"

BAND LENGTH:
29", 36", 42", 48", or 56"

STAINLESS UPGRADE
PAINT

ITEM 5-8 OPTIONS

1

3 4

7 865

10

9

11 12

2

11 12

1413
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Notes:
1. All assemblies are supplied standard with stainless steel

fasteners. Stainless steel upgrade shall include  stainless
clamp screw kit where applicable.

2. 1-piece bracket for mounting Iteris, Odetics, or Econolite
Solo Pro type cameras. 2-piece bracket for mounting Burle
type cameras.

3. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

VIDEO DETECTION CAMERA BRACKET
Extended Tilt & Pan, Triton Series:

1 Cable Mount, 1-Piece ................................................................. AB-0601
2 Cable Mount, 2-Piece .................................................................. AB-0611
3 Cable Mount w/ Service Wire Outlet, 1-Piece ........................... AB-0613
4 Cable Mount w/ Service Wire Outlet, 2-Piece ........................... AB-0615
5 Band Mount, 1-Piece .................................................................. AB-0600
6 Band Mount, 2-Piece .................................................................. AB-0610
7 Band Mount w/ Service Wire Outlet, 1-Piece ............................ AB-0612
8 Band Mount w/ Service Wire Outlet, 2-Piece ............................ AB-0614

ASTRO-BRAC CLAMP KIT, Triton Series:
9 Cable Mount ............................................................................... AB-3040
10 Band Mount ................................................................................ AB-3039

CAMERA MOUNTING BRACKET:
11 1-Piece, Alum. ............................................................................ SH-0514
12 2-Piece, Alum. ............................................................................ SH-0515

CAMERA MOUNTINGS

6/23/08

With three bands or cables and a 2-3/8" od tube the Triton Camera
Bracket is an ideal solution for heavier items and higher mountings.
A member of the Astro-Brac family, the bracket rotates 360°, has
greater strength, and can reach up to a 15' height.

TUBE LENGTH:
10'-15'

CABLE LENGTH:
45" fits 4" -12" Pole Dia.

PAINT

ITEM 1-4 OPTIONS

TUBE LENGTH:
10'-15'

BAND LENGTH:
29" fits 4"-8" Pole Dia.
42" fits 4" -12" Pole Dia.

STAINLESS UPGRADE
PAINT

ITEM 5-8 OPTIONS

1

3 4

7 865

9

11 12

10

11 12

2
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12/17/08

Notes:
1. All assemblies are supplied standard with stainless steel fasteners.

Stainless steel upgrade shall include  stainless hardware on span
wire clamp where applicable.

2. 1-piece bracket for mounting Iteris, Odetics, or Econolite Solo
Pro type cameras. 2-piece bracket for mounting Burle type
cameras.

3. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

VIDEO DETECTION CAMERA BRACKET:
1 Tilt & Pan, Mast Arm Mount, 1-Piece ......................................... SH-0510
2 Tilt & Pan, Mast Arm Mount, 2-Piece ......................................... SH-0501
3 Extended Tilt & Pan, Mast Arm Mount, 1-Piece ........................ SH-0509
4 Extended Tilt & Pan, Mast Arm Mount, 2-Piece ........................ SH-0504
5 Extended Tilt & Pan, Vertical Mount, 1-Piece ............................ SH-0527
6 Extended Tilt & Pan, Vertical Mount, 2-Piece ............................ SH-0503
7 Tilt & Pan, Post Top Mount, 1-Piece .......................................... SH-0520
8 Tilt & Pan, Post Top Mount, 2-Piece .......................................... SH-0519
9 Tilt & Pan, Span Wire Mount, 1-Piece ....................................... SH-0526
10 Tilt & Pan, Span Wire Mount, 2-Piece ....................................... SH-0532

CAMERA MOUNTING BRACKET:
11 1-Piece, Alum. ............................................................................ SH-0514
12 2-Piece, Alum. ............................................................................ SH-0515
13 TETHER ASSY, Break-A-Way for 1½" Pipe, Steel .............. SE-3055
14 SPAN WIRE CLAMP, Alum w/ U-Bolts .............................. SE-0321

CAMERA MOUNTINGS
Mast Arm, SOP, Post Top, Span Wire

PAINT
ITEM 1-2 OPTIONS

NIPPLE LENGTH:
6", 10", 11", or 12"

PAINT

ITEM 3-4 OPTIONS

NIPPLE LENGTH:
11", 12", or 24"

PAINT

ITEM 5-6 OPTIONS

PAINT
ITEM 7-8 OPTIONS

GUSSET TUBE LENGTH:
23", 37", 46", 58", or 74"

STAINLESS UPGRADE
PAINT

ITEM 9-10 OPTIONS

3

5
9

11

14

13

21

4

6

7 8

12

10
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6/24/08

(00) (06) (07) (08)

(011) (021) (031) (041)
(012) (022) (032) (042)

1

2 43

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

RECTANGULAR PUSH BUTTON COVER ASSY:
1 w/ Long Life Switch .................................................................... SE-2015
2 w/ Snap Action Switch ................................................................ SE-2053
3 w/ Heavy Tension Switch w/ Boot. ............................................. SE-2052
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............ SE-2101

PEDESTRIAN PUSH BUTTONS
Rectangular Covers

PAINT

ITEMS 2-4 OPTIONS

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT
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6/24/08

(011) (021) (031) (041)
(012) (022) (032) (042)

(00) (06) (07) (08)

1

2 3 4

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

ROUND PUSH BUTTON COVER ASSY:
1 w/ Long Life Switch .................................................................... SE-2009
2 w/ Snap Action Switch ................................................................ SE-2047
3 w/ Heavy Tension Switch w/ Boot. ............................................. SE-2050
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............ SE-2098

PEDESTRIAN PUSH BUTTONS
Round Covers

PAINT

ITEMS 2-4 OPTIONS

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT
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Flat Back
Option

(00) (06) (07) (08))

(011) (021) (031) (041)
(012) (022) (032) (042)

1

2 3 4

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

RECTANGULAR PUSH BUTTON ASSY:
1 w/ Long Life Switch .................................................................... SE-2000
2 w/ Snap Action Switch ................................................................ SE-2057
3 w/ Heavy Tension Switch w/ Boot. ............................................. SE-2056
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............ SE-2102

PEDESTRIAN PUSH BUTTONS
Rectangular

PAINT

ITEM 2-4 OPTIONS

MOUNTING TYPE:
Round Pole Back
Flat Back

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

MOUNTING TYPE: Round Pole or Flat Back
PAINT
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2 3 4

1

(011) (021) (031) (041)
(012) (022) (032) (042)

(00) (06) (07) (08)

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

ROUND PUSH BUTTON ASSY:
1 w/ Long Life Switch .................................................................... SE-2005
2 w/ Snap Action Switch ................................................................ SE-2035
3 w/ Heavy Tension Switch w/ Boot .............................................. SE-2043
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger ............. SE-2100

PEDESTRIAN PUSH BUTTONS
Round

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

MOUNTING TYPE: Round Pole or Flat Back
PAINT

Flat Back Option
SE-0279 Adapter

PAINT

ITEM 2-4 OPTIONS

MOUNTING TYPE:
Round Pole Back
Flat Back
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1

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

1 RHINO PUSH BUTTON ASSY:
Stainless Steel w/ Panel Mount Switch ...................................... SE-2121

Rhino tough and built to last, this button with all stainless steel
construction is virtually weather-proof and vandal-resistant. The
quick-connect terminal block and twist lock cover design allows
quick and easy installation.

6/24/08

PEDESTRIAN PUSH BUTTONS
Rhino
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Double Arrow
Option

SE-0287 Flat Back
Option

SE-0270

1

ITEM DESCRIPTION PART NO.

1 ADA-1 PUSH BUTTON ASSY:
w/ 2" Mushroom Plunger, Panel Mount Switch & LED .............. SE-2039

2 ADA-1 Cover Assy
w/ 2" Mushroom Plunger, Panel Mount Switch & LED .............. SE-2048

Features:
. ADA (Americans with Disabilities Act ) Acceptable
· Available for round pole or flat back mountings
· Stainless steel vandal-proof screws
· Adjustable single or double arrow
· LED indicator

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

6/24/08

PEDESTRIAN PUSH BUTTONS
ADA with LED

ARROW:
Single
Double

MOUNTING TYPE:
Round Pole Back
Flat Back

PAINT

OPTIONS
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(00) (06) (07) (08)

(011) (021) (031) (041)
(012) (022) (032) (042)

Cable
Guide

Side View

1

432

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. For pedestrian signs refer to page 15 of this catalog

section.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY, 5" x 7" Adjustable:
1 w/ Long Life Switch ..................................................................... SE-2011

w/ Long Life Switch & Cable Guide ........................................... SE-2023
2 w/ Snap Action Switch ................................................................ SE-2072

w/ Snap Action Switch & Cable Guide ....................................... SE-2075
3 w/ Heavy Tension Switch w/ Boot .............................................. SE-2071

w/ Heavy Tension Switch w/ Boot & Cable Guide ..................... SE-2074
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............. SE-2115

w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger
& Cable Guide ............................................................................. SE-2116

PEDESTRIAN PUSH BUTTONS
5" x 7" Stations

PAINT

ITEMS 2-5 OPTIONS

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT
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Cable
Guide

Side View

(00) (06) (07) (08)

(011) (021) (031) (041)
(012) (022) (032) (042)

1

2 3 4

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT

5

Notes:
1. All assemblies are supplied standard with stainless steel

fasteners.
2. For pedestrian signs refer to page 15 of this catalog section.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle with Pelco

Isolator/LED Latch Assembly (see bulletin this section).

ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY, 9" x 12" Adjustable:
1 w/ Long Life Switch .................................................................... SE-2013

w/ Long Life Switch & Cable Guide ........................................... SE-2019
2 w/ Snap Action Switch ................................................................ SE-2066

w/ Snap Action Switch & Cable Guide ....................................... SE-2069
3 w/ Heavy Tension Switch w/ Boot .............................................. SE-2065

w/ Heavy Tension Switch w/ Boot & Cable Guide ..................... SE-2068
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............. SE-2113

w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger
& Cable Guide ............................................................................. SE-2114

5 ADAPTER, Double Push Button Station, 4½" OD Pole ........ SE-6042

PEDESTRIAN PUSH BUTTONS
9" x 12" Stations

PAINT

ITEMS 2-4 OPTIONS

CABLE MOUNT

ITEM 5 OPTIONS

PAINT

Cable Mount Option
(SE-2505 Kit)
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(00) (06) (07) (08)

(011) (021) (031) (041)
(012) (022) (032) (042)

4

1

2 3

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. For pedestrian signs refer to page 15 of this catalog

section.
3. Please specify options when ordering.
4. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY,
5" x 7-3/4" Blank Face:

1 w/ Long Life Switch .................................................................... SE-2037
2 w/ Snap Action Switch ................................................................ SE-2078
3 w/ Heavy Tension Switch w/ Boot .............................................. SE-2077
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............ SE-2109

6/24/08

PEDESTRIAN PUSH BUTTONS
5" x 7-3/4" Blank Face Stations

PAINT

ITEMS 2-4 OPTIONS

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT
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(00) (06) (07) (08)

(011) (021) (031) (041)
(012) (022) (032) (042)

4

1

2 3

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. For pedestrian signs refer to page 15 of this catalog

section.
3. Please specify options when ordering.
4. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY,
5" x 7-3/4" Blank Face:

1 w/ Long Life Switch .................................................................... SE-2037
2 w/ Snap Action Switch ................................................................ SE-2078
3 w/ Heavy Tension Switch w/ Boot .............................................. SE-2077
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............ SE-2109

6/24/08

PEDESTRIAN PUSH BUTTONS
5" x 7-3/4" Blank Face Stations

PAINT

ITEMS 2-4 OPTIONS

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT
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PUSH
BUTTON

WAIT
FOR

WALK
SIGNAL

1

2 3 4

ITEM 1 OPTIONS

w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT

Legend:
1030, 1031, 1032, or 1039

ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY,
5" x 7-3/4" Cast Legend:

1 w/ Long Life Switch .................................................................... SE-2038
2 w/ Snap Action Switch ................................................................ SE-2081
3 w/ Heavy Tension Switch w/ Boot .............................................. SE-2080
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............. SE-2110

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

(00) (06) (07) (08)

(011) (021) (031) (041)
(012) (022) (032) (042)

Left Man
Left Arrow

(1030)

Right Man
Right Arrow

(1031)

Right Man
Double Arrow

(1032)

Instruction
(1039)

6/24/08

PEDESTRIAN PUSH BUTTONS
5" x 7-3/4" Cast Legend Stations

Legend:
1030, 1031, 1032, or 1039

PAINT

ITEMS 2-4 OPTIONS
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432

1 ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY,
9" x 12" Blank Face:

1 w/ Long Life Switch .................................................................... SE-2088
2 w/ Snap Action Switch ................................................................ SE-2094
3 w/ Heavy Tension Switch w/ Boot. ............................................. SE-2092
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............. SE-2111

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. For pedestrian signs refer to page 15 of this catalog

section.
3. Please specify options when ordering.
4. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

(00) (06) (07) (08)

(011) (021) (031) (041)
(012) (022) (032) (042)

6/24/08

PEDESTRIAN PUSH BUTTONS
9" x 12" Blank Face Stations

PAINT

ITEM 2-4 OPTIONS

ITEM 1 OPTIONS
w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT
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PUSH
BUTTON

WAIT
FOR

WALK
SIGNAL

1

2 3 4

ITEM 1 OPTIONS

w/o Led w/ Led w/
Led Circuit Module Terminal Strip

Wire Leads (00) (011) (012)
Freezeproof Boot (06) (021) (022)

Freezeproof Diaphragm (07) (031) (032)
2" Mushroom Plunger (08) (041) (042)

PAINT

Legend:
1030, 1031, 1032, or 1039

ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY,
9" x 12" Cast Legend:

1 w/ Long Life Switch .................................................................... SE-2089
2 w/ Snap Action Switch ................................................................ SE-2095
3 w/ Heavy Tension Switch w/ Boot .............................................. SE-2093
4 w/ Mechanical Switch w/ Ball & 2" Mushroom Plunger. ............. SE-2112

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners.
2. Please specify options when ordering.
3. LED can be latched on during the "Don't Walk" cycle

with Pelco Isolator/LED Latch Assembly (see bulletin
this section).

(011) (021) (031) (041)
(012) (022) (032) (042)

(00) (06) (07) (08)

Left Man
Left Arrow

(1030)

Right Man
Right Arrow

(1031)

Right Man
Double Arrow

(1032)

Instruction
(1039)

6/24/08

PEDESTRIAN PUSH BUTTONS
9" x 12" Cast Legend Stations

Legend:
1030, 1031, 1032, or 1039

PAINT

ITEMS 2-4 OPTIONS
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Left Man
Left Arrow

(1030)

Right Man
Right Arrow

(1031)

Right Man
Double Arrow

(1032)

Instruction
(1039)

Instruction
(1004)

PUSH
BUTTON

FOR
WALK

SIGNAL

PUSH
BUTTON

WAIT
FOR

WALK
SIGNAL

1

2 3

4
5

6

Notes:
1. All assemblies are supplied standard with stainless fasteners.
2. For pedestrian signs refer to page 15 of this catalog section.
3. Please specify options when ordering.
4. LED can be latched on during the "Don't Walk" cycle with Pelco

Isolator/LED Latch Assembly (see bulletin this section).

ITEM DESCRIPTION PART NO.

PUSH BUTTON STATION ASSY,
Cast Legend:

1 9" x 12' w/ Heavy Tension Switch w/ Boot ................................ SE-2046
2 5" x 7-3/4" w/ Heavy Tension Switch w/ Boot ........................... SE-2087
3 5" x 7-3/4" w/ Mechanical Switch w/ Ball

& 2" Mushroom Plunger ............................................................ SE-2091
Blank Face:

4 9" x 12' w/ Heavy Tension Switch w/ Boot ................................ SE-2082
5 5" x 7-3/4" w/ Heavy Tension Switch w/ Boot ........................... SE-2086
6 5" x 7-3/4" w/ Mechanical Switch w/ Ball

& 2" Mushroom Plunger ............................................................ SE-2105

PEDESTRIAN PUSH BUTTONS
Blank & Cast Legend Stations

6/24/08

Legend:
1030, 1031, 1032,1004 or 1039

PAINT

OPTIONS

Legend:
1030, 1031, 1032, or 1004

CONDUIT ENTRANCE
PAINT

ITEM 3 OPTIONS

PAINT

ITEMS 4-5 OPTIONS CONDUIT ENTRANCE
PAINT

ITEM 6 OPTIONS

Legend:
1030, 1031, 1032, or 1004

PAINT

ITEM 2 OPTIONS
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1

Notes:
1. Refer to previous pages of this catalog section for LED Push Buttons or Stations.
2. Each channel of the 4 channel Isolator/Latch Module can operate up to 4 Push

Buttons for a total of 16 Push Buttons per Isolator/Latch Module.
3. Each Push Button requires a Switch Circuit Module to operate the 3-volt LED.

ITEM DESCRIPTION PART NO.
1 PEDESTRIAN PUSH BUTTON

ISOLATOR/LED LATCH ASSY
(Includes 1 Latch Module & 4 Unlatch Circuit Modules) ........... SE-1013

2 LATCH MODULE, Ped Isolator/LED.......................SE-6006
3 HARNESS, 12-Circuit ............................................. SE-0152
4 UNLATCH CIRCUIT MODULE,

w/ 9" Wire Leads & Spade Terminals ......................SE-0150

3

2

DONT
WALK

WALKWALK
SIGNAL

PED
PUSH

BUTTON

POLE BASE

CONTROL
CABINET

Walk (120 VAC)

AC Neutral

Pushbutton/LED Out
AC Neutral

Push Button
w/ LED &

Switch
Circuit
Module

(4 max. per
channel)

Timer/Controller

To Walk Load Switch

To Cabinet Equipment
Signal Cable in Conduit or

Overhead (existing)

4

Unlatch Circuit Module
(1 per channel)

To Other
Ped Push Buttons/ LEDs

4 Channel Ped
Isolator/LED
Latch Circuit
Board (1 per
intersection)

4 Channel
Isolator/LED
Latch Module

SE-0151
Switch Circuit Module

(in Push Button w/ Switch)

Typical Intersection:

Controller
Cabinet

Push Button
Locations (8)

Requirements:
1 Ped Isolator/LED Latch Module, SE-1016
4 Unlatch Modules, SE-0150
8 Push Buttons w/ LED & Switch Module

Typical Electrical Wiring:

For latching Push Button LED until walk signal illuminates.

PEDESTRIAN PUSH BUTTONS
Isolator/LED Latch Assembly

6/24/08



Page T6-15
320 W. 18th St., Edmond OK 73013  • 405-340-3434 • FAX: 405-340-3435 • E-mail: pelco@pelcoinc.com • www.pelcoinc.com

SE-6016
Long Life Switch
w/ 4" Wire Leads
(for 1-1/8" Dome Plunger)

SE-6050
Long Life Switch
w/ Circuit Module
& LED Sub-Assembly

SE-6059
Long Life Switch
w/ Circuit Module & LED
(for 2" Mushroom Plunger)

SE-2033
Snap Action Switch
w/ 4" Wire Leads & Terminals

SE-0265
Heavy Tension Switch
w/ Rubber Boot

SE-6047
Mechanical Switch
w/ Ball Plunger

SE-6058
Super Bright LED Lens Assy.
3 Volt w/ 6" Wire Leads
& Spade Terminals

SE-6018
Super Bright LED Lens Assy.
3 Volt w/ 6" Wire Leads

SE-6020
Super Bright LED Indicator Assy.
3 Volt w/ 6" Wire Leads
& Panel Mount Holder

SE-0244
Freezeproof Boot

SE-0212
Freezeproof Diaphram

PEDESTRIAN PUSH BUTTONS
Switches & LEDs

6/24/08

SWITCHES:

SE-0211
Long Life Switch
w/ 4" Wire Leads

For 2" Mushroom Plunger in
Round Push Button
Wire Nuts

OPTIONS

SE-6056
Long Life Switch
w/ 4" Wire Leads
& Terminal Strip

SE-6057
Long Life Switch
w/ 4" Wire Leads
& Terminal Strip
(for 2" Mushroom Plunger)

ACCESSORIES:



Page T6-16
320 W. 18th St., Edmond OK 73013  • 405-340-3434 • FAX: 405-340-3435 • E-mail: pelco@pelcoinc.com • www.pelcoinc.com

Notes:
1. Standard signs .063" thick aluminum are shown, please call for special signs.
2. Customized braille sign legends available with size and number of character limitations.
3. Please specify options when ordering.

SF-1009 SF-1010 SF-1013 SF-1014 SF-1015 SF-1017 SF-1018 SF-1019

06,08,09 06,08,09 03,05,06,
08,09

(R10-4BL)

03,05,06,
08,09

(R10-4BR)

03,05,06,
08,09

03,05,06,
08,09

03,05,06,
08,09

03,05,06,
08,09

TO CROSS

PUSH BUTTON

TO CROSS

PUSH BUTTON

TO CROSS

PUSH BUTTON

PEDESTRIAN PUSH BUTTONS
Pedestrian Signs

6/24/08

SF-1001 SF-1002 SF-1003 SF-1004 SF-1005 SF-1006 SF-1007 SF-1008

03,04,05
06,08,09

03,04,05
06,08,09

06,08,09 01,02,03,
05,06,08,09

(R10-4)

01,02,03,
05,06,08,09

01,02,03,
05,06,08,09

(R10-4A)

01,02,03,
05,06,08,09

06,08,09

TO CROSS

PUSH BUTTON

TO CROSS

PUSH BUTTON

SF-1060 SF-1061 SF-8004 SE-6039

06,08,09 06,08,09

PUSH
BUTTON

FOR
WALK

SIGNAL

Braille Sign
5" x 7-3/4", 4-hole

Cast Aluminum Sign
5" x 7-3/4", 4-hole

SIZE:
5" x 7", 5" x 7-3/4", or 9" x 12"

5/16" MOUNTING HOLES

OPTIONS

See options available below each sign.

LEGEND:
Left Man/Left Arrow (1030)
Right Man/Right Arrow (1031)
Right Man/Double Arrow (1032)

PAINT

OPTIONS

3/4"r 3/4"r
5½"

5" x 7"
(01)

5" x 7"
(02)

3/4"r 3/4"r 3/4"r
6-3/4"6¼"

5" x 7-3/4"
(03)

5" x 7-3/4"
(04)

5" x 7-3/4"
(05)

1½"r 1½"r 1½"r 1½"r

10"6" 10"

9" x 12"
(06)

9" x 12"
(07)

9" x 12"
(08)

9" x 12"
(09)

7"

4"

SF-1020 SF-1024 SF-1026 SF-1027 SF-1030 SF-1031 SF-1032 SF-1039

01,02,
06,08,09
(R10-3)

01,02,
06,08,09
(R10-3A)

01,02,
06,08,09

03,04,05,06,
08,09

03,04,05,06,
08,09

03,05,06,
08,09

TO CROSS

PUSH BUTTON

03,04,05,06,
08,09

01,02,03,
05,06,08,09

(R10-4)
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7/1/03

1

2

3

4

5

3

3

Notes:
1. All assemblies are supplied standard

with stainless steel fasteners.
2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

FLASHER CONTROLLER ASSY:
1 w/ 5-Pin Flasher ......................................................................... SE-1000
2 w/ Nema Flasher ........................................................................ SE-1004
3 FLASHER CABINET ASSY, w/ Police Type I Lock ......... SE-1002

BACK PANEL ASSY:
4 w/ 5-Pin Flasher, Time Clock, Lightning Arrestor,

Circuit Breaker, & Toggle Switch ................................................ SE-1007
5 w/ Nema Flasher, Time Clock,Lightning Arrestor,

Circuit Breaker, & Toggle Switch ................................................ SE-1006

Top/Bottom Mount
Option

Top/Bottom Mount
Option

No Mount
Option

CABINETS & ACCESSORIES
Flasher Controllers

TOP/BOTTOM MOUNT
PAINT

ITEM 1-2 OPTIONS

TOP/BOTTOM MOUNT
NO MOUNT
PAINT

OPTIONS
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1

2

3 4 5

Notes:
1. All assemblies are supplied standard with

stainless steel fasteners.
2. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

MOUNTING KIT:
1 4" (4½" OD) Post ......................................................................... SE-1100
2 3" (3½" OD) Post ......................................................................... SE-1101
3 Wood Pole w/ 1" Double Hub & Closure Plate ........................... SE-1102
4 Wood Pole w/ 1½" Single Hub & Closure Plate ......................... SE-1103
5 w/ Sweep Elbows ........................................................................ SE-1104

CABINETS & ACCESSORIES
Mounting Assemblies

7/1/03
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1

2 3

ITEM DESCRIPTION PART NO.

1 CABINET LOCK, Type II .................................... SM-1026
2 KEY, Type II Cabinet Lock ..................................................SM-0198-2
3 BLANK KEY, Type II Cabinet Lock ................................. SM-0198-B

Notes:

1. Unless otherwise specified, all locks will be provided to fit a Type II
Key. All locks can be provided with other key configurations upon
request at an additional charge.

2. Please specify one of the following options when ordering.

Left Hand Application
Hinges on left, Lock on right
(mount Lock as shown)

Right Hand Application
Hinges on right, Lock on left
(mount Lock as shown)

Square Latch w/ 2 Keys

Tapered  Latch w/ 2 Keys

CABINETS & ACCESSORIES
Type II Tumbler Lock

SQUARE LATCH:
LOCK ONLY
LOCK w/ 1 KEY
LOCK w/ 2 KEYS

TAPERED LATCH:
LOCK ONLY
LOCK w/ 1 KEY
LOCK w/ 2 KEYS

ITEM 1 OPTIONS
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Notes:

1. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

CABINET LOCK:
1 Police Type I ......................................................................................SM-1012
2 Police Type IB ........................................................................... SM-1021
3 SHORT KEY, Type I Cabinet Lock, 1-3/4" ........................... SM-0109
4 LONG KEY, Type I Cabinet Lock, 2-5/8" .............................. SM-0200
5 SHORT KEY, Type IB Cabinet Lock, 1-3/4" ........................ SM-0213

1

3

4

5

2

CABINETS & ACCESSORIES
Type I Police Lock

10/21/04

LOCK ONLY
LOCK w/ 1 SHORT KEY
LOCK w/ 2 SHORT KEYS
LOCK w/ 1 LONG KEY
LOCK w/ 2 LONG KEYS

OPTIONS

LOCK ONLY
LOCK w/ 1 SHORT KEY

OPTIONS
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ITEM DESCRIPTION PART NO.

BACKPLATE:
1 Vacuum Formed ABS Plastic, .125" ............................ BK-1000 series
2 Flat ABS Plastic, .156" ................................................. BK-2000 series

Notes:

1. Backplates are fabricated from black ABS UV stabilized plastic sheet
with hair cell finish on front side, smooth finish on back side, and 3"
corner radii. Each are designed to precisely fit manufacturers signal
head and supplied with necessary hardware.

2. Vacuum formed backplates have 5/8" flange on all sides providing
greater rigidity and structural integrity.

3. Flat polycarbonate backplates are available upon request. Contact
Pelco for backplate options not shown.

4. Please specify one of the following options when ordering.
BK-1011

3-Section 12"-8"-8"
US Traffic Signal

BK-1003
3-Section 12"

Trafcon or Eagle SA Signal

BK-2008
3-Section 12"

Trafcon or Eagle SA Signal

Combination Backplates

Straight Backplates

Signal
Size

No. of
Sections

Vacuum Formed
.125" ABS

Flat
.156" ABS

8" 1 BK-1012 BK-2001

8" 2 - BK-2002

8" 3 BK-1006 BK-2003

8" 4 - BK-2004

8" 5 - BK-2005

12" 1 BK-1001 BK-2006

12" 2 BK-1002 BK-2007

12" 3 BK-1003 BK-2008

12" 4 BK-1004 BK-2009

12" 5 BK-1005 BK-2010

Signal
Size Combo

No. of
Sections

Vacuum Formed
.125" ABS

Flat
.156" ABS

12"-8"-8" 3 BK-1011 BK-2012

12"-8"-8"-8" 4 - BK-2013

12"-12"-8"-8" 4 - BK-2014

12"-12"-8"-8"-8" 5 BK-1014 BK-2017

1

2

BACKPLATES
Vacuum Formed & Flat ABS

OPTIONS

  SIGNAL MANUFACTURER:
Eagle Sig/Automatic (poly) ..... A
Eagle SA (poly) ....................... E
Eagle/Mark IV (alum) .............. F
TCT ........................................ C
Trafcon ................................... T
3M .......................................... M
McCain ................................... N
Fortran ................................... FT
Econolite 2002 (alum) ............ L4
Econolite 2002 (poly) ............. L3
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ITEM DESCRIPTION PART NO.

BACKPLATE:
1 Vacuum Formed ABS Plastic, .125" ............................. BK-1000 series
2 Flat ABS Plastic, .156" .................................................. BK-2000 series

BK-1010
5-Section 12"

Traficon or Eagle SA Signal

BK-2023
5-Section Cluster 12"
Econolite 2002 Signal

Notes:

1. Backplates are fabricated from black ABS UV stabilized plastic sheet
with hair cell finish on front side, smooth finish on back side, and 3"
corner radii. Each are designed to precisely fit manufacturers signal
head and supplied with the necessary hardware.

2. Vacuum formed backplates have 5/8" flange on all sides providing
greater rigidity and structural integrity.

3. Flat polycarbonate backplates are available upon request. Contact
Pelco for backplate options not shown.

4. Please specify one of the following options when ordering.

Signal
Size

No. of
Sections

Vacuum Formed
.125" ABS

Flat
.156" ABS

5 BK-1007 BK-2011

5-Section Cluster Backplates

12"
12" 12"
12" 12"

Mounting
Application

Astro-Brac
16" CTC

5 BK-1010 BK-2023
12"

12" 12"
12" 12"

Span Wire
16½" CTC

5 BK-1021 BK-2024
12"

12" 12"
12" 12"

Span Wire Casting
17" CTC

5 BK-1015 -
12"

12" 12"
12" 12"

Plumbizer Mount
17" CTC

1

2

BACKPLATES
Vacuum Formed & Flat ABS

5/9/05

OPTIONS

  SIGNAL MANUFACTURER:
Eagle Sig/Automatic (poly) ..... A
Eagle SA (poly) ....................... E
Eagle/Mark IV (alum) .............. F
TCT ........................................ C
Trafcon ................................... T
3M .......................................... M
McCain ................................... N
Fortran ................................... FT
Econolite 2002 (alum) ............ L4
Econolite 2002 (poly) ............. L3
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ITEM DESCRIPTION PART NO.

LOUVERED BACKPLATE:
1 Vacuum Formed ABS Plastic, .125" ............................ BK-5000 series

Notes:

1. Vacuum formed backplates are fabricated from black ABS UV
stabilized plastic sheet with hair cell finish on front side, smooth
finish on back side, 5/8" flange on all sides, and 3" corner radii.
Each are designed to precisely fit manufacturers' signal head
and supplied with necessary hardware.

2. Please specify options when ordering.

BK-5003
3-Section 12"

Traficon or Eagle SA Signal

Signal
Size

No. of
Sections

Vacuum Formed
.125" ABS

12"

12"

12"

3

4

5

BK-5003

BK-5004

BK-5005

Straight Backplates

Signal
Size

No. of
Sections

Vacuum Formed
.125" ABS

5 BK-5007

5-Section Cluster Backplates

12"
12" 12"
12" 12"

Mounting
Application

AB-0109 Astro-Brac
16" CTC

5 BK-5010
12"

12" 12"
12" 12"

Span Wire
16½" CTC

5 BK-5021
12"

12" 12"
12" 12"

Span Wire Casting
17" CTC

1

BACKPLATES
Louvered Vacuum Formed ABS

OPTIONS

  SIGNAL MANUFACTURER:
Eagle Sig/Automatic (poly) ..... A
Eagle SA (poly) ....................... E
Eagle/Mark IV (alum) .............. F
TCT ........................................ C
Trafcon ................................... T
3M .......................................... M
McCain ................................... N
Fortran ................................... FT
Econolite 2002 (alum) ............ L4
Econolite 2002 (poly) ............. L3
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Notes:

1. All assemblies are supplied standard with
stainless steel fasteners.

2. Universal clips fit Eagle, Econolite, TCT,
Mark IV, and McCain signals.

3. Please specifty options when  ordering.

ITEM DESCRIPTION PART NO.1

1 GPL, Geometrically Programmed Louver, 12" w/o Visor ....... GL-1001
2 GPL, Geometrically Programmed Louver, 12" w/ Visor ......... GL-1010
3 INSTALLATION KIT, w/o Screw Gun,

Includes visor marking template & sleeve, staedtler pen,
adjustment tool, 1/4" & 5/16" shock cord assys. &
small tool box ............................................................................ GL-2001

4 INSTALLATION KIT, w/ Screw Gun,
Includes visor marking template & sleeve, staedtler pen,
adjustment tool, 1/4" & 5/16" shock cord assys., cordless
Makita screw gun w/ 5/16" magnetic socket, battery
charger & large tool box ............................................................ GL-2002

5 ADJUSTMENT TOOL, GPL w/ Depth Gauge .................. GL-1002

2

Universal Clip
Option

US Traffic (Poly) Clip
Option

US Traffic (Alum) Clip
Option

OPTIONS

 VIEW CUT-OFF:
7°, 8°, 9°, 11°, 13°, 15°, 23½°, 43°

ARROW SHIELD:
None
0° Up
90° Right
180° Down
270° Left

Haircell Finish

Arrow Shield Option

  TUNNEL VISOR:
 w/o Clips
 w/ Universal Clips
US Traffic (Poly) Clips
US Traffic (Alum) Clips

  PAINT

OPTIONS

 VIEW CUT-OFF:
7°, 8°, 9°, 11°, 13°, 15°, 23½°, 43°

3

4

5

5

SIGNAL ACCESSORIES
Geometrically Programmed Louver

9/6/05
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ITEM DESCRIPTION PART NO.

1 GPL COMBS, Set of 8 for Baffle Adjustments, Stainless
Includes 7°, 8°, 9°, 11°, 13°, 15°, 23½°, 42° ............................. GL-1008

Notes:

1. Please specify options when ordering.

5

GPL Baffle Positions 1 thru 11

4321 6 7 8 9 10 11

Front
of

 GPL

View
Angle

Baffle Positions
For GL-1010 GPL

7° ....... Move baffle "G" to #11 position
8° ....... All baffles in factory set position #1,2,3,4,5,7 & 10
9° ....... Move baffle "G" to #9 position
11° ...... Move baffle "G" to #8 position
13° ...... Omit baffle "G" completely
15° ...... Omit baffle "G" completely & move baffle "F" to #6 position

23½° ..... Omit baffle "F" & "G" completely
42° ...... Omit baffle "E", "F" & "G" completely

Baffles A thru G
(Baffles shown in factory set position for 8°)

Light
Source

Distance (Feet)

7° 4.9' 6.1' 7.3' 8.6' 9.8' 11.0' 12.2' 14.7' 18.3' 24.5'
8° 5.6' 7.0' 8.4' 9.8' 11.2' 12.6' 14.0' 16.8' 21.0' 28.0'
9° 6.3' 7.9' 9.4' 11.0' 12.6' 14.2' 15.7' 18.9' 23.6' 31.5'
11° 7.7' 9.6' 11.6' 13.5' 15.4' 17.3' 19.3' 23.1' 28.9' 38.5'
13° 9.1' 10.5' 13.7' 16.0' 18.2' 20.5' 22.8' 27.3' 34.2' 45.6'
15° 10.5' 13.2' 15.8' 18.4' 21.1' 23.7' 26.3' 31.6' 39.5' 52.7'

 23°30' 16.6' 20.8' 25' 29.1' 33.3' 37.4' 41.6' 49.9' 62.4' 83.2'
42° 30.7' 38.4' 46.1' 53.7' 61.4' 69.1' 76.8' 92.1' 115.2' 153.5'

40' 50' 60' 70' 80' 90' 100' 120' 150' 200'

View
Angle

(Degrees)
30' 40' 50' 60' 70' 80' 90' 100'

7°
8°

9°

11°

13°

15°

23.5°

42° 12.2'
(7°@100')

76.8'
(42°@100')

Viewing
Width

Center Axis

Distance

EDCBA F G

1

SIGNAL ACCESSORIES
GPL View Angle Adjustments

4/4/06
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ITEM DESCRIPTION PART NO.

1 VISOR, Full Circle w/ Slots for GPL, 12" ............................... SM-1028
2 VISOR, Signal, 12" .................................................................SM-1034

Notes:

1. All assemblies are supplied standard with
stainless steel fasteners.

2. Universal clips fit Eagle, Econolite, TCT,
Mark IV, and McCain signals.

3. Please specify options when ordering.

Universal Clip
Option

US Traffic (Poly) Clip
Option

US Traffic (Alum) Clip
Option

Full Circle
Visor Option

  PAINT

OPTIONS

 CLIPS:
None
Universal

  PAINT

OPTIONS

 VISOR: Tunnel or Full Circle
 CLIPS:

None
Universal
US Traffic (Poly)
US Traffic (Alum)

1

2

9/6/05

SIGNAL ACCESSORIES
Aluminum Signal Visors
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14"

17-3/4"13-3/4"

15"

12.0" min.
14.5" max.

12.0" min.
14.5" max.

SQUARE BASE ASSEMBLY:
1 Aluminum ........................................................... 22.5 lbs. ........ PB-5335

Aluminum, Heat Treated .................................... 22.5 lbs. ........ PB-5336
2 Alum w/ Steel Coupling ...................................... 23.5 lbs. ........ PB-5341
3 Alum w/ Slip Fit .................................................. 22.5 lbs. ........ PB-5339
4 Iron ...................................................................... 76.0 lbs. ........ PB-5308

OCTAGONAL BASE ASSEMBLY:
5 Alum w/ Alum door ............................................. 25.0 lbs. ........ PB-5349
6 Alum w/ Slip Fit and Alum Door ......................... 25.0 lbs. ........ PB-5350
7 Iron w/ Iron door ................................................. 78.0 lbs. ........ PB-5310

ITEM DESCRIPTION WEIGHT PART NO.

Notes:
1. AASHTO Certified Square Aluminum Base: All Aluminum square

bases above are available with AASHTO Certifications and
FHWA approval. Please specify by adding the Certification Part
No. C-1001 in addition to the base part number.

2. All assemblies are supplied standard with stainless fasteners.
3. Please specify options when ordering.

Square Base Octagonal Base

Grounding Lug

POLES AND BASES
Pedestal Bases

3

4

765

1

2
ITEM 1 & 2 OPTIONS

DOOR:
Alum, Plastic, or Blank Plastic

SETSCREWS IN COLLAR:
(1) 3/8" Hex Hd Bolt
(3) 3/8" Soc Hd Setscrews

GROUNDING LUG
PAINT

OPTIONS
SETSCREWS IN COLLAR:

(1) 3/8" Hex Hd Bolt
(3) 3/8" Soc Hd Setscrews

GROUNDING LUG
GALVANIZE
PAINT

OPTIONS
DOOR:

Alum, Plastic, or Blank Plastic
GROUNDING LUG
PAINT

OPTIONS

GROUNDING LUG
PAINT

OPTIONS
SETSCREWS IN COLLAR:

(1) 3/8" Hex Hd Bolt
(3) 3/8" Soc Hd Setscrews

GROUNDING LUG
PAINT

OPTIONS
SETSCREWS IN COLLAR:

(1) 3/8" Hex Hd Bolt
(3) 3/8" Soc Hd Setscrews

GROUNDING LUG
GALVANIZE
PAINT

1/2/08
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Heavy Duty Galvanized Iron Flange
Base. Threaded for 4½" O.D. poles.
13/16" mounting holes. 7¼" bolt circle.

1

9-1/8"

1-3/8"

Typical Application

18"

3"

3"

16"

3"

18"

3"
16"

5¼"

19-3/8" O.D.

22-5/8"

1 2-PIECE BASE, Plastic ...................................... 8.0 lbs .................PB-5303
2 2-PIECE REDUCER, Aluminum .................................................... PB-5328
3 2-PIECE SQUARE COVER, Aluminum ...................................... PB-5399
4 FLANGE BASE, Galvanized Iron ..................... 10.2 lbs ................ PB-5304
5 ANCHOR BOLT SET OF 3, 3/4"-10

(Includes 3 Bolts, 6 Washers and 6 Nuts) ............... 8.6 lbs .................PB-5305
6 ANCHOR BOLT SET OF 4, 3/4"-10

(Includes 4 each: Bolts, Washers and Nuts) .........................................PB-5306
7 ANCHOR BOLT CAGE, 13" B.C

3/4"-10 x 18", w/ 36" Rebar & Hardware ......................................... AP-1095-36
8 SHIM, Steel

1/16" x 2" x 2" ......................................................................................... PB-0602
1/8" x 2" x 2" ........................................................................................... PB-0603

ITEM DESCRIPTION WEIGHT PART NO.

2-Piece Alum Reducer for Item 1.
(Reduces 4½" O.D. to 3½" O.D.)

High Density Crosslinkable Polyethylene Pedestal Pole
Base for 4½" O.D. poles. Complete with all hardware.
No anchor bolts required.

2-Piece Aluminum Square Cover.
For 4½"-8" OD Pole (15" Max. Bottom
Opening). Complete with all hardware.

POLES AND BASES
Pedestal Bases

2

3

4

5

7

6

8

6/15/07

POLE DIA:
  4½" - 8" OD
PAINT

ITEM 3 OPTIONS
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7/1/03

Door Latch

L
T H

POLES AND BASES
Plastic Replacement Doors

ITEM DESCRIPTION PART NO.

1 TRANSFORMER DOOR, Plastic ..................................... PB-05221

Notes:
1. All assemblies are supplied standard with stainless fasteners.
2. Doors w/ latches include latch & vandal-resistant screw. Doors

without latches are shipped without hardware.
3. Please specify options when ordering.

TW
D

C/L
H

BW S

TW
D

C/L
H

BW S

TW
D

C/L
H

BW S

03 Valmont, Flat 5/16" 12-5/8" 13-3/4" 7-15/16" 9-1/4" 3/8" N/A N/A N/A

04 Union Metal, Flat 5/16" 13-5/16" 13-15/16" 7-59/64" 9-1/4" 3/8" N/A N/A N/A

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H T

05-06 Valmont-Akron, Flat 1/4" 13-1/2" 13-1/4" 9-1/8" 9-1/2" 3/8" N/A N/A N/A

07 A.B. Chance, Flat 3/8" 13-5/16" 13-7/8" 9-1/16" 9-13/16" 3/8" N/A N/A N/A

12 Hapco, Flat 5/16" 13-5/8" 13-7/16" 9-1/8" 9-5/8" 3/8" N/A N/A N/A

19 P & K, C-98612, Flat 3/8" 16-21/32" 16-1/2" 10-1/2" 13-1/2" 11/32" N/A N/A N/A

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H T

(TB-1AF, TB-2AF, TB-3AF)

(56631, 56632)

(M-81)

01 Kaiser, Curved w/ Latch 3/8" 13-3/4" 14-7/8" 10-5/8" 11-3/4" 11/32" 4-5/8" 1-3/4" 5/16"-18

08 P & K, Flat w/ Latch 1/4" 11-7/8" 13-1/4" 8-1/4" 9-15/16" 11/32" 3-1/4" 1-3/4" 5/16"-18

09 P & K, Curved w/ Latch 1/4" 11-7/8" 13-1/4" 8-1/4" 9-15/16" 11/32" 3-1/4" 1-3/4" 5/16"-18

15 AKRON, Flat w/ Latch 1/4" 12" 13-3/8" 9-1/8" 9-5/8" 5/16" 3-3/8" 1-7/8" 1/4"-20

16 AKRON, Flat Short w/Latch 5/16" 11-1/8" 11-23/32" 9-1/8" 9-5/8" 5/16" 2-3/8" 1-1/8" 1/4"-20

21 AKRON, Curved w/ Latch 3/8" 12" 13-1/2" 8-9/16" 10" 11/32" 3-1/4" 1-3/4" 5/16"-18

22 AKRON, Curved w/ Latch 3/8" 12" 13-5/16" 8-1/2" 9-1/2" 11/32" 3-1/4" 1-3/4" 5/16"-18

(TB2A, TB2C, TB5C)

(TBJ-6)

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H T

(TB-20S)

(TB-17S)

(POLE LITE S1A)

(FP-5190)
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POLES AND BASES
Plastic Replacement Doors

10/21/04

13 Valmont, Flat 5/16" 12-15/16" 13-7/8" 7-15/16" 9-1/4" 3/8" N/A N/A N/A

25 FAB, Flat 5/16" 12-7/8" 13-5/8" 8-1/2" 9-3/4" 5/16" N/A N/A N/A

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H F

24 Union Metal, Flat w/ Latch 5/16" 3-5/16" 13-3/4" 7-59/64" 9-1/4" 13/32" 3-3/8" 11/16" 3/8"-16

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H T

17 Akron, Flat, Hinged w/ Latch N/A 12-1/8" 13-3/4" 9-1/8" 9-1/2" 5/16" 4-5/8" 1-3/4" 1/4"-20

18 Akron, Flat, Hinged w/ Latch N/A 10-3/16" 11-5/8" 9-1/8" 9-11/16" 5/16" 3-3/8" 1-7/8" 1/4"-20

28 Akron, Flat, Hinged w/ Latch N/A 12-3/4" 13-7/8" 8" 9-13/32" 11/32" 4-5/8" 1-3/4" 1/4"-20

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H F

(REVERSE OPENING TB-17H)

(REVERSE OPENING TB-20H)

(HBS-6)
14 P & K, Curved, Small w/Latch 7/32" 4-1/2" 5-1/4" 5-3/16" 6" 9/32" 2-3/8" 1-1/8" 1/4"-20

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H T

(TB-4)
11 P & K, Flat Short w/ Latch 5/16" 9-13/16" 11-1/8" 9-9/16" 11-5/8" 11/32" 3-1/4" 1-3/4" 5/16"18

PB-0522 DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H T

BW S

TW

C/L
H

D

BW S

TW

C/L
H

D

BW S

TW

C/L
H

D

BW

TW

C/L
H

D

BW S

TW

C/L
H

D

(REVERSED OPENING TB-1, TB-2)
10 P & K, Flat w/ Latch 9/16" 12" 13-3/8" 8-3/8" 9-5/8" 11/32" 3-1/4" 1-3/4" 5/16"18

DOOR DOOR SIZE HOLE LATCH
OPTION DESCRIPTION S C/L H TW BW D L H T

TW

D

C/L
H

BW

S
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POLES AND BASES
Pedestal Poles & Caps

1 2 3

4 5 6

987

1 POLE CAP, Acorn Type, Alum:
For 3" O.D. Pole ......................................................................... PB-5403
For 3½" O.D. Pole ...................................................................... PB-5407
For 4½" O.D. Pole ............................................... 1.4 lbs. ......... PB-5401

2 POLE CAP, Dome Type, Alum:
For 4½" O.D. Pole ............................................... 1.3 lbs. ......... PB-5402

3 POLE / ARM CAP, Alum:
For 2-5/16" to 3½" O.D. Pole ..................................................... AP-0101
For 3" to 4" O.D. Pole ................................................................. AP-0102
For 4-3/16" to 5-3/16" O.D. Pole ................................................ AP-0103
For 5-3/16" to 6-3/16" O.D. Pole ................................................ AP-0104
For 6-1/8" to 7-1/8" O.D. Pole .................................................... AP-0105
For 7-3/16" to 8¼" O.D. Pole ..................................................... AP-0106
For 8-3/16" to 9-3/16" O.D. Pole ................................................ AP-0107
For 9-7/16" to 10-7/16" O.D. Pole .............................................. AP-0108

4 POLE / ARM CAP, Alum:
For 10-11/16"" to 11-11/16" O.D. Pole ....................................... AP-0109
For 11-7/8" to 12-11/16" O.D. Pole ............................................. AP-0110

5 POST TOP CAP, 4", Alum:
For Extruded Sign Blade ............................................................ SH-1608
For Flat Sign Blade .................................................................... SH-1615

6 POLE CAP, ABS Plastic:
For up to 4" O.D. Pole ................................................................ AP-0805
For up to 5" O.D. Pole ................................................................ AP-0806

7 POLE, Spun Alum:
No Threads, Sch 40, 4½" O.D. x .237" Wall ........ 3.8 lbs .......... PB-5101

8 POLE, Spun Alum:
TOE, Sch 40, 4½" OD x .237" Wall .................... 3.8 lb/ft ......... PB-5100
TOE, Sch 80, 4½" OD x .438" Wall .................... 5.2 lb/ft ......... PB-5102
POLE, Steel
TOE, Sch 40, 4½" OD x .237" Wall, Steel ......... 11.5 lb/ft ........ PB-5201
TOE, Sch 40, 4½" OD x .237" Wall, Galv .......... 11.5 lb/ft ........ PB-5200

9 WELDED PEDESTAL POLE
Steel Tube, 4½" x .125" Wall ............................... 5.9 lb/ft ......... PB-5204

ITEM DESCRIPTION WEIGHT PART NO.

Notes:
1. All assemblies are supplied standard with

stainless fasteners.
3. Please specify options when ordering.

PAINT

ITEM 1-5 OPTIONS

LENGTH
PAINT

ITEM 7-9 OPTIONS
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ITEM DESCRIPTION PART NO.

POLE & BASE COLLAR ASSEMBLY:
1 For Square Base, Alum .............................................................. PB-5325
2 For Octagonal Base, Alum ......................................................... PB-5326
3 PEDESTAL ADAPTER, 4" Pole, 6½" BC, Alum ............... SE-3104
4 UNIVERSAL HAND HOLE COVER

ABS Plastic, fits 2-3/4" x 4½" to 5" x 8" ..................................... PB-5356
5 GROUNDING LUG w/ Mounting Hardware ....................... PB-5323
6 ANCHOR BOLT ADAPTER, Alum ................................... PB-0532

POLES AND BASES
Pole & Base Accessories

7/1/03

4

5

6

1

2

3

Notes:
1. All assemblies are supplied standard with

stainless steel fasteners.
2 Please specify options when ordering.

PAINT

ITEM 1-4 OPTIONS
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Pole Diameter

38"

POLE DIA.
PAINT

OPTIONS

1

2

MAST ARMS & POLES
Ornamental Pole Top & Bases

1 ORNAMENTAL POLE TOP, Cast Alum.
For 8"-12" Dia. Pole (36" In Height) ........................................... PB-5315

2 ORNAMENTAL POLE BASE, 4-Piece Cast Alum.
For 8"-12" Dia. Pole (27" Footprint) ........................................... PB-5354
For 12"-16" Dia. Pole (30" Footprint) ......................................... PB-5355
For 18"-26" Dia. Pole  (40" Footprint) ........................................ PB-5381

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with

stainless hardware.
2. Contact Pelco for a complete Ornamental

product catalog.
3. Please specify options when ordering.

8/13/03
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1

2

MAST ARMS & POLES
Pole & Arm Clamps

1 STRAIN POLE CLAMP ASSY, Steel
w/ 5/8" hardware ......................................................................... AP-1052

2 STRAIN POLE CLAMP ASSY
2-Piece Galvanized Steel w/ 5/8" hardware ............................... AP-1053

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with

galvanized hardware.
2. AP-1053 shipped assembled.
3. Please specify options when ordering.

5/9/05

POLE SIZE:
5¼" - 6¼" dia. pole
7½" - 8¼" dia. pole
8¼" - 8-3/4" dia. pole
9" - 10" dia. pole
10" - 11" dia. pole
10-3/4" - 11-3/4" dia. pole
12" - 13" dia. pole

OPTIONS

CONFIGURATION:
1-way, 2-way, 3-way, or 4-way

POLE SIZE:
5½" - 7½" dia. pole
7½" - 10½" dia. pole
10½"-13½" dia. pole

PAINT

OPTIONS
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5/9/05

1 ADJUSTABLE LUMINAIRE MAST ARM
CLAMP ASSY., Two-Piece ................................................... AP-1023

2 ADJUSTABLE LUMINAIRE MAST ARM
CLAMP ASSY., Three-Piece, for 8-7/8"-12" Dia. Pole ......... AP-1032
UPPER LUMINAIRE MAST ARM CLAMP,

3 Two-Piece .................................................................................... AP-1011
4 Three-Piece, for 8-7/8"-12" Dia. Pole ........................................ AP-1008

LOWER LUMINAIRE MAST ARM CLAMP,
5 Two-Piece ................................................................................... AP-1012
6 Three-Piece, for 8-7/8"-12" Dia. Pole ........................................ AP-1031

ITEM DESCRIPTION PART NO.

Upper Section Lower Section

1

2

6

3

5

4

MAST ARMS & POLES
Pole & Arm Clamps

Notes:
1. All assemblies are supplied standard with

galvanized hardware.
2. All assemblies with hardware are bagged in

plastic for outdoor storage.
3. Please specify options when ordering.

2-PIECE:
4"-5" dia. pole
5½"-7½" dia. pole
8"-10" dia. pole

GALVANIZED
POWDERCOAT OVER GALV

OPTIONS

GALVANIZED
POWDERCOAT OVER GALV

OPTIONS
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Pole and Ring Section

2½"
3/4"

27"

12"

6

7

5

2 3 4

1

MAST ARMS & POLES
ITC Access Compartments

2/16/06

Notes:
1. All assemblies are supplied standard with stainless steel fasteners.
2. Terminal block conductor range for 85 Amp compression block option

is 1-#18 thru 4-#10 per screw.
3. Terminal block conductor range for 65 Amp compression block option

is 1-#18 thru 3-#12 per screw.
4. Please specify options when ordering.

ITEM DESCRIPTION PART NO.

1 ITC ACCESS COMPARTMENT,
3/8" x 4-3/4" x 27" w/ 12 Circuit .................................................. AP-1083
TERMINAL BLOCK ASSY.:

2 85 Amp, 600V Compression Terminal Block
w/ Hdwr and Copper Ground Connector .................................... AP-1082

3 65 Amp, 600V CompressionTerminal Block
w/ Hdwr and Copper Ground Connector .................................... AP-1065

4 30 Amp, 300V Terminal Strip Barrier Type
w/ Hdwr and Copper Ground Connector .................................... AP-1074

5 DOUBLE FUSE BLOCK KIT, 3 Amp, 500V .................... AP-1081
6 ITC ACCESS RING WELDMENT

3/8" x 4-3/4" x 27", steel w/ 4" x 6" Opening .............................. AP-0449
7 COVER ASSEMBLY, Vacuum formed ABS ....................... AP-1087

TERMINAL BLOCK:
Compression, 85 Amp 600V
Compression, 65 Amp 600V
Barrier, 30 Amp 300V

DOUBLE FUSE BLOCK

OPTIONS
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Screw, soc. button hd.

Handhole Ring ¼" x 1½"
steel strap (ASTM #A-36)

3/4" max. projection at
centerline of handhole

(top and bottom)
Tapped hole in frame
for grounding

5" x 8" handhole opening

Formed retaining strap12 ga. formed galv
handhole cover

Hex. nuts provided
for plumbing pole (8 req'd)

Pole pre-drilled
to accept nut covers

Screw, soc. button hd.
(4 req'd)

Nut cover (4 req'd)

Electrical conduit

Anchor bolts (4 req'd)

Flatwasher (8 req'd)

7" projection above base

5" x 8" Handhole

Pole Base and Anchor Bolt Detail

MAST ARMS & POLES
Typical Strain Pole

Notes:
1. Hot dip galvanized after fabrication.
2. Contact Pelco with specific requirements.

7/1/03

24"

30'-0"

18"

GALV (IF REQ'D)
POLE ASTM A-595 ASTM A-123
POLE ASTM A-36 ASTM A-123
MISC. PLATE & BAR ASTM A-36 ASTM A-123
ANCHOR BOLT A-36 MOD 55 ASTM A-153
ANCHOR BOLT NUT ASTM A-563 ASTM A-153

MATERIAL SPECIFICATIONS

Strain Pole Clamp
1 thru 4-way

Hand Hole Detail

14" 2" x 90"
13" 1-3/4" x 90"
12" 1-1/2" x 60"

BASE ANCHOR
DIA. BOLT
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Variable Arm Length
(see chart below)

Variable
Pole Height

(20'-0")

0.14"/ft taper

Astro-Brac
Signal Connection

Hand Hole and Terminal
Compartment

Astro-Brac

Screw, soc button hd.,
5/16"-18 x 1"

22-3/4"
Terminal

Compartment

20 section
Terminal Block

(3) setscrews

Pole cap

Rigid arm
plate

(4) High strength
bolts

Lifting hook and
wire support

Rigid pole plate

Rigid Arm
Connection

Variable

Variable

Vacuum Formed Backplate

Anchor bolts
(4 req'd)

Hex. nuts provided
for plumbing pole

(8 req'd)

7" projection above base

Flatwasher (8 req'd)

Hand hole and
Terminal compartment

Pole pre-drilled to accept
nut covers

Screw, soc. button hd.
(4 req'd)

Nut cover
(4 req'd)

Electrical conduit

Pole Base and Anchor Bolt

MAST ARMS & POLES
Typical Mast Arm & Pole

GALV (IF REQ'D)
ARM & POLE ASTM A-595 ASTM A-123
CLAMP PLATE ASTM A-572 ASTM A-123
BASE PLATE ASTM A-36 ASTM A-123
MISC. PLATE & BAR ASTM A-36 ASTM A-123
ANCHOR BOLT A-36 MOD 55 ASTM A-153
ANCHOR BOLT NUT ASTM A-448 ASTM A-153
CLAMP BOLT ASTM A-325 ASTM A-153
HEX. NUT ASTM A-325 ASTM A-153
WASHERS ASTM A-325 ASTM A-153

MATERIAL SPECIFICATIONS

  ARM LENGTH ANCHOR BOLTS
10'-20' 1.5" x 60"
21'-26' 1.5" x 60"
27'-34' 1.5" x 60"
35'-40' 1.5" x 60"
41'-46' 1.75" x 90"
47'-50' 2" x 90"

4/22/05



Page T10-7
320 W. 18th St., Edmond OK 73013  • 405-340-3434 • FAX: 405-340-3435 • E-mail: pelco@pelcoinc.com • www.pelcoinc.com

5/21/09

C

B

A D

1

3

2

MAST ARMS & POLES
Foundation Anchors

ITEM DESCRIPTION PART NO.

1 FOUNDATION ANCHOR ASSY, 3"
4½" to 6½" Bolt Circle, 1-3/4" x 3" Hand Hole,
w/ ½"-13NC Galv Hardware (wt. 43 lbs.) ................................... PB-5369

2 FOUNDATION ANCHOR ASSY, 4"
7-3/4" to 14-3/4" Bolt Circle, 2" x 3" Hand Hole,
w/ 3/4"-10NC Galv Hardware (wt. 82 lbs.) ................................. PB-5364

3 MEDIUM FOUNDATION ANCHOR ASSY, 6"
10" to 15" Bolt Circle, 2-5/8" x 12" Hand Hole,
w/ 1"-8NC Galv Hardware (wt. 150 lbs.) .................................... PB-5372
HEAVY DUTY FOUNDATION ANCHOR ASSY, 8"
13" to 18" Bolt Circle, 2-5/8" x 12" Hand Hole,
w/ 1¼"-7NC Galv Hardware (wt. 234 lbs.) ................................. PB-5375

For residential, ornamental,
and walkway lighting with
small bases.

For residential lights, parking lots,
and street lights. Typically for pole
heights up to 16'.

Medium Foundation: For residential lights,
parking lots, etc. Typically for poles ranging from
20'-30' in height.

Heavy Duty Foundation: For street and highway
lighting. Typically for poles ranging from 30'-50'
in height.

Notes:
1. All assemblies are supplied standard with

galvanized hardware.
2. All assemblies with hardware are bagged in

plastic for outdoor storage.

PB-5369 3½" 48" 7-3/4" 10"
PB-5364 4½" 56" 13" 10"
PB-5372 6-5/8" 60" 15" 13"
PB-5375 8-5/8" 60" 18" 13"

PART NO A B C D
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6/15/07

1

2

3

Required to connect the kelly bar adapter to the
foundation anchor for installation. Special hole
pattern permits installation of foundation anchors
having bolt circle diameters of 9" to 13".

ITEM DESCRIPTION PART NO.

1 DRIVER ADAPTER For Foundation Anchor ...................... PB-0604
2 SHIM, Steel, 1/16" x 2" x 2" ..................................................... PB-0602

SHIM, Steel, 1/8" x 2" x 2" ....................................................... PB-0603
3 ANCHOR BOLT TEMPLATE, ABS Plastic ..................... AP-3085

Notes:
1. All assemblies are supplied standard with

galvanized hardware.
2. All assemblies with hardware are bagged in

plastic for outdoor storage.

MAST ARMS & POLES
Foundation Anchors

The Bolt Template is a "tool" used for layout of bolts to be used in concrete for the future installation of poles.
Constructed of UV stabilized ABS plastic, the Bolt Template may be used for various bolt patterns from 5½" up
to 25½".  Accepts multiple conduits through the center with the capacity for up to two 2" conduits and multiple
smaller conduits at one time.

· Quick, easy set-up in
minutes

· 41 different bolt circle
patterns, 5½" to 25½"

· Easy guide divots every ½"
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5/21/09

1

MAST ARMS & POLES
Pivot Base

ITEM DESCRIPTION PART NO.

1 PIVOT BASE ASSY,
15"-17" Bolt Circle for 1½" Anchor Bolts, Galv .......................... AP-3071
15"-17" Bolt Circle for 1¼" Anchor Bolts, Galv .......................... AP-3124

2 PIVOT BASE ASSY,
18"-21" Bolt Circle, Galv ............................................................. AP-3100

3 RAM TURNING TOOL
Rotating Arm Mechanism for Pivot Base ................................... AP-5106

Notes:
1. All assemblies are supplied standard with

galvanized and stainless hardware.
2. Specify bolt circle required when ordering.

Pivot Base shown without cover.

2

Pivot Base shown with cover and RAM Turning Tool.

US Patent: 7,523,912

Pelco's Pivot Base is designed to rotate approximately 270°, either
clockwise or counterclockwise. The RAM Turning Tool is designed
to facilitate the rotation of the mast arm and pole assemblies
mounted on the Pivot Base.
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5/1/05

1 2

54

7

6

3

9

8

10

12 13

15

16 1714

11

Notes:
1. All assemblies are supplied standard with stainless steel fasteners.
2 Please specify options when ordering.

ITEM DESCRIPTION PART NO.

ELL, Alum
1 Serrated ............................................................................ SE-0457
2 w/ Tri-Bolt Adapter ............................................................ SE-0501
3 w/ Tri-Stud Adapter ........................................................... SE-0514

TEE, Alum
4 Serrated ............................................................................ SE-0458
5 w/ Tri-Bolt Adapter ............................................................ SE-0500
6 w/ Tri-Stud Adapter ........................................................... SE-0513
7 Horizontal Slip .................................................................. SE-0474
8 CROSS, Alum ............................................................... SE-4038
9 CENTER SUPPORT, 3-Way, Alum.......................... SE-0310
10 CENTER SUPPORT, 4-Way, Alum.......................... SE-0305
11 ELL, Iron ......................................................................... SE-4091
12 TEE, Iron ........................................................................ SE-4092
13 CROSS, Iron ................................................................. SE-4093
14 CENTER SUPPORT, 2-Way, Iron ........................... SE-0495
15 CENTER SUPPORT, 3-Way, Iron ........................... SE-0482
16 CENTER SUPPORT, 4-Way, Iron ........................... SE-0496
17 SIDE OUTLET TEE, Iron ......................................... SE-0437

COMPONENTS
Pipe Fittings

 ITEM 1 & 4 OPTIONS

SLIP PORT: 1 Vertical
DOUBLE SETSCREWS
PAINT

 ITEM 2-3 & 5-7 OPTIONS

DOUBLE SETSCREWS
PAINT

 ITEM 8 OPTIONS

SLIP PORT: 1 Vert or 2 Horiz
DOUBLE SETSCREWS
PAINT

PAINT

ITEM 9-10 OPTIONS

 ITEMS 11 OPTIONS

SLIP PORT: 1 Vertical
DOUBLE SETSCREWS
PAINT

PAINT

ITEM 14-16 OPTIONS

 ITEMS 17 OPTIONS

THREAD OPTIONS:
1½" NPT
1½" NPS w/ Notches
1½" NPS w/ Vert Slip

PAINT

 ITEM 12-13 OPTIONS

THREADS: NPS or NPT
SLIP PORT: 1 Vert or 2 Horiz
DOUBLE SETSCREWS
PAINT
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1

53 4

2

1613

7

18 1917

6

12

15

11

1098

20

1 WASHER, Slotted ................................................................... SE-0375
2 WASHER, .06" x 2.6" x 1.9" .................................................... SE-4061
3 WASHER, Single Stud, Stainless .................................... SE-4113-SS
4 WASHER, Flat Nylon, 1-7/8" ID x 2-3/4" OD, Black ............... SE-0367

GASKET, Neoprene ................................................................ SE-0354
5 GASKET, Slotted Tri-Bolt, Neoprene ...................................... AB-0278
6 SERRATED LOCKRING, Alum ......................................... SE-0360

SERRATED LOCKRING, Brass ........................................ SE-4029
7 DOUBLE SERRATED LOCKRING, Alum ...................... SE-0451
8 CONDUIT LOCKNUT, Serrated, 1½" ................................. SE-4125
9 CONDUIT LOCKNUT, 3/4" ................................................. SE-4048
10 HEX NUT, 1½", Iron ................................................................ SE-4017
11 CHECK NUT, 1½", Alum ........................................................ SE-0448
12 CHECK NUT, 1½", Iron .......................................................... SE-0316
13 FITTING CAP, 1½" ................................................................ SE-0304

FITTING CAP, 1¼" ................................................................ SE-0419
14 CAP, 3/4" CGB Opening, Blue .................................................. AB-0271
15 TUBE CAP, Black ................................................................... AB-0260
16 SIGNAL CLOSURE KIT ......................................... SE-3054
17 GROMMET, Neoprene w/ Diaphragm.................................... SE-0449
18 ADAPTER RING, 3M, Alum .................................................. AB-0218
19 ICC PED HEAD SPACER, Alum....................................... SE-0477
20 ROGER WRENCH w/ 10" Handle .......................... SM-0173

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with

stainless steel fasteners.
2. Please specify options when ordering.

COMPONENTS
Pipe Fittings

7/29/03

 OPTIONS

W/O SETSCREWS
DOUBLE SETSCREWS
GALVANIZED

DOUBLE SETSCREWS

OPTIONS

W/O SETSCREWS

OPTIONS

ZINC 2
STAINLESS

OPTIONS
ZINC 1
STAINLESS

COLOR:
Yellow, Black, or Green

OPTIONS

14

COLOR:
Yellow or Black

OPTIONS
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1 2

3 4 5

6 7

8 9

10

131211

ITEM DESCRIPTION PART NO.

1 OCTAGONAL CLOSURE CAP,
1½" NPS x ½", Alum ................................................................... SE-4088
1½" NPS x 7/8", Alum ................................................................. SE-0361
1½" NPS x 1-3/8", Alum .............................................................. SE-0483
1½" NPS x 2", Alum .................................................................... SE-0442

2 OCTAGONAL CLOSURE CAP, 7/8", Plastic .................. SE-0499
3 HEX NIPPLE, 1½" NPS, Alum .............................................. SE-0443

CAST NIPPLE, 1½" NPS, Iron .............................................. SE-0435
4 REDUCER BUSHING,

1½" NPT x 3/4" NPT, Iron ............................................................ SE-0471
1½" NPT x 1" NPT, Iron ............................................................... SE-0565

5 INSULATOR BUSHING, 1½" NPS ..................................... SE-4011
6 NOTCHED COUPLING,

1½" NPS x 2", Alum .................................................................... SE-0346
1½" NPS x 2", Steel .................................................................... SE-4170

7 SLIP CONNECTOR, 1½" NPS, Alum ................................. SE-0535
8 TUBE SADDLE, 1½", Alum .................................................. AB-0262
9 CGB,

3/4", .55" to .65" Wire, Zinc 1 ...................................................... SE-4028
3/4", .625" to .75" Wire, Zinc 1 .................................................... SE-0490
1", .55" to .65" Wire, Zinc 1 ......................................................... SE-4216

10 ALL THREAD NIPPLE,
1½" NPS, Alum ............................................................................ SE-0309
1½" NPS, Steel ............................................................................ SE-0492
CLOSE NIPPLE, 1½" NPS x 1½" NPT, Steel ...................... SE-4063

11 NIPPLE,
1½" NPS, Alum ............................................................................ SE-0436
1½" NPS, Sch 80 Alum ............................................................... SE-0475
1½" NPS x 1½" NPT, Alum ......................................................... SE-4214
1½" NPS, Steel ............................................................................ SE-0469
1½" NPT, Steel ............................................................................ SE-4200

12 SUPPORT TUBE,
1½" NPS, Alum ............................................................................ SE-0326
2" NPS, Alum ............................................................................... SE-0494
1½" NPS, Steel ............................................................................ SE-0491

13 TUBE, 1½" Alum ....................................................................... SE-0484

Notes:
1. All assemblies are supplied standard

with stainless steel fasteners.
2. Please specify options when ordering.

COMPONENTS
Pipe Fittings

3/20/08

PAINT
OPTIONS

PAINT

ITEM 6 OPTIONS

DOUBLE SETSCREWS

OPTIONS
COLOR: Yellow, Black,
Green, or Platinum

PAINT
OPTIONS

PAINT
OPTIONS

LENGTH
OPTIONS

PAINT

ITEM 11-13 OPTIONS

LENGTH
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1

4

2 3

5

8

6

141310

11

12

7

9

15

SPAN WIRE CLAMP:
1 3/4" Wide Slot, Alum .................................................................. SE-0321

5/8" Wide Slot, Alum .................................................................. SE-4077
½" Wide Slot, Alum .....................................................................SE-3211

2 90° w/ J-Bolts & 3/4" Slot, Alum ................................................ SE-3212
3 Universal w/ 3/4" Wide Slot & J-Bolts, Alum ............................. SE-3217
4 Serrated w/ J-Bolts, Alum .......................................................... SE-3213
5 ½" Wide Slot, Iron ..................................................................... SE-0338

WIRE OUTLET BODY:
6 1½" NPS w/ Grommet, ½" Wide Comb, Iron .............................SE-4118
7 Double Universal 1½" NPS, ½" Wide Comb, Iron .................... SE-4155
8 3/4" Wide Comb, Alum ...............................................................SE-4117
9 3/4" Wide Comb, Brass ......................................................... SE-0322-B
10 Multi Clevis Tri-Stud, 3/4" Wide Comb, Alum ............................ SE-0558
11 Single Clevis Tri-Stud, 3/4" Wide Comb, Alum ......................... SE-0531
12 Tri-Stud, 3/4" Wide Comb, Alum ............................................... SE-0545
13 Tri-Stud Adjustable w/ Grommet, Alum ..................................... SE-0523
14 Double Adjustable Tri-Stud, Alum ............................................. SE-0532
15 Double Single Clevis 1½" NPS, 3/4" Wide Comb, Alum ........... SE-4058

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless steel

fasteners and galvanized hardware on span wire clamps.
Stainless upgrade shall include stainless steel hardware on
span wire clamps.

2. Specify options when ordering.

COMPONENTS
Span Wire

5/27/05

STAINLESS UPGRADE

OPTIONS

J-BOLTS

PAINT

ITEMS 6-7 OPTIONS

DOUBLE SET SCREWS

 OPTIONS

J-BOLTS
STAINLESS BUSHING
STAINLESS UPGRADE

OPTIONS

STAINLESS UPGRADE

STAINLESS UPGRADE

ITEM 2-3 OPTIONS

STAINLESS BUSHING

PAINT
ITEM 13-14 OPTIONS

ITEMS 8-9 OPTIONS

DOUBLE SETSCREWS
STAINLESS BUSHING
PAINT

PAINT

ITEMS 10-12 OPTIONS

STAINLESS BUSHING

 OPTIONS

DOUBLE SETSCREWS
STAINLESS BUSHING
PAINT
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9 1110

7
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15

12

8

14

ITEM DESCRIPTION PART NO.

HANGER BODY:
1 Tri-Stud, Alum ............................................................................ SE-0512
2 Double Stud, Alum ..................................................................... SE-0516
3 Single-Stud, Alum ...................................................................... SE-0438
4 1½" NPS, Alum .......................................................................... SE-0530

DISCONNECT BALANCER:
5 1½" NPS, ½" Wide Comb, Iron ................................................. SE-0380
6 Tri-Stud, 3/4" Wide Comb, Alum ............................................... SE-0505
7 TRI-STUD ADAPTER, 1½" NPS, Alum ............................ SE-0533
8 TRI-BOLT ADAPTER, 1½" NPS, Alum ............................. SE-4242
9 CLEVIS ADAPTER:

1½" NPS, 3/4" Clevis, Alum ...................................................... SE-4030
10 1½" NPS, Double, 3/4" Wide Slot, Alum ................................... AB-0316
11 Tri-Stud, 3/4" Wide Clevis, Alum ............................................... SE-4031
12 Single Stud, 3/4" Wide Clevis, Alum ......................................... SE-0540
13 Single Stud, 3/4" Wide Slot, Alum ............................................. SE-0630
14 TRI-BOLT/TRI-STUD ADAPTER, 1½" NPS, Alum ...... SE-0502
15 SPAN WIRE ADAPTER,

1½" NPS, Alum w/ Stainless Bushing ....................................... SE-0371

Notes:
1. All assemblies are supplied standard with

stainless steel fasteners.
2. Specify options when ordering.

COMPONENTS
Span Wire

PAINT

ITEM 1-8 OPTIONS

PAINT

ITEM 9-13 OPTIONS

STAINLESS BUSHING

OPTIONS
TRI-BOLT or TRI-STUD

7/26/05
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54

14
10 11

12 13

6

987

EXTENDER CONNECTOR HANGER,
1 10-Hole, Alum ............................................................................ SE-0539
2 10-Hole Serrated, Alum. ............................................................ SE-0543
3 2-Hole, 1/2" Width, Alum ........................................................... SE-0508

2-Hole, 3/4" Width, Alum ........................................................... SE-0613
4 EXTENDER, Alum ............................................................... SE-0507
5 TRI-STUD HANGER BODY,

Adjustable 10-Hole, Alum .......................................................... SE-0538
6 L-SHAPED SIGN ADAPTER, Serrated, Alum ............... SE-0541
7 SIGN HANGER,  Serrated, 6" & 14" CTC, Alum................ SE-0542

CAST SIGN MOUNT:
8 Single, 16" CTC, Alum ............................................................... SE-0537
9 Double, 16" CTC, Alum ............................................................. SE-0556
10 STABILIZER BAR, 2" x 6", 2-Hole, Alum........................... SE-0536
11 STABILIZER BLOCK, 2" x 6", 2-Hole, Alum .................... SE-0544

TETHER PLATE:
12 1-Hole, Alum .............................................................................. SE-0510
13 2-Hole, Alum .............................................................................. SE-0509
14 Slotted, Alum ............................................................................. SE-0515

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with stainless steel

fasteners and galvanized hardware on span wire clamps.
2. Specify options when ordering.

COMPONENTS
Span Wire

PAINT

ITEM 5-11 OPTIONS

PAINT

ITEM 1-3 OPTIONS

STAINLESS BUSHING

LENGTH:
11", 19", 40", or 72"

PAINT

 OPTIONS

7/8/05
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1

2

4

Notes:
1. All assemblies are supplied standard with stainless

steel fasteners and galvanized clevis pins. Slainless
upgrade shall include stainless steel clevis pins.

2. Specify options when ordering.

3

1 PAL BALANCE ADJUSTER, Pivot and Lock ................. SE-3219
2 BALANCE ADJUSTER:

Iron ............................................................................................. SE-3108
Brass .......................................................................................... SE-3200

3 Iron w/ Jam Nut & Lockwasher ................................................. SE-3191
4 Brass, 3/4" x 3/4" ....................................................................... SE-3068
5 CLEVIS HANGER:

3/4" Hanger x 3/4" Clevis w/ Pins, Alum ................................... SE-0467
3/4" Hanger x ½" Clevis w/ Pins, Alum ..................................... SE-0610

6 CLEVIS-CLEVIS:
3/4" x 3/4" w/ Pins, Alum ........................................................... SE-0468
½" x ½" w/ Pins, Alum ............................................................... SE-0464

ITEM DESCRIPTION PART NO.

COMPONENTS
Balance Adjusters

PAINT

ITEM 5-6 OPTIONS

STAINLESS BUSHING & PINS

 OPTIONS

SLOT:  ½" or 3/4"
EYEBOLT:  ½" or 3/4"

OPTIONS

SLOT:  ½" or 3/4"
EYEBOLT:  ½" or 3/4"
STAINLESS UPGRADE
PAINT

OPTIONS

SLOT:  ½" or 3/4"
EYEBOLT:  ½" or 3/4"
PAINT

1/2/08



����������

��������������������������������������������������������������������������������������������������������������������

� �

�

��

�

�� ��

�

� �

�

��

�

����������
� ����������������������������� ������������������������������������������������� �������
� ������������������������������� ��������������������������������������������� �������

������������������������������ ������������������������������������������������ �������
� ���������������������� �������������������������������������������������������������� �������
� ������������������������� �������������������������������������������������������� �������
� ������������������������ ���������������������������������������������������������� �������
� ������������������������ ���������������������������������������������������������� �������
� ��������������� ��������������������������������������������������������������������������� �������
� ����������������������� ���������������������������������������������������������� �������
� ��������������������������������� ������������������������������������������ �������
�� ��������������������� �������������������������������������������������������������� �������
�� ���������������������� ��������������������������������������������������������������� �������
�� �������������������� ��������������������������������������������������������������������������
�� ������������������������������������ ������������������������������������� �������

���� ����������� ��������

������

�� ���� ��������������� ��������� �������������� ���������� �����
�����������������������������������������������

�� �������������������������������������

����������
������������������������

�������

�����������������

�����������������
���������������
�����

�������

��������������������
����������������
���������������
�����

�������

�����������������
���������������
����������
������������������

�����

�����

�������

�����������������

��������

��������
�����������
����������

�����

�����

�������

�����������������

�����������������
�������������������
�����

��������

�����������������
����������
�����������
�����������
��������

�����



Page T11-10
320 W. 18th St., Edmond OK 73013  • 405-340-3434 • FAX: 405-340-3435 • E-mail: pelco@pelcoinc.com • www.pelcoinc.com

54

1 32

6

7 98

10 11 12

1 TRI-STUD HARDWARE KIT w/ Gasket, 5/16"-18
Zinc Slotted Washer & Stainless Hardware ................................ SE-5048
Stainless Slotted Washer & Stainless Hardware ........................ SE-5123

2 TRI-STUD HARDWARE KIT w/o Gasket, 5/16"-18
Zinc Slotted Washer & Stainless Hardware ................................ SE-5035
Stainless Slotted Washer & Stainless Hardware ........................ SE-5122

3 TRI-BOLT HARDWARE KIT w/ Gasket, 5/16"-18
Zinc Slotted Washer & Stainless Hardware ................................ SE-5100
Stainless Slotted Washer & Stainless Hardware ........................ SE-5125

4 TRI-BOLT HARDWARE w/o Gasket, 5/16"-18
Zinc Slotted Washer & Stainless Hardware ................................ SE-5101
Stainless Slotted Washer & Stainless Hardware ........................ SE-5126

5 TRI-BOLT HARDWARE KIT w/ Gasket, ¼"-20
Zinc Slotted Washer & Stainless Hardware ................................ SE-0398
Stainless Slotted Washer & Stainless Hardware ......................... SE-4111

6 SINGLE-STUD HARDWARE KIT, 5/16"-18
Stainless Single Stud Washer & Stainless Hardware ................. SE-5064

7 LOWER ASSEMBLY KIT, ¼"-20
Zinc Slotted Washer & Stainless Hardware ................................ SE-3021
Stainless Slotted Washer & Stainless Hardware ........................ SE-3227

8 PLUMBIZER HARDWARE KIT, 5/16"-18
Zinc Slotted Washer & Stainless Hardware ................................ SE-3045
Stainless Slotted Washer & Stainless Hardware ........................ SE-3282

9 SIGNAL TO SIGNAL MOUNTING KIT, 5/16"-18
Zinc Slotted Washer & Stainless Hardware ................................. SE-3117
Stainless Slotted Washer & Stainless Hardware ......................... SE-4112

10 SLOTTED WASHER, Zinc Plated ............................ SE-0375-ZN2
SLOTTED WASHER, Stainless Steel ......................... SE-0375-SS

11 SINGLE-STUD WASHER, Stainless ......................... SE-4113-SS
12 SLOTTED GASKET, Neoprene .......................................... AB-0278

ITEM DESCRIPTION PART NO.

Notes:
1. All assemblies are supplied standard with

stainless steel fasteners.

COMPONENTS
Span Wire Hardware Kits

5/1/05
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MISCELLANEOUS
Banding Products

BAND-STRAP .015" (.38 mm) THICK - 200 - 300 Stainless Steel

TYPE 316 STAINLESS STEEL BAND - 100 Ft. Per Roll
US-8124-04 1/2 12.70 0.030 0.76 5.1  2.4
US-8124-05 5/8 15.88 0.030 0.76 6.4 3.0
US-8124-06 3/4 19.05 0.030 0.76 7.7  3.6

BANDING

TYPE 201 STAINLESS STEEL - 100 Ft. Per Roll
US-8122-04 1/2 12.70 .030 0.76 5.1  2.4
US-8122-05 5/8 15.88 .030 0.76 6.4  3.0
US-8122-06 3/4 19.05 .030 0.76 7.7 3.6

GALVANIZED CARBON STEEL BAND - 100 Ft. Per Roll
US-8123-04 1/2 12.70 0.030 0.76 5.1 2.4
US-8123-05 5/8 15.88 0.030 0.76 6.4 3.0
US-8123-06 3/4 19.05 0.030 0.76 7.7    3.6

US-8124-30 3/4 19.05  .044 1.12 11.6 5.4
US-8124-31  1 25.40  .044 1.12 13.7 6.4
US-8124-32 1¼ 31.75  .044 1.12 17.2 8.0

TYPE 201  HEAVY DUTY STAINLESS STEEL BAND - 100 Ft. Per Roll

US-8124-33 3/4 19.05  .048 1.14 11.5 5.2
US-8124-34  1 25.40  .048 1.14 15.3 6.9
US-8124-35 1¼ 31.75  .048 1.14 19.1 8.6

GALVANIZED CARBON STEEL BAND - 100 Ft. Per Roll

US-8121-34 1/2 12.70 2.9 1.3   100 Ft. Roll
US-8121-35 5/8 15.88 3.6 1.7   100 Ft. Roll
US-8121-36 3/4 19.05 4.4 2.0   100 Ft. Roll
US-8121-28 1/2 12.70 5.8 2.6   200 Ft. Roll
US-8121-29 5/8 15.88 7.3 3.2   200 Ft. Roll
US-8121-30 3/4 19.05 8.8 3.9   200 Ft. Roll

Number Inches mm Lbs Kg  Quantity
Catalog Width Weight Package

Number Inches mm Inches m m  Lbs Kg
Catalog Width Thickness Weight

Number Inches mm Inches m m Lbs Kg
Catalog Width Thickness Weight

Heavy Duty Band is available in type 201, 316 and galvanized carbon steel. HD Band is designed for heavy duty applications and 1¼", 201 stainless steel
band has a breaking strength of approximately 5500 lbs. We recommend double wrapping for maximum strength.

HEAVY DUTY (HD) BANDING

SAFETY YELLOW OR
ORANGE PLASTIC

DISPENSING
CARTONS

Width  201 316

1/2 .030 1500 1200  .015 600 .020 850 .025 1050
5/8 .030 1875 1500  .015 750 - - - -

Inches Thick Force Force Thick Force Thick Force Thick Force

Number Inches mm Lbs Kg  Quantity
Catalog Width Weight Package

A-SCREW LOCK BUCKLES - Stainless Steel

US-8127-24 1/2 12.70 2.1 1.0 25
US-8127-25 5/8 15.88 2.4 1.1 25
US-8127-26 3/4 19.05 3.7 1.7 25
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MISCELLANEOUS
Buckles

7/1/03

US-8122-54 1/2 12.70 2.1 1.0
US-8122-55 5/8 15.88 2.4 1.1
US-8122-56 3/4 19.05 3.7 1.7

TYPE 201 STAINLESS STEEL  BUCKLES - Package Quantity 100

TYPE 316 STAINLESS STEEL  BUCKLES - Package Quantity 100
US-8124-54 1/2 12.70 2.1 1.0
US-8124-55 5/8 15.88 2.4 1.1
US-8124-56 3/4 19.05 3.7 1.7

TYPE 201/301 STAINLESS STEEL - Package Quantity 25
US-8124-40 3/4 19.05 1.8 0.8
US-8124-41  1 25.40 2.4 1.1
US-8124-42 1¼ 31.75 3.2 1.4

HEAVY DUTY BUCKLES
HD Buckles are offered in widths and metals to correspond to HD Band.  Clamps may be double wrapped for extra strength.

GALVANIZED CARBON STEEL BUCKLES - Package Quantity 100
US-8123-54 1/2 12.70 2.1 1.0
US-8123-55 5/8 15.88 2.4 1.1
US-8123-56 3/4 19.05 3.7 1.7

The USA BAND TOOL is a forged double-plated tool capable of tensioning over 2400 lbs. The banding tool has a built-in cutter and a spring loaded gripper
lever. The spin handle has a large retaining ring to keep the handle in place and can be used to hang on a tool belt.

US-8120-01 The USA Band Tool, Wt 4.4 lbs (2.0 kg) - Package Quantity 1
US-8120-43 Close Quarter Tension Nut. Replaces tool tension

handle when space is limited. Package Quantity 1
US-8120-06 Tension Screw/Handle kit - Package Quantity 1

BAND TOOL

Catalog
Number Description

BAND CLIPS

TYPE 201 STAINLESS STEEL BAND-CLIPS - Package Quantity 100
US-8121-54 1/2 12.70 2.1 1.0
US-8121-55 5/8 15.88 2.4 1.1
US-8121-56 3/4 19.05 3.7 1.7

HEAVY DUTY BAND TOOL

US-8121-10 The Heavy Duty Tool, Wt 11.7 lbs (5.3 Kg) - Package Quantity 1

The Heavy Duty TOOL must be used with all Heavy Duty Bands. The HD TOOL is 16½ inches long and
is capable of up to 6,000 lbs. of tensioning.

Catalog        Width             Weight
Number Inches m m Lbs Kg

Catalog        Width             Weight
Number Inches m m Lbs Kg

Catalog        Width             Weight
Number Inches m m Lbs Kg

Catalog
Number Description

BUCKLES
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MISCELLANEOUS
Brackets

7/1/03

US-8125-10 Light Duty, 1½" x 4-3/4" w/ 5/8"-11 x 2" Plated Bolt 0.57
US-8125-12 Heavy Duty, 1½" x 5¼" w/ 5/8"-11 x 2" Plated Bolt 0.78
US-8125-11 Heavy Duty, 1½" x 5¼" w/ 5/8"-11 x 3" Plated Bolt 0.84
US-8125-13 Heavy Duty, 1½" x 5¼" w/ 3/4"-11 x 3" Plated Bolt 1.22

SIGN MOUNTING BRACKETS

1-BOLT STRAIGHT LEG BRACKET (.075" THICK) - 50 Per Package
US-8121-00 Stainless Steel with SS Bolt, Washer 7.3       3.3

and Fiber Washer
US-8120-04 Stainless Steel without Bolt or Washer
US-8120-11 Zinc Plated Steel with Carbon Bolt, 7.6       3.5

Washer and Fiber Washer
1-BOLT FLARED LEG BRACKET (.075" THICK) - 50 Per Package
US-8120-21 Stainless Steel with SS Bolt and Washer 7.6 3.5
US-8120-31 Zinc Plated Steel with Carbon Bolt, 7.4 3.4

Washer and Fiber Washer

MOUNTING PLATES - Per Each - Secure with band and buckles.
Strapping holds this extruded aluminum mounting plate to utility poles.

See Pelco Utility Catalog Sec. 2 Bulletin # 906.

USA BOLT / CLAMP - Per Each
Extruded aluminum fittings with zinc plated bolt, nut and washer.  To be used with USA Band for mounting pole hardware.

US-8500 Bolt/Clamp for use with ¾" USA BAND 0.43
band (US-8122-06).  Includes plated nut, bolt
3/8"-16 x 6" and washer.

US-8504 Bolt/Clamp for use with 1¼" USA BAND 1.48
band (US-8124-62).  Includes plated nut, bolt
5/8"-11 x 8" and washer.

TRAFFIC SIGNAL/BANNER ROD MOUNTING BRACKETS - Per Each
Aluminum brackets strap to poles to mount traffic signal lights, street signs or banner rods.  Use 3/4" x .030" stainless band and buckles.

See Pelco Catalog Sec.3 Bulletin # 119 for other available Mounting Hubs

BOLTS, WASHERS for BRACKETS - 50 Per Box

US-8120-02 Bolts Stainless Steel for Stainless
Brackets (5/16 -18 x 3/4" Long Hex Head)

US-8121-80 Bolts Zinc Plated Steel for Carbon
Steel Brackets (5/16 -18 x 3/4" Long Hex Head)

US-8120-03 Fiber Washers

SE-0357 Standard Mount - 1½" NPS Hole -
SE-4050 Narrow Mount - 1½" NPS Hole -
SE-0384 Extended Hub - 1½" NPS Hole -

Catalog Weight
Number Description Lbs/Ea

Catalog Weight
Number Description Lbs/Ea

Catalog Weight
Number Description Lbs Kg

Catalog
Number Description

Catalog Weight
Number Description Lbs/Ea
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MISCELLANEOUS
Terms & Conditions

4/22/05

PAYMENT TERMS: Net 30 Days.
A 1½% per month (18% APR Service Charge) will be accessed on invoices whose pay-
ment has not been received within 45 days.

CREDIT HOLD: Accounts over 90 Days will be placed on credit hold and remain so until brought current
including Service Charges. Orders on credit hold will be pulled from production and will
only be rescheduled for shipment after release from credit hold.

MINIMUM BILLING: A $20.00 Minimum Service Charge will be assessed to each order for $100.00 or less.

F.O.B. POINT: Edmond, Oklahoma unless otherwise quoted.

PRICING: As stated in Price Schedule, prices are subject to change without notice.

QUOTATIONS: Pricing on quotations is firm for 30 days from date of quotation unless otherwise indicated.
Please reference quotation when ordering.

CANCELLATIONS: Orders cancelled for stock items will be assessed at a minimum of 10% of net value.
Orders cancelled for special or non-stock items will be accessed at a minimum of 20% of
net value.

SHIPMENT Pelco is very diligent in selecting the most competent and economical carrier. However,
upon written request Pelco will use a carrier of your specific choice. See page T12-6, in the
Pelco catalog, for shipment specifics and freight claims.

RETURNED In order to expedite handling, written authorization must accompany all returned goods.
Upon request, a Returned Merchandise Authorization (RMA) must be used. Use this RMA
as a packing list when returning a shipment. A restocking fee plus freight charges shall be
accessed against the return of goods unless return of goods was due to an error of Pelco.

WARRANTY: General: All statements, technical information and recommendations contained in Pelco
Product Brochures and Bulletins are based on tests Pelco believes to be reliable, however,
the accuracy or completeness thereof is not guaranteed and the following is made in lieu
of all warranties, expressed or implied:

Limited Warranty: Pelco’s only obligations shall be to replace such quantity of the product
proven to be defective.

Repair or replacement of any product will be made at Pelco’s facilities. The extent of repair
or replacement is at Pelco’s discretion. Transportation to and from Pelco’s facilities is the
responsibility of the buyer.

Pelco shall not be liable for injury, loss or damage direct or consequential arising out of the
use of, or the inability to use the product. Before using, user shall determine the suitability
of the product for his intended use, and assumes all risk and liability whatsoever in con-
nection therewith. No statement or recommendation not contained herein shall have any
effect unless in an agreement signed by the officers of Pelco Products Inc.

Warranty Period: 90 Days from date of shipment.

GOODS:

& DELIVERY:
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WET PAINT SPECIAL COLORS
(SUBJECT TO SPECIAL SETUP CHARGE)
P07 - Louisiana Green (medium green)
P09 - Vepco Green (hedge green)
P10 - Bronze (duronodic dark gray)
P13 - Battleship Gray
P14 - Zinc Chromate Primer
P15 - Gray Primer
P17 - Platinum Aluminum (vinyl acrylic)
P18 - Bronze (dark chocolate brown)
P20 - Brushing Brown (fast dry enamel)
P21 - Dove Gray
P22 - Gloss White (industrial enamel)
P23 - Gloss White
P24 - Hawaiian Blue
P25 - Platium Aluminum (alkyd enamel)
P26 - Primer Gray
P50 - US Bronze (clearwater bronze)

POWDER COAT STANDARD COLORS
P29 - Federal Yellow
P30 - Automatic Green
P33 - Gloss Black
P34 - Flat Black
P36 - New York State Green (forest)
P45 - Super Wet White

CODE COATING

ALO - Alodine
BOX - Black Oxide
BRS - Brass
CRM - Chrome
EC1 - E-coat Black
GLV - Galvanized
ZN1 - Zinc, Bright
ZN2 - Zinc, Yellow
PXX - Paint

WET PAINT STANDARD COLORS
P01 - Federal Yellow
P02 - Semi-Gloss Black
P03 - Flat Black
P04 - Gloss Black
P05 - New York State Green (forest)
P06 - Automatic Green (dark olive)
P16 - Industrial Red Primer

POWDER COAT ORNAMENTAL COLORS
P33 - Gloss Black
P39 - Bronze
P40 - Silver (w/ clear top coat)
P41 - Patina (w/ clear top coat)
P42 - Antique Copper (w/ clear top coat)
P43 - Weathered Green
P44 - Antique Black Matt
P46 - Brown Rust
P47 - Brown Base
P49 - Cratered Pewter
P51 - Cratered Bronze
P52 - Gold Lame'
P53 - Weathered Copper
P54 - Rustic Brown
P55 - Copper

POWDER COAT SPECIAL COLORS
(SUBJECT TO SPECIAL SETUP CHARGE)

P28 - Sun Gold (w/ clear top coat)
P31 - Semi-Gloss Black
P32 - Clear Coat
P35 - Iron Gray
P38 - Louisiana Green (medium green)
P37 - Epoxy Matte Gray Primer
P48 - Gray Primer (zinc rich)
P62 - MDC Gray
P63 - Mocha Brown
P64 - KOMO Bronze

4/22/05

MISCELLANEOUS
Coatings

Note:
Pelco can match your custom colors. Please provide the
following and contact Pelco for pricing.

For custom powder: RAL number or paint chip.
For wet paint: Federal Standard 595 paint code or paint chip.

Special setup and paint charge will apply.
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COPY OF SHIPMENT NOTICE INCLUDED WITH EACH SHIPMENT

320 W. 18th
Edmond, Oklahoma 73013
(405)340-3434  FAX: (405)340-3435

SHIPMENTS MADE WITH FACTORY AS F.O.B. POINT
NOTICE

-CARRIER HAS ACCEPTED SHIPMENT  IN GOOD CONDITION-
LOST OR DAMAGED GOODS ARE THE CARRIER'S RESPONSIBILITY in all shipments of this type.

PELCO'S Responsibility For This Shipment Has Now Ceased.
CHECK YOUR SHIPMENT CAREFULLY WHEN DELIVERED to see that it is in good order and received
complete.  When packages check short or are in bad condition, have the Carrier's agent make notation of this
fact in detail on the freight  bill or express receipt and then require that he sign it .

LOST OR DAMAGED GOODS ARE THE CARRIER'S RESPONSIBILITY in all LTL (less than truckload)
shipments.  In TL (truckload) shipments, the Carrier is responsible for damage to exposed surfaces of the
goods (top and ends) caused by collision with other vehicles or objects when the Carrier is negligent, and
by loading other freight on or against Pelco goods.  When the trailer itself  shows evidence of fresh
damage, call at once for inspection of the contents just as though it were an LTL shipment.

CONCEALED LOSS OR DAMAGE DISCOVERED AFTER DELIVERY of shipment must be reported to the
delivering Carrier upon discovery, and in any event within 15 days after receipt.  Hold goods, containers, and
packing materials in exact condition as found for inspection by the Carrier.  An inspector for the Carrier should
call within 48 hours.  If nothing is heard in that time, notify them by registered mail and get a receipt.  The
Carrier will issue an inspection report and give you a copy which must be used to support your claim.

FAILURE TO COMPLY WITH ANY OF THE FOREGOING REGULATIONS IS REGARDED AS INDICATING
COMPLETE DELIVERY OF FREIGHT IN GOOD CONDITION.

Make Your Claim Promptly.
Carrier Will Not Consider a Claim Unless Presented Within 9 Months After Receipt of Shipment.

IMPORTANT!

DO NOT DEDUCT THE AMOUNT OF LOSS OR DAMAGE from Pelco invoice while awaiting adjustment of a
claim, as we can not guarantee safe delivery for actions beyond our control.

Please do not return goods to Pelco or instruct Carriers to return goods without first securing written authoriza-
tion and shipping instructions.

SHIPMENTS MADE WITH DESTINATION AS F.O.B. POINT
-CARRIER HAS ACCEPTED SHIPMENT IN GOOD CONDITION-

CHECK YOUR SHIPMENT CAREFULLY WHEN DELIVERED to see that it is in good order and recieved
complete.

When packages check short or are in damaged condition, have the carriers agent make notation of this fact on
the freight bill or express receipt, and then require that he sign it.

Check your shipment immediately to make sure the contents agree with the Pelco packing list enclosed and to
determine if any damage has occurred during transit.

Any shortages and or concealed damages MUST be reported to Pelco within 10 DAYS.

FAILURE TO COMPLY WITH THE FOREGOING IS REGARDED AS AN INDICATION THAT YOUR
SHIPMENT HAS ARRIVED IN SATISFACTORY CONDITION AND THAT IT IS COMPLETE AS SHOWN ON
OUR PACKING LIST.

Please do not  return damaged goods to Pelco withour first securing authorization and shipping instructions.

Pelco will make every effort possible to effect prompt correction of any short or damaged goods when claims
are made within these guidelines.

MISCELLANEOUS
Shipping Notice

7/1/03
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61⁄4”

A
TOP VIEW

SIDE VIEW

A
TOP VIEW SIDE VIEW

41⁄2”-6”

Conduit Stand-Off Brackets

ITEM DESCRIPTION PART NO.

A multipurpose bracket with a 6” stand-off for mounting 1” through 6” conduit. Available 
with various H-bar lengths which capture 1⁄2” bolt heads. Mounts to the pole with 5/8” 
thru-bolt, 1/2” lag screw, or 11⁄2” banding material (not supplied). Bracket in photograph 
shown with a preformed conduit strap.

Please specify H-bar length when ordering.

CONDUIT STAND-OFF BRACKETS W/ 6” STAND-OFF
 (Wood, Steel or Concrete Pole)

1 Conduit Stand-Off Bracket, Alum. ................................. SP-6060

H-BAR LENGTH (A dim):
 6”, 91⁄2”, 12”, 24”, 30”, or 36”
 (available without H-BAR)

OPTIONS

ITEM DESCRIPTION PART NO.

Please specify H-bar length when ordering.

1 Adjustable Conduit Stand-Off Bracket, Alum. ........... SP-6042

H-BAR LENGTH (A dim):
 6”, 91⁄2”, 12”, 24”, 30”, or 36”
 (available without H-BAR)

OPTIONS

ADJUSTABLE CONDUIT STAND-OFF BRACKETS (Wood Pole)

This bracket for mounting 1” through 6” conduit can adjust from a 41⁄2” to 6” stand-off. 
Available with various H-bar lengths which capture 1⁄2” bolt heads. Mounts to the pole 
with 5/8” thru-bolt or 1/2” lag screw. (not supplied). Bracket in photograph shown with 
a preformed conduit strap.

1

1
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A
TOP VIEW SIDE VIEW

41⁄2”-6”

2

3

ADJUSTABLE CONDUIT STAND-OFF BRACKET 
(Wood, Steel or Concrete Poles)

This bracket for mounting 1” through 6” conduit can adjust from a 41⁄2” to 6” stand-
off. Available with various H-bar lengths which capture 1⁄2” bolt heads. Mounts to 
the pole with 5/8” thru-bolt, 1/2” lag screw, or banding material (not supplied). 
Shown in photograph with a preformed conduit strap.

1 Adjustable Conduit Stand-off Bracket....................SP-6046
 with Band Retainer, Alum
2 Band Retainer, Alum ...............................................SP-6045
3 Adjustable Conduit Stand-off Bracket....................SP-6042

ITEM DESCRIPTION PART NO.

Please specify H-bar length when ordering.

H-BAR LENGTH (A dim):
 6”, 91⁄2”, 12”, 24”, 30”, or 36”
 (available without H-BAR)

OPTIONS

1

Conduit Stand-Off Brackets

ITEM DESCRIPTION PART NO.

1 Conduit Stand-off Bracket
 For Wood Poles, Steel ................................................. SP-6176

CONDUIT STAND-OFF BRACKET  
(Wood Poles)
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Three-piece galvanized steel mounting 
bracket. Designed to mount fuse and 
disconnect switches to a wood pole.

Mounting Brackets

SWITCH MOUNTING BRACKET

ITEM DESCRIPTION PART NO.

1 Switch Mounting Bracket, Steel. .................................... SP-6019

ITEM DESCRIPTION PART NO.

1 Meter Loop Cabinet Bracket, Slotted
 For Wood Pole ......................................................................... SP-6175

Two-piece galvanized steel 
mounting bracket. Designed 
to mount cabinet to a wood 
pole.

METER LOOP CABINET BRACKET 
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H-Bars & Conduit Straps

Extruded aluminum H-bars can be used for a variety of mounting applications and can be 
ordered in various lengths. The standard 2-way H-bar is designed to capture 1⁄2” bolt heads and 
the offset H-bar is designed to capture 1⁄2” and 5/8” bolt heads.

2-WAY H-BARS

PREFORMED CONDUIT STRAPS

Preformed 0.09” x 11⁄2” straps available for 1” through 6” conduit. Each strap 
comes complete with (2) each galvanized hex head bolts, split lock washers, and hex 
nuts. Available with 11⁄4” or 2” long bolts.

BAR LENGTH:
 6”, 8”, 91⁄2”, 12”, 18”, 24”, 30”, 
36”, 48”, 60” or 122”

OPTIONS

CONDUIT SIZE:
 1”, 2”, 21⁄2”, 3”, 4”, 5”, or 6”

OPTIONS

STAINLESS HARDWARE

1 Preformed Conduit Strap, Alum ............................. SP-6027
 (With (2) ea. 1⁄2”-13NC x 11⁄4” galv bolts, lock washers, & nuts)
2 Preformed Conduit Strap, Alum ............................. SP-6049
 (With (2) ea. 1⁄2”-13NC x 2” galv bolts, lock washers, & nuts)

ITEM DESCRIPTION PART NO.

Please specify conduit size when ordering.

1 2-Way H-bar, Alum ...................................................SP-6025
 (Captures 1⁄2” Bolt Heads)
2 2-Way H-bar, Alum ...................................................SP-6048
 (Captures 1⁄2” and 5/8” Bolt Heads))

ITEM DESCRIPTION PART NO.

Please specify H-bar length when ordering.

H-BAR OFFSET H-BAR

END VIEWEND VIEW

1 2

Conduit
Diameter
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EZ-Band Retaining Kits

1 EZ-Band Retaining Kit ....................................0.43 ................... US-8500
 For use with 3/4” band (US-8122-06)
 Includes plated nut, bolt 3/4”-16 x 6” and washer
2 Heavy-Duty EZ-Band Retaining Kit ................1.48 ................... US-8504
 For use with 1-1⁄4” band (US-8124-62)
 Includes plated nut, bolt 5/8”-11 x 8” and washer

ITEM DESCRIPTION WEIGHT PART NO.
  Lbs/Ea

E-Z BAND RETAINING KITS

Extruded aluminum fittings with galvanized carriage bolt, flat washer, and square nut. 
To be used with USA Band for mounting brackets to pole. Available in sizes for 3/4” 
and 11⁄4” bands.
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SAFETY YELLOW 
OR ORANGE PLASTIC

DISPENSING
CARTONS

BANDING
Catalog Width Thickness Weight
Number Inches mm Inches mm Lbs Kg

TYPE 201 STAINLESS STEEL - 100 Ft. Per Roll
US-8122-04 1/2 12.70 .030 0.76 5.1 2.4
US-8122-05 5/8 15.88 .030 0.76 6.4 3.0
US-8122-06 3/4 19.05 .030 0.76 7.7 3.6
 
TYPE 316 STAINLESS STEEL BAND - 100 Ft. Per Roll
US-8124-04 1/2 12.70 .030 0.76 5.1 2.4
US-8124-05 5/8 15.88 .030 0.76 6.4 3.0
US-8124-06 3/4 19.05 .030 0.76 7.7 3.6

GALVANIZED CARBON STEEL BAND - 100 Ft. Per Roll
US-8123-04 1/2 12.70 .030 0.76 5.1 2.4
US-8123-05 5/8 15.88 .030 0.76 6.4 3.0
US-8123-06 3/4 19.05 .030 0.76 7.7 3.6

HEAVY DUTY (HD) BANDING
Heavy Duty Band is available in type 201, 316 and galvanized carbon steel. HD Band is designed for heavy duty applications and 11⁄4”, 201 stainless 
steel band has a breaking strength of approximately 5500 lbs. We recommend double wrapping for maximum strength.

Catalog Width Thickness Weight
Number Inches mm Inches mm Lbs Kg

TYPE 201 HEAVY DUTY STAINLESS STEEL BAND - 100 Ft. Per Roll
US-8124-30 3/4 19.05 .044 1.12 11.6 5.4
US-8124-31 1 25.40 .044 1.12 13.7 6.4
US-8124-32 11⁄4 31.75 .044 1.12 17.2 8.0
 
GALVANIZED CARBON STEEL BAND - 100 Ft. Per Roll
US-8124-33 3/4 19.05 .048 1.14 11.5 5.2
US-8124-34 1 25.40 .048 1.14 15.3 6.9
US-8124-35 11⁄4 31.75 .048 1.14 19.1 8.6

BAND STRAP .015” (.38mm) THICK - 200-300 Stainless Steel

Catalog Width Weight Package
Number Inches mm Inches mm Quantity

US-8121-34 1/2 12.70 2.9 1.3 100 Ft. Roll
US-8121-35 5/8 15.88 3.6 1.7 100 Ft. Roll
US-8121-36 3/4 19.05 4.4 2.0 100 Ft. Roll
US-8121-28 1/2 12.70 5.8 2.6 200 Ft. Roll
US-8121-29 5/8 15.88 7.3 3.2 200 Ft. Roll
US-8121-30 3/4 19.05 8.8 3.9 200 Ft. Roll

Banding
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BUCKLES
Catalog Width Weight
Number Inches mm Lbs Kg

TYPE 201 STAINLESS STEEL BUCKLES - Package Quantity 100
US-8122-54 1/2 12.70 2.1 1.0 
US-8122-55 5/8 15.88 2.4 1.1 
US-8122-56 3/4 19.05 3.7 1.7
  
TYPE 316 STAINLESS STEEL BUCKLES - Package Quantity 100
US-8124-54 1/2 12.70 2.1 1.0 
US-8124-55 5/8 15.88 2.4 1.1 
US-8124-56 3/4 19.05 3.7 1.7

GALVANIZED CARBON STEEL BUCKLES - Package Quantity 100
US-8123-54 1/2 12.70 2.1 1.0 
US-8123-55 5/8 15.88 2.4 1.1 
US-8123-56 3/4 19.05 3.7 1.7

HEAVY DUTY BUCKLES
Heavy Duty Buckles are offered in widths and metals to correspond to Heavy Duty Band. Clamps may be double wrapped for extra strength.

Catalog Width Weight
Number Inches mm Lbs Kg

TYPE 201/301 STAINLESS STEEL - Package Quantity 25
US-8124-40 3/4 19.05 1.8 0.8 
US-8124-41 1 25.40 2.4 1.1 
US-8124-42 11⁄4 31.75 3.2 1.4

BAND CLIPS
Catalog Width Weight
Number Inches mm Lbs Kg

TYPE 201 STAINLESS STEEL BAND CLIPS - Package Quantity 100
US-8121-54 1/2 12.70 2.1 1.0 
US-8121-55 5/8 15.88 2.4 1.1 
US-8121-56 3/4 19.05 3.7 1.7

A-SCREW LOCK BUCKLES - Stainless Steel

Catalog Width Weight Package
Number Inches mm Inches mm Quantity

US-8127-24 1/2 12.70 2.1 1.0 25
US-8127-25 5/8 15.88 2.4 1.7 25
US-8127-66 3/4 19.05 3.7 1.7 25

Width 201 316 
Inches Thickness Force Force Thickness Force Thickness Force Thickness Force

1/2  .030 1500 1200 .015 600 .020 850 .025 1050
5/8  .030 1875 1500 .015 750 - - - -

Buckles
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Brackets

SIGN MOUNTING BRACKETS
Catalog  Weight
Number Description  Lbs Kg

1-BOLT STRAIGHT LEG BRACKET (.075” THICK) - 50 Per Package
US-8121-00 Stainless Steel with SS Bolt, Washer 7.3 3.3
 and Fiber Washer 
US-8120-04 Stainless Steel without Bolt or Washer
US-8120-11 Zinc Plated Steel with Carbon Bolt, 7.6 3.5
 Washer and Fiber Washer

1-BOLT FLARED LEG BRACKET (.075” THICK) - 50 Per Package
US-8120-21 Stainless Steel with SS Bolt, Washer 7.6 3.5 
US-8120-31 Zinc Plated Steel with Carbon Bolt, 7.4 3.4
 Washer and Fiber Washer 
 

BOLTS, WASHERS for BRACKETS - 50 Per Box

Catalog 
Number Description  

US-8120-02 Bolts, Stainless Steel for Stainless Brackets
 (5/16 - 18 x 3/4” Long Hex Head) 
US-8120-80 Bolts, Zinc Plated Steel for Carbon Steel Brackets
 (5/16 - 18 x 3/4” Long Hex Head)
US-8120-03 Fiber Washers
 

TRAFFIC SIGNAL/BANNER ROD MOUNTING BRACKET - Per Each
Aluminum brackets strap to poles to mount traffic signal lights, street signs or banner rods. Use 3/4” x .030” stainless band and buckles.

Catalog 
Number Description   

SE-0357 Standard Mount - 11⁄2” NPS Hole 
SE-4050 Narrow Mount -  - 11⁄2” NPS Hole
SE-0384 Extended Mount -  - 11⁄2” NPS Hole

See Pelco Catalog Section 11 for other available Mounting Hubs 

 

MOUNTING PLATES - Per Each - Secure with band and buckles. 
Strapping holds this extruded aluminum mounting plate to utility poles.

Catalog  Weight 
Number Description Lbs/Ea 

US-8125-10 Light Duty 11⁄2” x 4-3/4” w/ 5/8”-11 x 2” Plated Bolt 0.57 
US-8125-12 Heavy Duty 11⁄2” x 51⁄4” w/ 5/8” -11 x 2” Plated Bolt 0.78
US-8125-11 Heavy Duty 11⁄2” x 51⁄4” w/ 5/8” -11 x 3” Plated Bolt 0.84
US-8125-13 Heavy Duty 11⁄2” x 51⁄4” w/ 3/4” -11 x 3” Plated Bolt 1.22
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Band Tool

BAND TOOL
The USA BAND TOOL is forged double-plated tool capable of tensioning over 2400 lbs. The banding tool has a built-in cutter and a spring loaded 
gripper lever. The spin handle has a large retaining ring to keep the handle in place and can be used to hang on a tool belt.

Catalog 
Number Description 

US-8120-01 The USA Band Tool, Wt 4.4 lbs (2.0 kg) - Package Quantity 1 
US-8120-43 Close Quarter Tension Nut. Replaces tool tension
  handle when space is limited. Package Quantity 1 
US-8120-06 Tension Screw/Handle kit - Package Quantity 1  

HEAVY DUTY BAND TOOL
The Heavy Duty TOOL must be used with all Heavy Duty Bands. The HD TOOL is 161⁄2 inches 
long and is capable of up to 6,000 lbs. of tensioning.

Catalog 
Number Description 

US-8121-10 The Heavy Duty Tool, Wt 11.7 lbs (5.3 kg) - Package Quantity 1 
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11”

Terminator & Arrester Mounts

For mounting 3 pieces of equipment: potheads, arrestors, and cable terminators. 
Supplied with grounding lug, galvanized bolts, lock washers and nuts. Mounts 
to pole with 5/8” thru-bolt, 1/2” lag screw  or 1/2” banding material (not 
supplied).

BOLTED THREE PHASE TERMINATOR MOUNT

ITEM DESCRIPTION PART NO.

1 Bolted 3-Phase Terminator Mount, Alum.................... SP-6064

ITEM DESCRIPTION PART NO.

Please specify H-bar length when ordering.

1 Bolted 3-Phase Terminator & Arrester Mount, Alum.... SP-6065

BOLTED THREE PHASE TERMINATOR ARRESTER MOUNT
For mounting 6 pieces of equipment: potheads, arresters, and cable terminators. 
Supplied with grounding lug, galvanized bolts, lock washers, and nuts. Mounts 
to pole with 5/8” thru-bolt, 1/2” lag screw  or 1/2” banding material (not 
supplied).

1

LENGTH (A-dim):
 231⁄4” or 331⁄2”

OPTIONS

Please specify H-bar length when ordering.

A 26°

TOP VIEW SIDE VIEW

1

FRONT VIEW

TOP VIEW

SIDE VIEW

11”

A

26°

LENGTH (A-dim):
 24-3/4” or 35”

OPTIONS



320 W. 18th Street, Edmond Oklahoma 73013 · 405-340-3434 · Fax: 405-340-3435 E-mail: pelco@pelcoinc.com · pelcoinc.com

Utility Products

320 W. 18th Street, Edmond Oklahoma 73013 · 405-340-3434 · Fax: 405-340-3435 E-mail: pelco@pelcoinc.com · pelcoinc.com

Utility Products

11/28/05Page U2-2

10”

17”

18”

9”

For mounting single cutouts, 
lightning arresters, or potheads. 
Mounts to pole with 5/8” thru-
bolt and 1/2” lag screw (not 
supplied). Two units may be 
mounted back-to-back on pole 
using same thru-bolt.

1 Single Phase Cutout/Arrester Mount ................ SP-6057

ITEM DESCRIPTION PART NO.

Terminator & Arrester Mounts

2 Single Phase Mount ..........................................SP-6088

ITEM DESCRIPTION PART NO.

BOLTED SINGLE PHASE TERMINATOR MOUNT

3 Single Phase Mount, 17” x 10” x 18” CTC ..............SP-6092
ITEM DESCRIPTION PART NO.

For Mounting two pieces of equipment. Mounts to pole with 5/8” 
thru-bolt, 1/2” lag screw  or 11⁄2” banding material (not supplied). 
Two units may be mounted back-to-back on pole using same thru-
bolt.

For mounting individual cutouts and arresters at a distance 
of 17” from the pole. A 5/8” thru-bolt (not supplied) is 
recommended for installation. Two units may be mounted 
back-to-back on pole using same thru-bolt,

3

2
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Utility Mounting Plates

Multi-purpose light duty aluminum 
mounting bracket with A-307 5/8” 
galvanized hardware. Banding holds 
this extruded aluminum mounting 
plate to utility poles. For use with 
3/4” or 11⁄4” band.

Multi-purpose heavy duty aluminum 
mounting bracket with A-307 5/8” 
or 3/4” galvanized hardware. 
Bracket with 5/8” hardware is 
available in two lengths. Banding 
holds this extruded aluminum 
mounting plate to utility poles. For 
use with 3/4” or 11⁄4” band.

1 Light Duty Utility Mounting Plate with 5/8”-11 X 2” Hardware ..........................11⁄2” .............. 4-3/4” .............US-8125-10

ITEM DESCRIPTION A B PART NO.

1 Heavy Duty Utility Mounting Plate with 5/8”-11 X 2” Hardware ........................11⁄2” ................51⁄4” ...............US-8125-12
 Heavy Duty Utility Mounting Plate with 5/8”-11 X 3” Hardware ........................11⁄2” ................51⁄4” ............... US-8125-11
 Heavy Duty Utility Mounting Plate with 3/4”-11 X 3” Hardware ........................11⁄2” ................51⁄4” ...............US-8125-13

ITEM DESCRIPTION A B PART NO.

LIGHT DUTY MOUNTING PLATE

HEAVY DUTY MOUNTING PLATE

A

B

1

A

B

1
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Mounts to pole with 5/8” thru-bolt, 1/2” lag screw  or (3) 11⁄2” bands.

Transformer Mounts

ITEM DESCRIPTION PART NO.

1 Transformer Mounting Bracket, Alum. ......................... SP-6157

See section 1 for banding options.

TRANSFORMER MOUNTING BRACKET

1

24” CTC
12” CTC
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MOBILE HOME METER PEDESTAL

Shown with meter (not supplied with assembly).

ITEM DESCRIPTION PART NO.

1 Mobile Home Meter Pedestal, Steel............................. SP-6173

Meter Pedestal

Fabricated from 18 ga. Phosphate coated steel and 
powder coated P67 Ansi Grey. Comes complete with 
Access Panel.  
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Utility Products Electrical Utility Box

ELECTRICAL UTILITY BOX

Fabricated from 18 ga. Phosphate coated steel and powder 
coated P67 Ansi Grey. Complete with 3/4” Plywood Back 
Panel, Latches (top, bottom and right side) and Mounting 
brackets (top and bottom).

ITEM DESCRIPTION PART NO.

1 Electrical Utility Box, Steel ............................................... SP-6180

8/7/06Page U2-6
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Foundation Anchors

For residential, ornamental and walkway lighting with small bases.

Pelco’s foundation anchors feature a top plate which enables the bolt head to be 
inserted after the anchor is in place. This eliminates the neccessity of digging 
under the plate to install base bolts. Plate scrapers loosen the soil for easy bolt 
installation from top of the plate. The bolt is held by the plate scraper which 
prevents it from turning.

3” FOUNDATION ANCHOR ASSEMBLY

ITEM DESCRIPTION PART NO.

1 Foundation Anchor Assembly, 4” .................................PB-5364
 With 3/4”-10NC Galvanized Hardware Kit (wt. 82 lbs.)

4” FOUNDATION ANCHOR ASSEMBLY
For residential lights, parking lots, and street lights. Typically for pole heights up to 16’.
Plate scrapers loosen the soil for easy bolt installation from top of the plate.  the bolt head 
to be inserted after the anchor is in place. This eliminates the neccessity of digging under the 
plate to install base bolts. Plate scrapers loosen the soil for easy bolt installation from top of 
the plate. The bolt is held by the plate scraper which prevents it from turning.

1

1

1-3/4” x 3”
Handhole

2” x 3”
Handhole

ITEM DESCRIPTION PART NO.

1 Foundation Anchor Assembly, 3” .................................PB-5369
 With 1/2”-13NC Galvanized Hardware Kit (wt. 43 lbs.)

48”

31⁄2” 10”7-3/4”

41⁄2” to 61⁄2” Bolt Circle

41⁄2”

56”

13” 10”

7-3/4” to 14-3/4” Bolt Circle

Note: Foundation and hardware are hot dip galvnaized per ASTM A123. Hardware kits are supplied with Grade 5 Bolts.
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For residential, ornamental and walkway lighting with small bases. Typically for 
poles ranging from 20’ to 30’ in height.
Pelco’s foundation anchors feature a top plate which enables the bolt head to be 
inserted after the anchor is in place. This eliminates the neccessity of digging 
under the plate to install base bolts. Plate scrapers loosen the soil for easy bolt 
installation from top of the plate. The bolt is held by the plate scraper which 
prevents it from turning.

Foundation Anchors

6” MEDIUM FOUNDATION ANCHOR ASSEMBLY

For street and highway lighting. Typically for poles ranging from 30’ to 50’ 
in height.
Pelco’s foundation anchors feature a top plate which enables the bolt head 
to be inserted after the anchor is in place. This eliminates the neccessity of 
digging under the plate to install base bolts. Plate scrapers loosen the soil 
for easy bolt installation from top of the plate. The bolt is held by the plate 
scraper which prevents it from turning.

1

1

8” HEAVY DUTY FOUNDATION ANCHOR ASSEMBLY

2-3/8” x 12”
Handhole

2-3/8” x 12”
Handhole

ITEM DESCRIPTION PART NO.

1 Heavy Duty Foundation Anchor Assy., 8”. ................PB-5375
 With 1-1/4”-7NC Galvanized Hardware Kit (wt. 234 lbs.)

ITEM DESCRIPTION PART NO.

1 Medium Foundation Anchor Assy., 6” ........................PB-5372
 With 1”-8NC Galvanized Hardware Kit (wt. 150 lbs.)

13” to 18” Bolt Circle

18”

60”

13”8-5/8”

10” to 15” Bolt Circle

15”

60”

13”6-5/8”

Note: Foundation and hardware are hot dip galvnaized per ASTM A123. Hardware kits are supplied with Grade 5 Bolts.
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1 Driver Adapter for Foundation Anchor.............PB-0604

ITEM DESCRIPTION PART NO.

Utility Mounting Plates

Required to connect the Kelly Bar adapter to the foundation anchor 
for installation. Special hole pattern permits installation of foundation 
anchors having bolt circle diameters of 9” to 13”.

Shims available in two thicknesses.

DRIVER ADAPTER

SHIMS

1

ITEM DESCRIPTION PART NO.

 1 Shim, Steel, 1/16” x 2” x 2” ............................................ PB-0602
 2 Shim, Steel, 1/8” x 2” x 2” .....................................PB-0603 

1 2
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1 Universal Hand Hole Cover Assy., ABS
 Fits Hand Hole sizes from 2-3/4” x 41⁄2” to 5” x 8”............................. PB-5356
2 Hand Hole Cover Assy., Steel, 4” x 6”................................... AP-1090
3 Hand Hole Cover Assy., Steel, 5” x 8” ................................... AP-1091

ITEM DESCRIPTION PART NO.

1 ITC Access Compartment Assy, 3/8” x 4-3/4” x 27”. .....AP-1083
ITEM DESCRIPTION PART NO.

4” x 6”
Opening

Hand Hole Covers

TERMINAL BLOCK
 Compression, UL rated
 Compression
 Barrier
DOUBLE FUSE BLOCK

OPTIONS

OPTIONS

PAINT

ITC ACCESS COMPARTMENTS

HAND HOLE COVERS

1 2 3
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 PB-0522     DOOR SIZE  HOLE  LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 01 Kaiser, Curved w/ Latch 3/8” 13-3/4” 14-7/8” 10-5/8” 11-3/4” 11/32” 4-5/8” 1-3/4” 5/16”-18

 08 P & K, Flat w/ Latch 1/4” 11-7/8” 131⁄4” 81⁄4” 9-15/16” 11/32” 31⁄4” 1-3/4” 5/16”-18

 09 P & K, Curved w/ Latch 1/4” 11-7/8” 131⁄4” 81⁄4” 9-15/16” 11/32” 31⁄4” 1-3/4” 5/16”-18

 15 AKRON, Flat w/ Latch 1/4” 12” 13-3/8” 9-1/8” 9-5/8” 5/16” 3-3/8” 1-7/8” 1/4”-20

 16 AKRON, Flat Short w/ Latch 5/16” 11-1/8” 11-23/32” 9-1/8” 9-5/8” 5/16” 2-3/8” 1-1/8” 1/4”-20

 21 AKRON, Curved w/ Latch 3/8” 12” 131⁄2” 8-9/16” 10” 11/32” 31⁄4” 1-3/4” 5/16”-18

 22 AKRON, Curved w/ Latch 3/8” 12” 13-5/16” 81⁄2” 91⁄2” 11/32” 31⁄4” 1-3/4” 5/16”-18

Plastic Replacement Doors

 PB-0522     DOOR SIZE  HOLE  LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

05-06 Valmont-Akron, Flat 1/4” 13-1/2” 13-1/4” 9-1/8” 9-1/2” 3/8” N/A N/A N/A

 07 A.B. Chance, Flat 3/8” 13-5/16” 13-7/8” 9-1/16” 9-13/16” 3/8” N/A N/A N/A

 12 Hapco, Flat 5/16” 13-5/8” 13-7/16” 9-1/8” 9-5/8” 3/8” N/A N/A N/A

 19 P & K, C-98612, Flat 3/8” 16-21/32” 161⁄2” 101⁄2” 131⁄2” 11/32” N/A N/A N/A

(TB-1AF, TB-2AF, TB-3AF)

(56631, 56632)

(M-81)

(TB2A, TB2C, TB5C)

(TBJ-6)

(POLE LITE S1A)

(TB-17S)

(TB20S)

(FP-5190)

Notes:
1. All assemblies are supplied standard with stainless fasteners.
2. Doors w/ latches include latch & vandal-resistant screw. Doors 

without latches are shipped without hardware.
3. Please specify options when ordering.

1 TRANSFORMER DOOR, Plastic...................PB-0522
ITEM DESCRIPTION PART NO.

 PB-0522     DOOR SIZE  HOLE LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 03 Valmont, Flat 5/16” 12-5/8” 13-3/4” 7-15/16” 91⁄4” 3/8” N/A N/A N/A

 04 Union Metal, Flat 5/16” 13-5/16” 13-15/16” 7-59/64” 91⁄4” 3/8” N/A N/A N/A

S

D
TW

H
C/L

BW

L
HT

Door Latch

BW

H

D

C/L

S

TW

BW

H

D

C/L

S

TW
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 PB-0522     DOOR SIZE  HOLE LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 13 Valmont, Flat 5/16” 12-15/16” 13-7/8” 7-15/16” 91⁄4” 3/8” N/A N/A N/A

 25 FAB, Flat 5/16” 12-7/8” 13-5/8” 81⁄2” 9-3/4” 5/16” N/A N/A N/A

(TB-4)

 PB-0522     DOOR SIZE  HOLE LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 24 Union Metal, Flat w/ Latch 5/16” 3-5/16” 13-3/4” 7-59/64” 91⁄4” 13/32” 3-3/8” 11/16” 3/8”-16

(TB-4)

 PB-0522     DOOR SIZE  HOLE LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 11 P & K, Flat Short w/ Latch 5/16” 9-13/16” 11-1/8” 9-9/16” 11-5/8” 11/32” 31⁄4” 1-3/4” 5/16”-18

(HBS-6)

 PB-0522     DOOR SIZE  HOLE LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 14 P & K, Curved Small w/ Latch 7/32” 41⁄2” 51⁄4” 5-3/16” 6” 9/32” 2-3/8” 1-1/8” 1/4”-20

 PB-0522     DOOR SIZE  HOLE LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 10 P & K, Flat w/ Latch 9/16” 12” 13-3/8” 8-3/8” 9-5/8” 11/32” 31⁄4” 1-3/4” 5/16”-18
(REVERSED OPENING TB-1, TB-2)

 PB-0522     DOOR SIZE  HOLE  LATCH
 OPTION DESCRIPTION S C/L H TW BW D L H T

 17 Akron, Flat, Hinged w/ Latch N/A 12-1/8” 13-3/4” 9-1/8” 9-1/2” 5/16” 4-5/8” 1-3/4” 1/4”-20 

 18 Akron, Flat, Hinged w/ Latch N/A 10-3/16” 11-5/8” 9-1/8” 9-11/16” 5/16” 3-3/8” 1-7/8” 1/4”-20 

 28 Akron, Flat, Hinged w/ Latch N/A 12-3/4” 13-7/8” 8” 9-13/32” 11/32” 4-5/8” 1-3/4” 1/4”-20

(REVERSED OPENING TB-20H)

(REVERSED OPENING TB-17H)

BW
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D

C/L

S

TW

BW

H

D

C/L

S

TW

BW

H

D

C/L

S

TW

BW

H

D

C/L

S

TW

BW

H
C/L

TW

D

Plastic Replacement Doors
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Anchor Bolt Template

1 Anchor Bolt Template, ABS Plastic. ................AP-3085
ITEM DESCRIPTION PART NO.

· Quick, easy set-up in minutes
· 41 different bolt circle patterns 51⁄2”-251⁄2”
· Easy guide divots every 1/2”

The Bolt Template is a ”tool” used for layout of bolts to 
be used in concrete for the future installation of poles. 
Constructed of UV stabilized ABS plastic the Bolt Template 
may be used for various bolt patterns from 51⁄2” up to 
251⁄2”. Accepts multiple conduits through the center with 
the capacity for up to two 2” conduits and multiple smaller 
conduits at one time.
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Capacitor Bank Wiring Harness

3

1 2

1	 6-Jaw Meter Base with Mounting Bracket & Meter Ring........................................................................................ CP-0113	
2	 6-Jaw Meter Base with Mounting Bracket, Meter Ring & Mil Spec Connector............................................................. CP-0120

ITEM	 DESCRIPTION			   PART NO.

3	 Capacitor Bank Wiring Harness with Transformer Cable Assy., Meter Base & Meter Base Cable Assy.......................... CP-0123
4	 Capacitor Bank Wiring Harness with Transformer Cable Assy., Meter Base, Meter Base Cable Assy. 
	 & Lindsey Sensor Cable Assy............................................................................................................................................................. CP-0135
5	 Capacitor Bank Junction Box Assembly, Fiberglass Box w/ Cover & Oil Switch Cable Assemblies............................ CP-0122

ITEM	 DESCRIPTION			   PART NO.

4
5

6
7 8

6	 Transformer Cable Assembly, 12 AWG, 2 Cond. PVC x 10’-6” w/ 1”-20 Female Connector......................................... CP-0125
7	 Lindsey Sensor Cable Assembly, 16 AWG, 2 Cond. PVC x 20’-6” w/ 5/8”-24 Male & Female Connector............................. CP-0121
8	 Meter Base Cable Assembly, 12 AWG, 7 Cond. PVC x 40’-6” w/ 1½”-18 Male & Female Connector............................. CP-0124

ITEM	 DESCRIPTION			   PART NO.

TO OIL
SWITCHES

TO OIL
SWITCH

TO
TRANSFORMER

TO LINDSEY
SENSOR

TYPICAL VAR CONTROL

TO OIL
SWITCHES

TO
TRANSFORMER TO LINDSEY

SENSOR

TO OIL
SWITCH

TYPICAL TIME & TEMP CONTROL

TO OIL
SWITCHES

TO OIL
SWITCH

TO
TRANSFORMER

TO LINDSEY
SENSORTO METER

BASE

LINDSEY
SENSOR

TRANSFORMER

JUNCTION
BOX

JUNCTION
BOX

JUNCTION
BOX

METER
BASE
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Strain Pole Clamps

STRAIN POLE CLAMPS

2

1

1-WAY CLAMP OPTION 2-WAY CLAMP OPTION

3-WAY CLAMP OPTION 4-WAY CLAMP OPTION

CONFIGURATION:
 1-Way, 2-Way, 3-Way, or 4-Way
POLE DIA:
 51⁄2”-71⁄2”, 71⁄2”-101⁄2”, or 101⁄2”-131⁄2”
PAINT 

OPTIONS

1 Strain Pole Clamp Assembly, For 1-Way, 2-Way, 3-Way, or 4-Way Assy, 51⁄2” -131⁄2” Diameter Pole...................................AP-1052

ITEM DESCRIPTION   PART NO.

2 Strain Pole Clamp Assembly, For 51⁄4” -13” Diameter Pole...................................................................................................AP-1053

ITEM DESCRIPTION   PART NO.

POLE DIA:
 51⁄4” to 61⁄4”, 71⁄2” to 81⁄4”, 
 81⁄4” to 8-3/4”, 9” to 10”, 10” to 11”,
 10-3/4 to 11-3/4”, 12” to 13”
PAINT 

OPTIONS
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Luminaire Mast Arm Clamps

TWO-PIECE ADJUSTABLE LUMINAIRE MAST ARM CLAMPS

THREE-PIECE ADJUSTABLE LUMINAIRE MAST ARM CLAMPS

1 Two-Piece Adjustable Luminaire Mast Arm Clamps.............................................. AP-1011.............................AP-1023

ITEM DESCRIPTION SINGLE CLAMP SET OF 2 CLAMPS

1

2

UPPER SECTION LOWER SECTION

2 Three-Piece Adjustable Luminaire Mast Arm Clamps, 8-7/8”-12” Dia. Pole ........ AP-1008.............................AP-1032

ITEM DESCRIPTION SINGLE CLAMP SET OF 2 CLAMPS

GALVANIZED
POWDERCOAT OVER GALV

OPTIONS

4”-5” dia. pole
51⁄2”-71⁄2” dia. pole
8”-10” dia. pole
GALVANIZED
POWDERCOAT OVER GALV

OPTIONS

SINGLE CLAMP ONLY
(Steel or Wood Poles)

SET OF 2 CLAMPS
(Steel or Wood Poles)
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DANGER

MEN WORKING
ON THIS LINE

DO NOT
ENGERGIZE
TRUCK NO.

Utility Signs

DANGER

MEN WORKING
ON THIS LINE

DO NOT
ENGERGIZE

FLEXIBLE VINYL SIGNS

Flexible vinyl signs are printed red and 
black on white with grommets in each 
corner. Each sign is supplied with two 
(2) 1⁄4” x 17” shock cords.

1 Flexible Vinyl Sign w/ (2) 1⁄4” x 17” Shock Cords ............................................. 12”................131⁄2” ................ SF-3001
2 Flexible Vinyl Sign w/ (2) 1⁄4” x 17” Shock Cords .............................................. 12”................141⁄2” ................ SF-3002

ITEM DESCRIPTION W H PART NO.

1 2

1 Warning Flag, 14” x 18” Orange w/ Grommet  ................................................. 15”................. 18”................. SW-1045

ITEM DESCRIPTION W H PART NO.
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Miscellaneous Products

LIGHT SHIELD
This aluminum baffle easily snaps onto 
most security lights preventing light 
encroachment where not wanted.

MESSENGER CABLE CLAMP
The clamp bands to the pole. The hook holds the integrated 
messenger / communication cable during stringing of the 
cable and serves as a safety device after the clamp is 
tightened on the taut messenger cable.

SIMPLEX COVER FITTING
Fabricated from UV inhibited black ABS. Attaches to 
2-bolt simplex fittings to prevent birds from nesting in 
the pole. Assembled complete with two (2) black nylon 
bolts.

Light Shield, Aluminum..........................................................SP-6013

 DESCRIPTION PART NO.

Messenger Cable Clamp Assembly, 5/16” Hardware .................SP-6020

 DESCRIPTION PART NO.

Simplex Cover Fitting, 2-Bolt, Black ABS Plastic ..........................AP-1047

 DESCRIPTION PART NO.
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Miscellaneous Hardware

SPAN WIRE CLAMPS

 1 Span Wire Clamp, Aluminum, 3/4” ................................................SE-0321
  Span Wire Clamp, Aluminum, 5/8” ................................................SE-4077
  Span Wire Clamp, Aluminum, 1/2” ................................................SE-3211
 2 Span Wire Clamp, Aluminum, 90°.................................................SE-3212
 3 Span Wire Clamp, Universal, 3/4” w/ J-Bolts....................................SE-3217
 4 Span Wire Clamp, Serrated, 3/4” w/ J-Bolts.....................................SE-3213 
 5 Span Wire Clamp, Iron, 1/2” ........................................................SE-0338

 ITEM DESCRIPTION PART NO.

 6 Wire Outlet Body, Alum, 3/4” .......................................................SE-4117
 7 Wire Outlet Body, Iron, 1⁄2” ..........................................................SE-4118
 8 Double Universal Wire Outlet, Iron, 11⁄2” .....................................SE-4155
 9 Double Wire Outlet Body, Aluminum, Single Clevis, 11⁄2” ..................SE-4058

 ITEM DESCRIPTION PART NO.

WIRE OUTLET BODIES

1

6

5432

7 8 9

J-BOLTS
STAINLESS BUSHING
STAINLESS UPGRADE

OPTIONS

STAINLESS BUSHING
STAINLESS UPGRADE

ITEMS 2-3 OPTIONS
J-BOLTS
STAINLESS UPGRADE

OPTIONS

STAINLESS UPGRADE

OPTIONS

STAINLESS BUSHING
PAINT

OPTIONS DOUBLE SETSCREWS
GALVANIZED
PAINT

OPTIONS

DOUBLE SETSCREWS
PAINT

ITEMS 8-9 OPTIONS
STAINLESS BUSHING
DOUBLE SETSCREWS
PAINT

OPTIONS

Notes:
1. All assemblies are supplied standard with stainless steel fasteners and galvanized hardware on 

span wire clamps. Stainless upgrade shall include stainless steel hardware on span wire clamps.
2. Please specify options when ordering.
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CLEVIS HANGER CLEVIS - CLEVIS

Miscellaneous Hardware

Clevis Hanger, Alum., 3/4” x 3/4” w/ Pins ............SE-0467

 DESCRIPTION PART NO.

Clevis-Clevis, Alum., 3/4” x 3/4” w/ Pins..............SE-0468
Clevis-Clevis, Alum., 3/4” x 3/4” w/ Pins ................. SE-0464 

 DESCRIPTION PART NO.

STAINLESS BUSHINGS & PINS
PAINT

OPTIONS

Notes:
1. All assemblies are supplied standard with stainless steel 

fasteners and galvanized clevis pins.
2. Please specify options when ordering.
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11⁄4” NPT DOWN HOLE
PAINT

ITEM 9-10 OPTIONS

DOUBLE SETSCREWS
11⁄2” NPT THREADS
PAINT

ITEMS 1-5 OPTIONS

1 Hub Plate, Alum w/ Cable Guide ......................SE-0444
2 Hub Plate, Alum w/o Cable Guide.....................SE-0445
 Hub Plate, Iron w/o Cable Guide ......................SE-4124
3 Hub Plate, Alum., Large Pole ..........................SE-0357
4 Hub Plate, Alum., Flat Back ............................SE-0415
5 Hub Plate, Alum., 41⁄2” O.D. Pole ......................SE-0454
6 Narrow Hub Plate, Alum., 11⁄2”.......................SE-4050
7 Single Hub Plate, Alum., 11⁄2” ........................ SE-0111
8 Double Hub Plate, Alum., 1” ......................... SE-0112

ITEM DESCRIPTION PART NO.

HUB PLATES

1

6

5432

7 8

9 10

11
12 13

 ITEM DESCRIPTION PART NO.

 9 Extended Hub Plate, Alum. ............................SE-0381
 10 Extended Hub Plate, Alum., Flat Back...............SE-0465

ITEM DESCRIPTION PART NO.

11 Universal Hub Plate, Alum., 11⁄2” w/ 11⁄2” O.D. Hole.......SE-4108
12 Universal Hub Plate, Alum., 11⁄2”, Alum......................SE-4071
13 Universal Hub Plate, Alum. ....................................SE-4130

EXTENDED HUB PLATES

UNIVERSAL HUB PLATES

Hub Plates

DOUBLE SET SCREWS
11⁄2” NPT THREADS
REAR HOLE:
 3/4” NPT or 15/16”
PAINT

ITEM 6 OPTIONS

9/16” MOUNTING HOLES
DOUBLE SETSCREWS
11⁄2” NPT THREADS
PAINT

ITEM 7 OPTIONS

PAINT

ITEM 8 OPTIONS

DOUBLE SETSCREWS
11⁄2” NPT THREADS
PAINT

ITEM 11 OPTIONS
THREADS:
 3/4”-14 NPT
 3/8”-16 NC
PAINT

ITEMS 12-13 OPTIONSNotes:
1. All assemblies are supplied standard with stainless steel 

fasteners and natural aluminum alodine coating.
2. Please specify options when ordering.
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Mounting Brackets

5

1098

76

11 12

ITEM DESCRIPTION PART NO.

 8 Cabinet Mounting Bracket, Alum., 6-3/4” x 31⁄2” x 2-1/16”..................SE-0118
 9 Cabinet Mounting Bracket, Alum., 6-3/4” x 41⁄2” x 2-1/16”................. SE-0120
 10 Cabinet Mounting Bracket, Alum., 6-3/4” x 6” x 2-1/16” ................... SE-0126
 11 Cabinet Mounting Bracket, Alum., 41⁄2” x 3-3/8” x 41⁄2”..................... SE-0141
 12 Cabinet Mounting Bracket, Alum., 41⁄2” x 3-3/8” x 2-7/8” ...................SE-0113

CABINET MOUNTING BRACKETS

1 2

4

3 ITEM DESCRIPTION PART NO.

1 Cabinet Hub/Mounting Bracket, Alum. .............. SE-0425
2 Sign Clamp, 41⁄2” OD Pole, Alum. .......................... SH-0214
3 Mounting Hub,11⁄2” NPS, 41⁄2” OD Pole, Alum. .......... SE-0384
4 Horizontal Wood Pole Hub, Alum...................... SE-4079
5 Sign Bracket, Stainless Steel, Flared Leg................ SE-4002
6 Mounting Bracket, Alum.................................... SE-0109
7 Mounting Bracket, 41⁄2” O.D. Pole, Alum................. SE-0104

MOUNTING BRACKETS

PAINT

ITEMS 1-3 OPTIONS

11⁄4” NPT DOWN HOLE
PAINT

ITEM 4 OPTIONS

PAINT

ITEMS 8-12 OPTIONS

PAINT

ITEM 7 OPTIONS

Notes:
1. All assemblies are supplied standard with stainless steel 

fasteners and natural aluminum alodine coating.
2. Please specify options when ordering.
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3 4 5

1 2

HUB GASKETS AND CLOSURE PLATE

MISCELLANEOUS BRACKETS

 3 Hub Gasket............................................. SE-0119
 4 Hub Gasket.............................................SE-0148
 5 Closure Plate, Alum.................................. SE-0117

ITEM DESCRIPTION PART NO.

 1 Adapter, Alum., 31⁄2” O.D. Pole ...............SE-4078
 2 Sweep Elbow, Alum................................SE-0578

ITEM DESCRIPTION PART NO.

Hubs & Mounting Brackets

PAINT

ITEMS 1-2 OPTIONS

PAINT

ITEM 5 OPTIONSNotes:
1. All assemblies are supplied standard with stainless steel 

fasteners and natural aluminum alodine coating.
2. Please specify options when ordering.
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COPY OF SHIPMENT NOTICE INCLUDED WITH EACH SHIPMENT

NOTICE
SHIPMENTS MADE WITH FACTORY AS F.O.B. POINT

-CARRIER HAS ACCEPTED SHIPMENT  IN GOOD CONDITION-

LOST OR DAMAGED GOODS ARE THE CARRIER’S RESPONSIBILITY in all shipments of this type.

PELCO’S Responsibility For This Shipment Has Now Ceased. 
 

CHECK YOUR SHIPMENT CAREFULLY WHEN DELIVERED to see that it is in good order and received complete.  When 
packages check short or are in bad condition, have the Carrier’s agent make notation of this fact in detail on the freight  bill 
or express receipt and then require that he sign it .
 
LOST OR DAMAGED GOODS ARE THE CARRIER’S RESPONSIBILITY in all LTL (less than truckload) shipments.  In TL 
(truckload) shipments, the Carrier is responsible for damage to exposed surfaces of the goods (top and ends) caused by 
collision with other vehicles or objects when the Carrier is negligent, and by loading other freight on or against Pelco goods.  
When the trailer itself  shows evidence of fresh damage, call at once for inspection of the contents just as though it were an 
LTL shipment. 

CONCEALED LOSS OR DAMAGE DISCOVERED AFTER DELIVERY of shipment must be reported to the delivering Carrier 
upon discovery, and in any event within 15 days after receipt.  Hold goods, containers, and packing materials in exact 
condition as found for inspection by the Carrier.  An inspector for the Carrier should call within 48 hours.  If nothing is heard 
in that time, notify them by registered mail and get a receipt.  The Carrier will issue an inspection report and give you a copy 
which must be used to support your claim.

FAILURE TO COMPLY WITH ANY OF THE FOREGOING REGULATIONS IS REGARDED AS INDICATING 
COMPLETE DELIVERY OF FREIGHT IN GOOD CONDITION.

Make Your Claim Promptly.
Carrier Will Not Consider a Claim Unless Presented Within 9 Months After Receipt of Shipment.

IMPORTANT!

DO NOT DEDUCT THE AMOUNT OF LOSS OR DAMAGE from Pelco invoice while awaiting adjustment of a claim, as we can 
not guarantee safe delivery for actions beyond our control.

Please do not return goods to Pelco or instruct Carriers to return goods without first securing written authorization and 
shipping instructions.

SHIPMENTS MADE WITH DESTINATION AS F.O.B. POINT
-CARRIER HAS ACCEPTED SHIPMENT IN GOOD CONDITION-

CHECK YOUR SHIPMENT CAREFULLY WHEN DELIVERED to see that it is in good order and recieved complete.

When packages check short or are in damaged condition, have the carriers agent make notation of this fact on the freight 
bill or express receipt, and then require that he sign it.  

Check your shipment immediately to make sure the contents agree with the Pelco packing list enclosed and to determine if 
any damage has occurred during transit.

Any shortages and or concealed damages MUST be reported to Pelco within 10 DAYS.

FAILURE TO COMPLY WITH THE FOREGOING IS REGARDED AS AN INDICATION THAT YOUR SHIPMENT HAS ARRIVED 
IN SATISFACTORY CONDITION AND THAT IT IS COMPLETE AS SHOWN ON OUR PACKING LIST.

Please do not  return damaged goods to Pelco withour first securing authorization and shipping instructions.

Pelco will make every effort possible to effect prompt correction of any short or damaged goods when claims are 
made within these guidelines.

320 W. 18th
Edmond, Oklahoma 73013
(405)340-3434 FAX: (405)340-3435

Shipping Notice
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31”

14”

33”

16”
17”

35”

Bristol 25” Acorn Globe
with 3” Ball Finial

Bristol 23” Acrylic Globe
with Fleur Finial

Bristol 21” Acorn Globe
with Steeple Ball Finial

The Bristol Series combines 
attractive design with 
functional efficiency.

Bristol street lamps are the 
perfect specification for 

residential developments, 
main street revitalization 
projects or any area that 
requires a warm glow of 

illumination.

Bristol Acrylic Globe
Steeple Finial
4” Fluted Pole

Octagonal Base Base

AP-8142
4” Fluted Pole

PB-5414
Octagonal Base

AP-0207
AP-0208
Bristol Fixture

AP-0286
Poly Acorn Globe
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31” 31” 25”

Windsor with Spikes
and Spire Finial

Windsor LanternWindsor with Spikes
and Fleur Finial

The Windsor Series
offers the classic charm and 
elegance of Old World Style.

By incorporating the most modern 
of manufacturing technologies, 

Pelco ensures years of function and 
beauty to each Windsor light.

Customize your Windsor Lantern 
with  the perfect nostalgic look for 

your next project.

Windsor Fixture
3” Gold Ball Finial

Tapered Fiberglass Pole
LeGrande Base

AP-0801
AP-0804
Old Towne I Base

AP-0220
3½” OD Pole

AP-0216
AP-0217
Windsor
Fixture
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Bristol Twin Arm

31”

14”

33”

16”
17”

35”

Bristol 23” Acrylic Globes
Steeple Finial,
4” Fluted Pole

LeGrande Base
w/ Custom Medallion

The Twin Arm Assembly
equipped with

Bristol Series Globes, offer an era 
of elegance to any neighborhood.

Customize with ornamental 
banner brackets, street names 

signs, and cast medallions to 
create a unique identity.

Bristol Series
Twin Arm Assembly
23” Acrylic Globes,
Steeple Finial,
4” Fluted Pole,
Legrande Base

AP-0814
LeGrande 
Base

AP-8122
4” Fluted Pole

AP-8203
Twin Arm

AP-0207
AP-0208

Bristol
Fixture

AP-0287
Acrylic
Globe

Bristol 25” Acorn Globe
with 3” Ball Finial

Bristol 23” Acrylic Globe
with Fleur Finial

Bristol 21” Acorn Globe
with Steeple Finial
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Newport Series

27”

14”

26”

13”

25”

14”

Newport
Acrylic Globe

Spear Finial,
3½” OD Pole

Old Towne Base

The Newport’s smaller scale 
is designed to complement 

residential, university, 
and smaller commercial 

applications. The Newport 
fixture can be coupled with a 
variety of poles to offer your 

project a custom touch.

AP-0333
AP-0334
Newport
Fixture

AP-0321
Acrylic Globe

Newport with 21” Acorn 
Globe and 3” Ball Finial

Newport with Textured Globe 
and Fleur Finial

Newport with Acrylic Globe
and Steeple Finial

AP-0801
AP-0804
Old Towne I Base

AP-0220
3½” OD Pole
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Note: For fixture and globe options see opposite side.

Spire 3” Ball Steeple Fleur

The Bristol fixture is 
manufactured utilizing the 
most modern materials and the 
latest technology. The  fixture 
contains a superbly crafted 
lighting module which provides 
brilliant illumination and ease of 
maintenance.

Pelco’s 
ornamental 
light fixtures are 
designed with a 
unique modular 
electrical unit 
for easy service 
access and 
replacement. 

Bristol 25” Acorn Globe
with 3” Ball Finial

Bristol 23” Acrylic Globe
with Fleur Finial

Bristol 21” Acorn Globe
with Steeple Ball Finial

The Bristol Series fixture, 
available in metal halide 

or high pressure sodium, 
provide the look and 

charm of history.
The Bristol Fixture 

can be customized to 
provide a personalized 

style by selecting  the 
lamp wattage,  voltage, 

photocell, globe type, 
globe size, and finial.

Bristol Fixture
25” Acorn Globe

Steeple Finial

AP-0207
Bristol Fixture
High Pressure Sodium

AP-0208
Bristol Fixture
Metal Halide

AP-0286
Poly Acorn Globe

17”

35” 31”

14”

33”

16”
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GLOBE: 
 8" x 14" x 21" Poly Acorn
 8" x 17" x 25" Poly Acorn
FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or None
PAINT

ITEM 3 OPTIONS

GLOBE: 
 Type III - Directional
 Type V - Uniform
FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or None
REFLECTORS:
 None
 Perforated Aluminum
 Non-Perforated Aluminum
PAINT

ITEM 4 OPTIONS

RIB: 
 Full, Short, Open, Short Open
PAINT

ITEM 6 OPTIONS

PHOTOCELL: 
 None, Socket Only, or Socket w/ Photocell
BALLAST:
 50W, 70W, 100W, 150W, or 175W
VOLTAGE:
 120VAC, 208VAC 240VAC, 277VAC, or 480VAC
PAINT

ITEMS 1-2 OPTIONS

 Open Short Short Open

3 4

1 2

		  BRISTOL FIXTURE:
	 1	 High Pressure Sodium...........................................................................AP-0207
		  Metal Halide..........................................................................................AP-0208
		  BRISTOL WALL MOUNT FIXTURE:
	 2	 High Pressure Sodium...........................................................................AP-0250
		  Metal Halide..........................................................................................AP-0231
		  GLOBE ASSEMBLY:
	 3	 Polycarbonate Acorn.............................................................................AP-0286
	 4	 Acrylic....................................................................................................AP-0287
		  Acrylic Moon Glow................................................................................AP-0352
	 5	 Acrylic, Dark Sky Friendly......................................................................AP-0345
	 6	 ORNAMENTAL RIB & BAND KIT,  Acrylic Globe..........................AP-0264

The Bristol fixture is available in high pressure sodium or metal 
halide and is manufactured using the most modern material and the 
latest technology. Each fixture is designed with a unique modular 
electrical unit for easy service access.

Notes:
1.	 All assemblies are supplied standard with stainless fasteners.
2.	 Please specify options when ordering.

 ITEM DESCRIPTION PART NO.

	 Spire 3” Ball Steeple	 Fleur

GLOBE: 
 Type III - Directional
 Type V - Uniform
 Type III - Directional Moonglow
 Type V - Uniform Moonglow
FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or None
DARK SKY:
 Black
 Copper
PAINT

ITEM 5 OPTIONS

5

6
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Windsor Series Fixtures

Spire 3” Ball Steeple Fleur

Note: For fixture and globe options see opposite side.

AP-0216
Windsor Fixture
High Pressure Sodium

AP-0217
Windsor Fixture
Metal Halide

The Windsor Series fixtures “look” 
old, but are made utilizing modern 
manufacturing technology and 
feature thoroughly modern 
components. The Windsor lighting 
panels have unique photometrics 
which cause a single lamp to give 
the appearance of a multiple light 
source (five points of light).
Maintenance personnel appreciate 
the ease at which the Windsor 
fixtures can be serviced.

Pelco’s 
ornamental 
light fixtures are 
designed with a 
unique modular 
electrical unit 
for easy service 
access and 
replacement. 

The Windsor Series fixture 
is antique in appearance 

yet contains a superbly 
crafted lighting module 
which provides brilliant 
illumination from either 
a high pressure sodium 

or metal halide lamp. The  
Windsor fixture can be 

customized by selecting 
the lamp wattage, 

voltage, photocell, and a 
distinctive finial.

Windsor Fixture
3” Gold Ball Finial

31” 31” 25”

Windsor with Spikes,
and Spire Finial

Windsor LanternWindsor with Spikes
and Fleur Finial
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Windsor Series Fixtures

PHOTOCELL: 
 None, Socket Only, or Socket w/ Photocell
BALLAST:
 50W, 70W, 100W, 150W, or 175W
FINIAL:
 Spire, 3” Ball, Steeple, or Fleur	 ADDI-
TIONAL ORNAMENT:
 Spikes
VOLTAGE:
 120VAC, 240VAC, 277VAC, OR 480VAC
PAINT

OPTIONS

OPTIONS

PHOTOCELL: 
 None, Socket Only, or Socket w/ Photocell
BALLAST:
 50W, 70W, 100W, 150W, or 175W
VOLTAGE:
 120VAC, 240VAC, 277VAC, OR 480VAC
PAINT

		  WINDSOR FIXTURE:
	 1	 High Pressure Sodium...........................................................................AP-0216
		  Metal Halide..........................................................................................AP-0217
		  WINDSOR LANTERN FIXTURE:
	 2	 High Pressure Sodium...........................................................................AP-0230
		  Metal Halide..........................................................................................AP-0252
		

Notes:
1.	 All assemblies are supplied standard with stainless fasteners.
2.	 Please specify options when ordering.

The Windsor fixture is available in high pressure sodium or metal 
halide and is manufactured using modern manufacturing technology. 
The lighting panels have unique photometrics which cause a single 
lamp to give the appearance of a multiple light source. Each fixture 
is designed with a unique modular electrical unit for easy service 
access.

 ITEM DESCRIPTION PART NO.

2

1

	 Spire 3” Ball Steeple	 Fleur

Spike
Additional Ornament
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Spire 3” Ball Steeple Fleur

Note: For fixture and globe options see opposite side.

AP-0333
Metal Halide
Newport Fixture

AP-0334
High Pressure Sodium
Newport Fixture

AP-0321
Acrylic Globe

Pelco’s Newport light fixtures 
are designed with a unique 
modular electrical unit for 
easy service access and 
replacement. Just two screws 
secure the unit and allow for 
its complete removal.

Built with utility grade 
components, the 

Newport’s smaller 
design creates an 

atmosphere of 
simplicity with the 

look and feel of a 
customized product. 
Made to fit a variety 
of applications, the 

Newport design fits 
seamlessly into any 

project.

Newport Fixture
Spear Finial

Newport with Acryic Globe 
and Spire Finial

Newport with Acorn 
Globe and 3” Ball Finial

Newport with Textured Globe 
and Spire Finial

Spear

27”

14”

26”

13”

25”

14”
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Newport Series Fixtures

FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or None
PAINT

OPTIONS

2

1

3 4

		  NEWPORT FIXTURE:
	 1	 High Pressure Sodium, 100 Watt...........................................................AP-0334
		  Metal Halide, 100 Watt..........................................................................AP-0333
		  GLOBE ASSEMBLY:
	 2	 Newport Acrylic....................................................................................AP-0321
	 3	 Polycarbonate Acorn, 21”......................................................................AP-0286
	 4	 Textured Polycarbonate........................................................................AP-0344
	 5	 Newport Acrylic, Dark Sky Friendly.......................................................AP-0347
		

The Newport fixture is available in high pressure sodium or metal 
halide and is manufactured using the most modern material and the 
latest technology. Each fixture is designed with a unique modular 
electrical unit for easy service access.

Notes:
1.	 All assemblies are supplied standard with stainless fasteners.
2.	 Please specify options when ordering.

 ITEM DESCRIPTION PART NO.

	 Spire 3” Ball Steeple	 Fleur	 Spear

FINIAL:
 Spire, 3" Ball, Steeple, Fleur, Spear,
 or None
PAINT

OPTIONS

GLOBE: 
 Type III - Directional
 Type V - Uniform
FINIAL:
 Spire, 3" Ball, Steeple, Fleur,  Spear,
 or None
REFLECTORS:
 None
 Perforated Aluminum
 Non-Perforated Aluminum
PAINT

OPTIONS

PHOTOCELL: 
 None, Socket Only, or Socket w/ Photocell
VOLTAGE:
 120VAC, 208VAC, 240VAC, or 277VAC
PAINT

ITEM 1 OPTIONS

GLOBE: 
 Type III - Directional
 Type V - Uniform
FINIAL:
 Spire, 3" Ball, Steeple, Fleur,  Spear, or None
DARK SKY:
 Black
 Copper
PAINT

OPTIONS

5
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The Renaissance family of 
luminaires bring state-of-
the-art photometric and 

maintenance technology 
to a unit reminiscent of 

the 19th century.
Available in High Pressure 

Sodium or Metal Halide 
complete with side 

mount tenon adapter 
and decorative cover and 

finial.
Meets or exceeds IP66 

Certification (water, insect, 
& dust proof).

OPTIONS

PHOTOCELL: 
 None,  w/ Photocell
VOLTAGE:
 120VAC, 240VAC, 277VAC, or 480VAC

AP-0280
Renaissance Fixture
High Pressure Sodium
250 Watt

AP-0293
Renaissance Fixture
High Pressure Sodium
400 Watt

AP-0298
Renaissance Fixture
Metal Halide
250 Watt

Renaissance Fixture
Decorative Side Mount Adapter

10-3/8”

35”

17¼”

52-7/8”
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17”

35” 31”

14”

33”

16”

Note: For fixture and globe options see Section 2 Page 2.

Spire 3” Ball Steeple Fleur

Whether it’s mounted on a fluted 
aluminum pole or a tapered steel 
pole Pelco’s Twin Arm Assembly adds 
a grand appearance.
Available with a variety of finials that 
will complement either the Bristol or 
Windsor style fixtures.

Bristol 25” Acorn Globe
with 3” Ball Finial

Bristol 23” Acrylic Globe
with Fleur Finial

Bristol 21” Acorn Globe
with Steeple Ball Finial

The Bristol Series Twin Arm brings 
timeless beauty to 

your development. 
The Twin Arm, which can be 

equipped with acorn or acrylic 
globes, offers an air of elegance to 

any neighborhood. 
Customize from a selection of 

finials and with a distinctive cast 
ornament ot create a truly unique 

identity.

Bristol Twin Arm
23” Acrylic Globe

Steeple Finial
5” Gold Ball

AP-8203
Twin Arm
w/ 5” Gold Ball

Custom
Cast Ornament
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Windsor Series Twin Arm

Spire 3” Ball Steeple Fleur

Note: For fixture options see Section 2 Page 4.

Windsor with Spikes,
and Spire Finial

Windsor LanternWindsor
with Fleur Finial

31” 31” 25”

35”

The Windsor Series Twin Arm offers 
designers a cost effective solution 

for illuminating entryways or  public 
spaces where safety and security 

are a concern. Designed to recreate 
the classic style of the 1800’s, this 

assembly is the perfect addition to 
your development. The Twin Arm 

assembly can be given a custom look 
by selecting the finial option that best 

compliments your project. 

AP-8374
Twin Arm

Windsor Twin Arm
5” Gold Ball Finial

Whether it’s mounted on a fluted 
aluminum pole or a tapered steel 
pole, this Twin Arm Assembly adds 
a touch of classic style. A variety of 
finials are available to compliment 
the Windsor fixture.
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14”

31”
35”

1.6”

11.6”

17” 16”

33”

17”

35”
(without finial)

Photocell

Electrical Module
w/ Ballast Assy.

Note: For fixture and globe options see Section 2 Page 2.

Bristol Column Mount
w/ Ornamental Collar,

25” Acorn Globe,
3” Ball Finial

AP-8195
Ornamental
Pier Base

AP-8156
Collar

AP-0207
AP-0208
Bristol Fixture

AP-0286
Poly Acorn Globe

The Bristol Column Mount 
features an ornamental pedestal 
designed for masonry columns.
The Bristol Column Mount, the 

perfect companion to the Bristol 
street lamps, is offered with 

numerous ballast, globe, and 
finial treatments in either metal 
halide or high pressure sodium.

Bristol Column Mount
w/ Ornamental Collar,

25” Acorn Globe
Steeple Finial

Bristol 25” Acorn Globe
with 3” Ball Finial

Bristol 23” Acrylic Globe
with Fleur Finial

Bristol 21” Acorn Globe
with Steeple Finial
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Windsor Series Column Mount

Windsor Fixture
3” Gold Ball Finial

16”

31”
(without finial)

Photocell
Electrical Module

w/ Ballast Assy.

31” 31” 25”

The Windsor Column Mount 
with its ornamental pedestal, 

presents an elegant way to 
illuminate any entry. 

Designed to compliment the 
Windsor street lamps, this 

lantern can be customized 
with a variety of ballasts and 

finials, in metal halide or high 
pressure sodium.

Windsor Column Mount
w/ Ornamental Collar

Spire Finial

AP-8195
Ornamental
Pier Base

AP-8156
Collar

AP-0216
AP-0217
Windsor
 Fxture

Note: For fixture options see Section 2 Page 4.

Windsor Column Mount
w/ Ornamental Collar

 & Spire Finial

Windsor with Spikes
and Spire Finial

Windsor LanternWindsor with Spikes
and Fleur Finial
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Bristol Series Wall Mount

35”

5”

17”

9”

31”

5”

14”

9”

19” 19”

33”

5”

16”

9”

19”

36”
(without finial)

14”

Electrical Module
w/ Ballast Assy.

Photocell

AP-0250
Bristol Series
High Pressure Sodium

AP-0231
Bristol Series
Metal Halide

The Bristol Wall Mounts 
unique scroll arm with 

matching backplate 
exudes quality of 

workmanship. While being 
the perfect companion 

to the Bristol Series street 
lamp, the wall mount can 

illuminate any special wall 
with its own functional 

elegance.
Select from several 

ballast, globe, and finial 
treatments to create your 
own work of art in either 

metal halide or high 
pressure sodium.

Bristol Wall Mount
21” Acorn Globe

Steeple Finial

Bristol 25” Acorn
with 3” Ball Finial

Bristol 23” Acrylic 
with Fleur Finial

Bristol 21” Acorn
with Steeple Finial

Bristol Wall Mount,
21” Acorn Globe

Steeple Finial

Note: For fixture and globe options see Section 2 Page 2.
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Windsor Series Wall Mount

25”
31”

1.6”

5”

7¼”

19½”

5”

7¼”

19½”

31”

19½”

7¼”

1.6”

Windsor Lantern
with Collar

Windsor
with Fleur Finial

Windsor Wall Mount,
with Spikes,

Collar & Spire Finial

Windsor with Spikes,
Collar & Spire Finial

The Windsor Wall 
Mount is the perfect 

addition to a 
building that requires 

decorative lighting. 
Strong architectural 
lines combined with 
the elegant  Windsor 

Series fixture will 
compliment your 

project while meeting 
all your lighting 

needs.
Windsor Wall Mount

with 3” Gold Ball Finial

AP-8230
Windsor Wall 
Mount Arm

Note: For fixture options see Section 2 Page 4.
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16”

31”
(without finial)

Photocell
Electrical
Module

w/ Ballast Assy.

AP-8156
Collar

AP-8195
Ornamental
Pier Base
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11” Bolt Circle
for 1” Anchor Bolts

5.5” Bolt Circle
for ½” Bolts

7.88”-10.25”
Bolt Circle

for 3/4” Bolts

10”

Note: 
1.	 For base accommodations see opposite side of page.
2.	 Please specify options when ordering.

PAINT

ITEM 1-4 OPTIONS
HEIGHT: 
 8’, 10’, 12’, 14, or 20’
PAINT OR GALVANIZE

ITEM 6 OPTIONS

HEIGHT: 
 10’, 12’, or 14’
PAINT 

ITEM 7-8 OPTIONS

 ITEM DESCRIPTION PART NO.

	 1	 TAPERED POLE:
		  11 Gauge Steel, 8” Butt x 28’-7” OD x 3½” Tenon
		  3” x 5” Hand Hole; 12” x 12” Base Plate; 11”-12” BC; Nut Covers................AP-3045
	 2	 Fluted, 11 Gauge Steel, 8.0” Butt x 28’-7” w/ 2-7/8” x 3½” Tenon
		  3” x 5” Hand Hole; 12” x 12” Base Plate; 11”-12” BC....................................AP-3078
	 3	 11 Gauge Steel, 7.5” Butt x 25’; 3½ OD x 3” Tenon;
		  3” x 5” Hand Hole......................................................................................AP-3057
	 4	 11 Gauge Steel, 5.8” Butt x 19’; 3½” OD x 3” Tenon;
		  3” x 5” Hand Hole......................................................................................AP-3056
	 5	 Fiberglass, 6.00” Butt x 20’; 3½” OD x 3½” Tenon;
		  2½” x 5” Hand Hole...................................................................................AP-2079

	

1

3

2

87

5

4

7.75”-9.75”
Bolt Circle

for 3/4” Bolts

8.75”

9

		  POLE & PLATE ASSY., Steel 
	 6	 11 Gauge Steel, 5.45” Butt x 16’; 3½” OD x 3” Tenon;
		  3” x 5” Hand Hole....................................................................... AP-3096
	 7	 3½” OD x Length; ½” x 5-9/16” Plate; 5½” BC; 
		  2-3/8” x 3½” Hand Hole.............................................................. AP-0220
		  FLUTED POLE & BASE ASSY., Alum.:
	 8	 4” Fluted, 5.09” Max. Flute Dim.; 3½” OD x 3¼” Tenon................ AP-8122
	 9	 3” Fluted, 4.06” Max. Flute Dim.; 3½” OD x 3¼” Tenon................ AP-8119
	

6

5.56”

8.5” Bolt Circle
for 3/4” Bolts

9”
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Aluminum Bases:

AP-0801 Old Towne I	 n/a	 n/a	 n/a	 n/a	 n/a	 Yes	 n/a	 n/a		
2.88”-3.5” opening x 24” ht

AP-0807 Old Towne II	 n/a	 n/a	 n/a	 n/a	 n/a	 Yes	 n/a	 n/a		
2.88”-3.5” opening x 28” ht

AP-0811 Country Club	 n/a	 n/a	 n/a	 Yes	 n/a	 Yes	 Yes	 n/a		
2.88”-4½” opening x 28” ht

AP-0814 LeGrande	 n/a	 n/a	 n/a	 Yes	 Yes	 Yes	 Yes	 Yes		
3.5”-5.75” opening x 38” ht

AP-0816 Hamilton	 Yes	 Yes	 Yes	 Yes	 Yes	 n/a	 Yes	 Yes		
4”-8½” opening x 24.75” ht

PB-5384 Rochester	 Yes	 Yes	 n/a	 n/a	 n/a	 n/a	 n/a	 n/a		
8”-16” opening x 36” ht

AP-0802 Flag Pole	 Yes	 Yes	 n/a	 n/a	 n/a	 n/a	 n/a	 n/a		
6”-12” opening x 32” ht

PB-5414 Octagonal	 n/a	 n/a	 n/a	 n/a	 n/a	 n/a	 n/a	 Yes		
4” fluted opening x 16” ht

PB-5416 Octagonal	 n/a	 n/a	 n/a	 n/a	 n/a	 Yes	 Yes	 n/a		
2.88”-5” opening x 16” ht

AP-0817 Oxford	 Yes	 Yes	 Yes	 Yes	 Yes	 Yes	 Yes	 Yes		
3.5”-10” opening x 9” ht

ABS Bases:

AP-0803 Rochester I	 n/a	 n/a	 n/a	 Yes	 Yes	 Yes	 Yes	 n/a		
5.75” max opening x 41” ht

AP-0809 Rochester II	 Yes	 Yes	 Yes	 Yes	 n/a	 n/a	 Yes	 n/a		
9” max opening x 41” ht

AP-0804 Old Towne I	 n/a	 n/a	 n/a	 n/a	 Yes	 n/a	 n/a	 n/a		
3.5” max opening x 24.75” ht

AP-0810 Hamilton	 n/a	 n/a	 n/a	 Yes	 Yes	 Yes	 Yes	 n/a		
6.5” max opening x 21” ht
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1

	 1	 FOUNDATION ANCHOR ASSY., 4”
		  W/ 3/4”-10NC Galv Hardware Kit, 7-3/4” to 14-3/4” Bolt Circle, 
		  2” x 3” Hand Hole (wt 82 lbs.)..................................................................PB-5364
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	 1	 MEDIUM FOUNDATION ANCHOR ASSY., 6”
		  W/ 1”-8NC Galv Hardware Kit
		  10” to 15” Bolt Circle, 2-3/8” x 12” Hand Hole (wt 150 lbs.)......................PB-5372
  2   HEAVY DUTY FOUNDATION ANCHOR ASSY., 8”
		  W/ 1¼”-7NC Galv Hardware Kit
		  13” to 18” Bolt Circle, 2-3/8” x 12” Hand Hole (wt 234 lbs.)......................PB-5375
	 3	 DRIVER ADAPTER for Foundation Anchor..............................PB-0604	
	 4	 SHIM, Steel, 1/16” x 2” x 2”............................................................PB-0602
	 5	 SHIM, Steel, 1/8” x 2” x 2”...............................................................PB-0603

Heavy Duty Foundation: For street and highway lighting. Typically for poles ranging 
from 30’-50’ in height. (See Note Below).

Medium Foundation: For residential lights, parking lots, etc. Typically for poles ranging 
from 20’-30’ in height. (See Note Below).

Required to connect the 
kelly bar adapter to the 
foundation anchor for 
installation. Special hole 
pattern permits instal-
lation of foundation an-
chors having bolt circle 
diameter of 9” to 13”.

4

5

3

1

Page O4-11 7/7/09

2
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SIZE: 
 For 1½” or 2” pipe

OPTIONS

Typical Base & Footing
(* by others)
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·	 Quick, easy set-up in minutes
·	 41 different bolt circle patterns 5½”-25½”
·	 Easy guide divots every 1/2”

The Bolt Template is a ”tool” used for layout of bolts to be used 
in concrete for the future installation of poles. Constructed of UV 
stabilized ABS plastic the Bolt Template may be used for various 
bolt patterns from 5½” up to 25½”. Accepts multiple conduits 
through the center with the capacity for up to two 2” conduits and 
multiple smaller conduits at one time.

	1	 ANCHOR BOLT TEMPLATE,
		 ABS Plastic............................................................................. AP-3085	

ITEM	 DESCRIPTION	 PART NO.

Page O4-13 6/14/07
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Notes: 
1. For base accommodations see Sec-

tion 4 page 9.
2. For fixture see Section 2 page 5.

When it comes to area 
lighting and roadways, Pelco 

offers the Traditional Series 
I for areas that demand 

a period look with an 
affordable price. The tapered 

steel poles combined with 
the steel luminaire arm 

offer a graceful look that 
will withstand the dynamic 
effects of nature. Turn back 

time by adding Pelco’s 
decorative Arm Kit for a turn 

of the century look.
Traditional Series I

w/ Decorative Arm Kit

AP-8301
Single Pole & Arm

AP-8335
Single Pole & Arm

w/Decorative Arm Kit

AP-7267
Traditional I Luminaire

Decorative Arm Kit

Extended 
Spire Finial

AP-3045
Tapered Steel 

Pole

4” x 6”
Hand Hole

12” Base Plate
11”-12” Bolt Circle

2-3/8”OD
Luminaire

Arm

Decorative
Arm Kit

30’

8’

2-3/8”OD
Luminaire

Arm

AP-3045
Tapered Steel 

Pole

4” x 6”
Hand Hole

12” Base Plate
11”-12” Bolt Circle

Acorn
Finial

30’

8’
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Extended 
Spire
Finial

AP-8302
Twin Pole & Arm

30’

2-3/8”OD
Luminaire

Arm

AP-3045
Tapered Steel 
Pole

4” x 6”
Hand Hole

12” Base Plate
11”-12” Bolt Circle

8’

The Traditional Series II 
Twin Luminaire offers 

all the same features of 
the Traditional Series I. 

Designed for parking lot 
and roadway median 

applications, this twin 
arm assembly allows 
the mounting of two 

fixtures for maximum 
illumination with a 

symmetrical look.

Standard Traditional Series II
w/ Renaissance Fixtures

Notes: 
1. For base accommodations see Sec-

tion 4 page 9.
2. For fixture see Section 2 page 5.
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6’ to 8’

30’

AP-3045
Tapered Steel 
Pole

4” x 6”
Hand Hole

12” Base Plate
11”-12” Bolt Circle

2-3/8”OD
Luminaire

Arm

Decorative
Arm Kit

Acorn
Finial

AP-8336
Twin Pole & Arm

w/ Decorative Arm Kit

AP-7283
Traditional II Luminaire

Decorative Arm Kit

The Traditional Series II 
equipped with the decorative 

arm kit allows designers the 
ability to recreate a look from 

the 19th Century.  This assembly 
is a perfect cost effective 

solution when used with the 
ever popular Renaissance 

fixtures.

Notes:	 1. For base accommodations see Section 4 page 9.
	 2. For fixture see Section 2 page 5.

Decorative Traditional Series II
w/ Renaissance Fixtures
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6’ or 8’

29½’

AP-8349
Single Arm

AP-0816
Hamilton Base, 24”

AP-3060
Fluted Luminaire Pole
11”-12” Bolt Circle

Decorative
Shroud

2-3/8”OD
Luminaire

Arm

Extended 
Spire
Finial

Notes:	 1. For base accommodations see Section 4 page 9.
	 2. For fixture see Section 2 page 5.

AP-8327
6’ Single Pole & Arm

AP-8347
8’ Single Pole & Arm

The Majestic Series I light poles 
grace roadways and public spaces 
with a classic elegance enhancing 

a community’s natural and historic 
beauty. A fluted tapered steel pole and 

steel Luminaire arm offer incredible 
strength and durability that will stand 

the tests of time. Finishing touches 
complete the period look with a 

decorative finial assembly, a detailed 
arm shroud, and Hamilton aluminum 

base assembly.

Majestic Series I
w/ Single Luminaire Arm

Hamilton Alum Base
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6’ or 8’

29½’

AP-8350
Twin Arm

AP-0816
Hamilton Base, 24”

AP-3060
Fluted Luminaire Pole
11”-12” Bolt Circle

Decorative
Shroud

Extended 
Spire
Finial2-3/8”OD

Luminaire
Arm

Notes:	 1. For base accommodations see Section 4 page 9.
	 2. For fixture see Section 2 page 5.

The Majestic  II Series light 
poles are manufactured for 

use with two luminaries 
while maintaining the same 

craftsmanship and strength of 
the Majestic Series I. For use in 
upscale projects, the Majestic 

II Series offers designers 
the ability to maximize 

symmetrical light output with a 
classically designed Luminaire 

pole. 

AP-8328
6’ Twin Pole & Arm

AP-8348
8’ Twin Pole & Arm

Majestic Series II
w/ Twin Luminaire Arm

Hamilton Alum Base
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Ornamental bollards offer 
a decorative alternative 

to pedestrian and traffic 
control. These attractive 

bollards can define a 
pathway or control and 

direct vehicular traffic. 
Numerous options are 
available from surface 

mounting with anchor 
bolts to direct buried posts 

for maximum security. 
Powder coated chains are 
also available to connect 

the bollards for visual and 
functional applications.

Le Grande

Country Club
Chain Bollard

AP-0604
Old Towne

Non-illuminated
Bottom Opening 7½” Max.

AP-0603
Le Grande

Non-illuminated
Bottom Opening 17” Max.

AP-0602
Country Club
Non-illuminated

Bottom Opening 11” Max.

AP-0600
Chain Bollard
Non-illuminated

Bottom Opening 11” Max.

24”

38”

28” 28”
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24” 28”

Light the way with 
Illuminated Bollards 

designed to discreetly 
illuminate and direct 

traffic day or night. 
Custom machining of the 
illuminated neck allows a 

variety of light patterns and 
uses. When matched with 

Pelco’s ornamental lighting 
and signage, illuminated 

bollards will give your 
project a complete 

coordinated appeal.

AP-0605
Old Towne

Illuminated
Bottom Opening 7½” Max.

AP-0601
Country Club

Illuminated
Bottom Opening 11” Max.

Old Towne

Country Club
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1 2

3

4

		  BANNER BRACKET, w/ 1” Dia. Rod & 2” Dia. Ball
	 1	 Ornamental Serrated Articulating....................................................................... SH-3530
	 2	 Ornamental Banner Hub....................................................................... SH-3521	
	 3	 Double Ornamental Banner Hub.......................................................... SH-3535
	 4	 SERRATED ARTICULATING SUB-ASSEMBLY
		  Aluminum, 1½” NPS x 1”-8NC................................................................ SH-3518
	 5	 BREAK-A-WAY COUPLER
		  1”-8NC For Banner Brackets (for 2’x4’ Banner
		  designed to break-a-way at 80 mph wind load).................................... AP-7239
	

ITEM	 DESCRIPTION	 PART NO.

Notes:
1.	 All assemblies are supplied standard with stainless fasteners. 

Stainless upgrade to include stainless steel clamp screw.
2.	 2 brackets are required to mount each banner.
3.	 Please specify options when ordering.

5

Banner Brackets

PAINT

ITEMS 4-5 OPTIONS

Storage Position

BANNER WIDTH: 
 18”, 24”, 30”, or 36”
POLE SIZE:
 2½”, 3”, 4”, 3” fluted, or 4” fluted
FINIAL: 
 Ball or Spear
PAINT 
 Finial - gold or assy color

ITEMS 1-3 OPTIONS

Finial Options

	 Ball	 Spear

Pelco’s banner brackets 
are the best in the 
industry.  They offer 
property owners and 
municipalities an 
attractive eye catching 
way to promote local 
events and organizations.  
No more unsightly hose 
clamps to hold banners 
to sign and light poles.  
Pelco’s entire line of 
banner brackets can be 
powder coated to match 
existing poles and will be 
machined for a custom 
fit.  A banner arm finial 
securely holds your 
banner no matter the 
weather condition.
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1 2

3

		  BANNER BRACKET, w/ 1” Dia. Rod & 2” Dia. Ball
	 1	 W/ Astro Mini-Brac................................................................................ SH-3520	
	 2	 Ornamental Serrated Articulating w/ Astro Mini-Brac.......................... SH-3525
	 3	 Ornamental Serrated Articulating for Square Pole................................ SH-3532
	 4	 W/ Universal Banner Hub...................................................................... SH-3523

ITEM	 DESCRIPTION	 PART NO.

Notes:
1.	 All assemblies are supplied standard with stainless fasteners. 

Stainless upgrade to include stainless steel clamp screw.
2.	 2 brackets are required to mount each banner.
3.	 Please specify options when ordering.

Banner Brackets

4

Storage Position

ITEMS 1-2 OPTIONS

BANNER WIDTH: 
 18”, 24”, 30”, or 36”
BAND LENGTH: 29” or 42”
STAINLESS UPGRADE 
FINIAL: Ball or Spear
PAINT:
 Finial - gold or assy color

BANNER WIDTH: 
 18”, 24”, 30”, or 36”
SQUARE POLE SIZE:
 4”, 5”, or 6-5/8”
FINIAL: Ball or Spear
PAINT 
 Finial - gold or assy color

ITEMS 3 OPTIONS

BANNER WIDTH: 
 18”, 24”, 30”, or 36”
FINIAL: Ball or Spear
PAINT 
 Finial - gold or assy color

ITEMS 4 OPTIONS

Finial Options

	 Ball	 Spear

For larger or tapered poles try Pelco’s Band-On 
banner brackets.  Equipped with a stainless steel 
band that receives a special Pel-Coat treatment 
allowing bands to match the bracket and poles. No 
longer will shiny silver hose clamps detract from 
your promotional banners.  Pel-Coat is a tough, 
durable treatment that will not crack or peel like 
painted or powder coated banding. A banner arm 
finial securely holds your banner no matter the 
weather condition
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Finial Options

Ball	 Spire	 Steeple	 Fleur	 Spear

	 1	 RIGID SIGN MOUNT ASSY, 1-WAY:
		  For 2” (2-3/8” OD) Pole...........................................................................AP-7290
		  For 2½” (2-7/8” OD) Pole........................................................................AP-7240
		  For 3” (3½” OD) Pole...............................................................................AP-7241
		  For 4” (4½” OD) Pole...............................................................................AP-7242
		  For 3” Fluted (4.06” OD) Pole..................................................................AP-7243
		  For 4” Fluted (5.08” OD) Pole..................................................................AP-7244

	 2	 RIGID SIGN MOUNT ASSY, 2-WAY:
		  For 2” (2-3/8” OD) Pole...........................................................................AP-7295
		  For 2½” (2-7/8” OD) Pole........................................................................AP-7285
		  For 3” (3½” OD) Pole...............................................................................AP-7286
		  For 4” (4½” OD) Pole...............................................................................AP-7287
		  For 3” Fluted (4.06” OD) Pole..................................................................AP-7288
		  For 4” Fluted (5.08” OD) Pole..................................................................AP-7289

	 3	 RIGID SIGN MOUNT ASSY, 1-WAY:
		  W/ Astro Mini-Brac................................................................................AP-7268
		
		

Rigid Post Top Mount

SIGN LENGTH: 
 24”, 30”, 36”, 42”, or 48”
FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or Spear
PAINT:
 Finial - gold or assy color

ITEMS 1-2 OPTIONS

9/15/08

3

2
Notes:
1.	 All assemblies are supplied standard with stainless fasteners.
2.	 For street name signs available see section 8 page 4.
3.	 Please specify options when ordering.

1

Page O8-2

SIGN LENGTH: 
 24”, 30”, 36”, 42”, or 48”
BAND LENGTH:
 42” fits 4”-12” pole dia.
FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or  Spear
PAINT:
 Finial - gold or assy color

ITEM 3 OPTIONS

Rigid Street Name Sign Mounts

 ITEM DESCRIPTION PART NO.
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Finial Options

Ball	 Spire	 Steeple	 Fleur	 Spear

	 1	 FREE-SWINGING SIGN MOUNT ASSY, 1-WAY:
		  For 2” (2-3/8” OD) Pole...........................................................................AP-7293
		  For 2½” (2-7/8” OD) Pole........................................................................AP-7245
		  For 3” (3½” OD) Pole...............................................................................AP-7246
		  For 4” (4½” OD) Pole...............................................................................AP-7247
		  For 3” Fluted (4.06” OD) Pole..................................................................AP-7248		
		  For 4” Fluted (5.08” OD) Pole..................................................................AP-7249

	 2	 FREE-SWINGING SIGN MOUNT ASSY, 2-WAY:
		  For 2½” (2-7/8” OD) Pole........................................................................AP-7269
		  For 3” (3½” OD) Pole...............................................................................AP-7270
		  For 4” (4½” OD) Pole...............................................................................AP-7271
		  For 3” Fluted (4.06” OD) Pole..................................................................AP-7272		
		  For 4” Fluted (5.08” OD) Pole..................................................................AP-7273

	 3	 FREE-SWINGING SIGN MOUNT ASSY, 1-WAY:
		  W/ Astro Mini-Brac................................................................................AP-7292

		

 ITEM DESCRIPTION PART NO.

Notes:
1.	 All assemblies are supplied standard with stainless fasteners.
2.	 For street name signs available see section 8 page 4.
3.	 Please specify options when ordering.2

1

Page O8-39/15/08

3

SIGN LENGTH: 
 24”, 30”, 36”, 42”, or 48”
FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or Spear
PAINT:
 Finial - gold or assy color

ITEMS 1-2 OPTIONS

SIGN LENGTH: 
 24”, 30”, 36”, 42”, or 48”
BAND LENGTH:
 42” fits 4”-12” pole dia.
FINIAL:
 Spire, 3" Ball, Steeple, Fleur, or  Spear
PAINT:
 Finial - gold or assy color

ITEM 3 OPTIONS

Free-Swing Street Name Sign Mounts
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Ornamental Lighting

2

3

1

4

Page O8-49/5/08

Notes:
1.	 Please specify options when ordering.

SIGN LENGTH: 
 24”, 30”, 36”, 42”, or 48”
BACKGROUND:
 ENG GRADE REFLECTIVE:
 	 Green, Brown, or Blue
 HI INTENSITY REFLECTIVE:
 	 Green, Brown, or Blue		
 DG3 REFLECTIVE:
 	 Green, Brown, or Blue
 PAINT: 
LEGEND:

ITEM 1-4 OPTIONS

Free-Swinging Mount

Rigid Mount

		  STREET NAME SIGN,
		  RIGID or FREE-SWINGING MOUNT:	 6”	 9”
	 1	 Reflective Background, White Reflective Legend.................. SF-5032	 SF-5041
		  Powder Coat Background, White Reflective Legend............ SF-5033	 SF-5042
	 2	 Reflective Background, White Reflective Legend.................. SF-5007	 SF-5045		
		  Powder Coat Background, White Reflective Legend............ SF-5008	 SF-5046
		
		  STREET NAME SIGN, EXTRUDED:	 6”	 9”
	 3	 Reflective Background, White Reflective Legend.................. SF-5000	 SF-5047	 	
		  Powder Coat Background, White Reflective Legend............ SF-5011	 SF-5048
	 4	 Reflective Background, White Reflective Legend.................. SF-5034	 -	 	
		  Powder Coat Background, White Reflective Legend............ SF-5020	 -	

 ITEM DESCRIPTION PART NO.

Street Name Signs
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Ornamental Lighting

Finial Options

Ball	 Spire	 Steeple	 Fleur	 Spear

3

2

5

1

4

6

FINIAL:
 3” Ball, Spire, Steeple, Fleur, or Spear
PAINT:
 Finial - gold or assy color

ITEM 1-2 OPTIONS

7 8

9

	 1	 SLOTTED ADAPTER:
		  For Extruded Sign Blades......................................................................SH-1813
	 2	 POST CAP w/ FINIAL:
		  For 2” (2-3/8” OD) Pole...........................................................................SH-1808
		  For 2½” (2-7/8” OD) Pole........................................................................SH-1828
		  For 3” OD Pole........................................................................................SH-1840
		  For 3” (3-1/2” OD) Pole...........................................................................SH-1617
		  1½” NPS.................................................................................................SH-1820
	 3	 POST CAP FOR EXTRUDED BLADES:
		  For 2” (2-3/8” OD) Pole w/ 5” Slots..........................................................SH-1800
		  For 2½” (2-7/8” OD) Pole w/ 5” Slots.......................................................SH-1829
		  For 4” (4-1/2” OD) Pole w/ 5” Slots..........................................................SH-1608
	 4	 For 2” (2-3/8” OD) Pole w/ 12” Slots........................................................SH-1845
	 5	 For 2” Square Pole w/ 12” Slots..............................................................SH-1846
		  CROSS:
	 6	 90° w/ 5” Slots for Extruded Blades........................................................SH-1801
		  90° w/ 6” Slots for Extruded Blades........................................................SH-1848
	 7	 90° w/ 12” Slots for Extruded Blades......................................................SH-1847
	 8	 POST TOP STREET NAME SIGN MOUNT
		  90° Underbraced w/ 12” Slots for 9” Extruded Blades............................SH-1844
	 9	 ADJUSTABLE CROSS:
		  For Extruded Sign Blades, 45° & 180°....................................................SH-1852		
	 10	 SIGN POST:
		  For 2” (2-3/8” OD) Post, Steel, 10’-0”....................................................... PB-5208
		  For 2½” (2-7/8” OD) Post, Steel, Sch 10 x 10’-0”......................................AP-2072
 

Notes:
1.	 All assemblies are supplied standard with stainless fasteners.
2.	 Please specify options when ordering.

PAINT

ITEM 3-9 OPTIONS

Page O8-59/5/08

10

Sign Accessories

 ITEM DESCRIPTION PART NO.
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9/5/08 Page O8-6

	 1	 WAY-FINDING SIGN MOUNT ASSY, 2-WAY:
		  For 3” (3½” OD) Pole...............................................................................AP-7298
	 2	 WAY-FINDING SIGN, EXTRUDED:
		  Powdercoat Background, White Reflective Legend...............................SF-5049
	 3	 LOGO PLATE, WAY FINDING
		  Powdercoat Background w/ Legend......................................................SF-5050

 ITEM DESCRIPTION PART NO.

2

1

PAINT
ITEM 1 OPTIONS

SIGN LENGTH: 
 6”, 24”, 30”, 36”, 42”, or 48”
PAINT

ITEM 2 OPTIONS

Notes:
1.	 Specify options and legend required when ordering.
2.	 For use on AP-0220 Pole. See Section 4 Page 8.

3

LOGO 
PAINT

ITEM 3 OPTIONS

Logo both sides

Way-Finding Signs
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LEGEND

TO BE

SPECIFIED

12”

LEGEND

TO BE

SPECIFIED

18”

	 1	 STOP SIGN, Alum w/ 3/8” Mounting Holes, Reflective.......................SF-6000
	 2	 12” SIGN, Alum w/ 3/8” Mounting Holes
		  Powdercoat Background w/ White Reflective Legend...........................SF-5031
	 3	 18” SIGN, Alum w/ 3/8” Mounting Holes
		  Powdercoat w/ White Reflective Background........................................SF-5016
	 4	 24” SIGN, Alum w/ 3/8” Mounting Holes
		  Powdercoat Background w/ White Reflective Legend...........................SF-5027
	 5	 24” SIGN, Alum w/ 3/8” Mounting Holes
		  White Reflective Background.................................................................SF-5014
	 6	 36” SIGN, Alum w/ 7/16” Mounting Holes
		  White Reflective Background.................................................................SF-5028

LEGEND
TO BE

SPECIFIED

24”

24”

LEGEND
TO BE

SPECIFIED

36”

LEGEND
TO BE

SPECIFIED SIGN HEIGHT: 
 18”, 24”, or 30”
BORDER: 5/8” Wide			 
LEGEND COLOR:
 Brown, Green, Black, or Blue
 Reflective, or Red Non-Reflective

ITEM 5-6 OPTIONS

Notes:
1.	 Please specify options when ordering.
2.	 Regulatory signs available upon request.

SIGN HEIGHT: 
 9”, 12”, or 18”
BORDER: 3/8” Wide
PAINT

ITEM 2 OPTIONS

SIGN HEIGHT: 
 9”, 12”, 18” or 24”
BORDER: 5/8” Wide
VINYL COLOR: Red
PAINT

ITEM 3 OPTIONS

SIGN HEIGHT: 
 24”, 30” or 48”
BORDER: 5/8” Wide
PAINT

ITEM 4 OPTIONS

4

1

2
5

6
3

9/5/08 Page O8-7

SIZE: 24”, or 30”
BLACK BACK
HIGH INTENSITY
DG3 

ITEM 1 OPTIONS

Signs

 ITEM DESCRIPTION PART NO.
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SH-1849
Sign Frame

for 24” Stop Sign
SH-1850

for 30” Stop Sign

AP-7228
Cast Alum Sign Frame

for 24” x 18 Sign

Note:
For Sign Mounting Kits see Page O8-8.

AP-7012-1
Cast Alum Sign Frame

for 30” Stop Sign
AP-7013-1

for 24” Stop Sign

AP-7011-2
Cast Alum Sign Frame

for 18” x 24” Sign

AP-7215
Cast Alum Sign Frame

for 12” x 18 Sign

AP-7237
Cast Alum Sign Frame

for 24” x 24” Sign

AP-7233
Ornamental Corner Bracket

(For use with rigid and free-swinging sign 
mounts shown on Pages O8-2 and O8-3)

Page O8-8

Sign Frames
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POLE SIZE: 
 1½” (1-7/8” OD)
 2” (2-3/8” OD)
 2½” (2-7/8” OD)
 4” (4½” OD)
MOUNTING SIGNS
W/ ORNAMENTAL FRAMES
PAINT

ITEM 2 OPTIONS

POLE SIZE: 
 1½” (1-7/8” OD)
 2” (2-3/8” OD)
PAINT

ITEM 1 OPTIONS

1 2

	 1	 DOUBLE SIGN CLAMP:
		  W/ 5/16” Sign Mounting Hardware.......................................................SH-0203
	 2	 U-BOLT SIGN CLAMP:
		  W/ 5/16” Sign Mounting Hardware.......................................................SH-0206		
	

Notes:
1.	 All Sign Clamp Assemblies consist of 2 clamp assemblies. 
	 (one complete pair per package).

 ITEM DESCRIPTION PART NO.

Sign Clamps

9/5/08 Page O8-9
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6/29/10 Page O9-1

4” Custom Medallion
Available on Bench or Receptacle

6’ Ornamental Park Bench with Back 
Decorative Cast Iron Ends

¼” x 1½” Vertical Steel Slats
Powder Coat Finish

30 Gallon Ornamental Trash Receptacle 
Flared Top Design

Flat Lid with Vinyl-Coated Stainless Steel Cable
30 Gallon Rigid Plastic Liner

Powder Coat Finish
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	 CODE		  COATING

	 ALO	 -	 Alodine
	 BOX	 -	 Black Oxide
	 BRS	 -	 Brass
	 CRM	 -	 Chrome
	 ECI	 -	 E-coat B1
	 GLV	 -	 Galvanized
	 ZN1	 -	 Zinc, Bright
	 ZN2	 -	 Zinc, Yellow
	 ZN3	 -	 Zinc, Ultra Seal
	 PXX	 -	 Paint

WET PAINT SPECIAL COLORS
(SUBJECT TO SPECIAL SETUP CHARGE)

P07 - Louisiana Green (medium green)
	P09 - Vepco Green (hedge green) 
	P10 - Bronze (duronodic dark gray)
	P13 - Battleship Gray
	P14 - Zinc Chromate Primer
	P15 - Gray Primer
	P17 - Platinum Aluminum (vinyl acrylic)
	P18 - Bronze (dark chocolate brown)
	P20 - Brushing Brown (fast dry enamel)
	P21 - Dove Gray
	P22 - Gloss White (industrial enamel)
	P23 - Gloss White
	P24 - Hawaiian Blue
	P25 - Platium Aluminum (alkyd enamel)
	P26 - Primer Gray
P50 - US Bronze (clearwater bronze)

	 WET PAINT STANDARD COLORS
	 P01 - Federal Yellow
	 P02 - Semi-Gloss Black 
	 P03 - Flat Black
	 P04 - Gloss Black
	 P05 - New York State Green (forest)
	 P06 - Automatic Green (dark olive)
	 P16 - Industrial Red Primer

POWDER COAT STANDARD COLORS
	 P29 - Federal Yellow
	 P30 - Automatic Green
	 P33 - Gloss Black
	 P34 - Flat Black
	 P36 - New York State Green (forest)
	 P45 - Super Wet White

POWDER COAT ORNAMENTAL COLORS
	 P33 - Gloss Black
	 P39 - Bronze
	 P40 - Silver (w/ clear top coat)
	 P41 - Patina (w/ clear top coat)
	 P42 - Antique Copper (w/ clear top coat)
	 P43 - Weathered Green
	 P44 - Antique Black Matt
	 P46 - Brown Rust
	 P47 - Brown Base
	 P49 - Cratered Pewter
	 P51 - Cratered Bronze
	 P52 - Gold Lame’
	 P53 - Weathered Copper
	 P54 - Rustic Brown
	 P55 - Copper
	 P59 - Textured Black

POWDER COAT SPECIAL COLORS
(SUBJECT TO SPECIAL SETUP CHARGE)
	 P28 - Sun Gold (w/ clear top coat)
	 P31 - Semi-Gloss Black
	 P32 - Clear Coat
	 P35 - Iron Gray
	 P38 - Louisiana Green (medium green)
	 P37 - Epoxy Matte Gray Primer
	 P48 - Gray Primer (zinc rich)

Note:
Pelco can match your custom colors. Please provide the following and 

contact Pelco for pricing.
	 For custom powder: RAL number or paint chip.
	 For wet paint: Federal Standard 595 paint code or paint chip.
Special setup and paint charge will apply.
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7/23/04 Page O10-3

COPY OF SHIPMENT NOTICE INCLUDED WITH EACH SHIPMENT

NOTICE
SHIPMENTS MADE WITH FACTORY AS F.O.B. POINT

-CARRIER HAS ACCEPTED SHIPMENT  IN GOOD CONDITION-

LOST OR DAMAGED GOODS ARE THE CARRIER’S RESPONSIBILITY in all shipments of this type.

PELCO’S Responsibility For This Shipment Has Now Ceased. 
 

CHECK YOUR SHIPMENT CAREFULLY WHEN DELIVERED to see that it is in good order and received complete.  When packages check 
short or are in bad condition, have the Carrier’s agent make notation of this fact in detail on the freight  bill or express receipt and 
then require that he sign it .
 
LOST OR DAMAGED GOODS ARE THE CARRIER’S RESPONSIBILITY in all LTL (less than truckload) shipments.  In TL (truckload) 
shipments, the Carrier is responsible for damage to exposed surfaces of the goods (top and ends) caused by collision with other 
vehicles or objects when the Carrier is negligent, and by loading other freight on or against Pelco goods.  When the trailer itself  
shows evidence of fresh damage, call at once for inspection of the contents just as though it were an LTL shipment. 

CONCEALED LOSS OR DAMAGE DISCOVERED AFTER DELIVERY of shipment must be reported to the delivering Carrier upon 
discovery, and in any event within 15 days after receipt.  Hold goods, containers, and packing materials in exact condition as found 
for inspection by the Carrier.  An inspector for the Carrier should call within 48 hours.  If nothing is heard in that time, notify them 
by registered mail and get a receipt.  The Carrier will issue an inspection report and give you a copy which must be used to support 
your claim.

FAILURE TO COMPLY WITH ANY OF THE FOREGOING REGULATIONS IS REGARDED AS INDICATING COMPLETE DELIVERY 
OF FREIGHT IN GOOD CONDITION.

Make Your Claim Promptly.
Carrier Will Not Consider a Claim Unless Presented Within 9 Months After Receipt of Shipment.

IMPORTANT!

DO NOT DEDUCT THE AMOUNT OF LOSS OR DAMAGE from Pelco invoice while awaiting adjustment of a claim, as we can not 
guarantee safe delivery for actions beyond our control.

Please do not return goods to Pelco or instruct Carriers to return goods without first securing written authorization and shipping 
instructions.

SHIPMENTS MADE WITH DESTINATION AS F.O.B. POINT
-CARRIER HAS ACCEPTED SHIPMENT IN GOOD CONDITION-

CHECK YOUR SHIPMENT CAREFULLY WHEN DELIVERED to see that it is in good order and recieved complete.

When packages check short or are in damaged condition, have the carriers agent make notation of this fact on the freight bill or 
express receipt, and then require that he sign it.  

Check your shipment immediately to make sure the contents agree with the Pelco packing list enclosed and to determine if any 
damage has occurred during transit.

Any shortages and or concealed damages MUST be reported to Pelco within 10 DAYS.

FAILURE TO COMPLY WITH THE FOREGOING IS REGARDED AS AN INDICATION THAT YOUR SHIPMENT HAS ARRIVED IN 
SATISFACTORY CONDITION AND THAT IT IS COMPLETE AS SHOWN ON OUR PACKING LIST.

Please do not  return damaged goods to Pelco withour first securing authorization and shipping instructions.

Pelco will make every effort possible to effect prompt correction of any short or damaged goods when claims are made 
within these guidelines.

320 W. 18th
Edmond, Oklahoma 73013
(405)340-3434 FAX: (405)340-3435
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